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Fence around pond
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area protection
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PLAN VIEW

Waterline during time of drought

Geotextile

SECTION A-A
Pond bottom

AL—ENG-48
d = distance to ensure water supply during drought
W = ___ ft. ( Adjust width of ramp to minimize

livestock standing or wading in pond )

Note: Remove trees from vicinity of ramp to minimize
cattle loafing. Do not install feeders, mineral
blocks or backrubs near ramp.
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Waterline.
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Pond bottom

Geotextile

SECTION B-B

Slope 5:1 or flatter Note: Fence can be treated wood, barbed wire,

high tensile or electric, installed in
accordance with NRCS Standard 382.

POND WATERING RAMP
FARM
COUNTY, AL

6” of crusher run or 5” of graded

U.S. DEPARTMENT OF AGRICULTURE
stone with 1" topping of crusher run
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WATERING RAMP Proctice Meets Plons And Specifications

Jok Class Nome

BILL OF MATERIALS Title Dote
Geotextile —_ sq, yds.
Anchoring Pins ea,
Groded stone tons
Crusher run —_ tons
Surfocing Stone _________ tons
Fence Posts —_— A,
Fence Vire —_—lUn, Ft.
Treated Lumber "x : Un. £t

PLAN VIEW

PROFILE
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