6" dia. bolt wf nut and washer,
2" long for attaching P1 and P2.

PO

TF

Galvanized nails or screws.
Attach P3 to Inglda faca
of P2.

Detall *A!

P1@ 10'c.e. (4 maximum)

2" x 4" x 8" wood to anchor
P3to P1. Attach with galvantzed
nails or screws.

AP1R10'ce.

{20°" mandmum)

+

S it pdyethalyanashada;daﬂc

ft

wi eyslats or clips spacad at 12°, Altach

to top of structure with myon, polyester

Pel e tarers reosmemendations. |

Floor width

Plan View
{Optional stone border not shown)

10
‘@

t

E E E —r 2 2 E 12 E E ra 12 12 12 12

_ IR
c 4" thick concrete
= slab or 8" thick gtana
& with ik, Son
note no. 3 this sheat.
Front Elevation

Bill of Materiale

20 x 20 Stuchura 20" x 40 Strwcture

8 v, P1: 6612 1200
& 8 ea. PZ: 29550 1268
¥ ™ P3: 2943.5 24ea
£ 16 oa. Pé: 24" 24 oa.
- 16 ea. /8" dia. bolts 24 ea
B 400 Shade cloth (sq.it) 800
8 g 180 Rope, astimatad (iin.ft.) 240
ﬁ C] 15 Stone for hoof protection zone {cu.yd.)* 22
L= L] 186 Gectaxtie for hoof protection zone (sg.yd.)* 245
= Ef B Conerate for floor {cuyd.} 10
2 74 Stone for floor {cu.yd.) 14.8
s 5 60 Gaataxdila for siona fioor (sq.yd.) 120
E o 04 Concreta for post holea {cu.yd.) 0.8
-5 Notes

1. All wooden components of the struchere will be treated lumbsar (In-ground
contect: category UC4B; above ground lumber; catagory UC3R),

2. All metal components of the structura will be galvantzed or stainless
steel.

3. ITgtons I used In lisy of concrate for tha floor, posts will ba sat In
concrete within a hole of 12" dia. and 2 depth.

4. See Alabama Job Sheet No. ALGE1 {Haavy Usa Area Protection) for
gectextile and stone slze requirements.

5. See Alabama Job Shest No. ALT17 (Livestock Shade Structurs) for
recommendationz of shade cloth denslty, structure location and
pHantation, guides far ovarall dimenslon bagad on herd stza, ete.

6. Quantitios will need to be adjusted for struchme dimensions other than
the two slzea listed In the bl of materals above.

* Tha gtonae hoof protection zone around the perimetar of the struchsra
is optional,

Geolaxtile”
Optional B” thick stone border,
all 4 sldas (hoof protection zona)*

(Detalls this shaet are not b scals)

T
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COUNTY, ALABAMA

PERMANENT LIVESTOCK SHADE STRUCTURE
LANDOWNER
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Top Frome\

alEE

A
A
L

FT.

(NOT TO EXCEED 25°)

l

r

1/4” Diam. Dipe/

3/4” Diam. Steel
Bar Or 1—1/4"
Galvanized Pipe
Corner Brace

Y

<

A
1

Notes:

spoces.

2. If stone is used in
posts will be set in
and 2’ depth.

T

FT.

Structure) for rec
structure location
dimension boased on

1—1/4" Diam.
Pipe

(NOT TO EXCEED 42’)

TORFP VIEW

(Optional

stone border not shown)

x
AT
e

N

e
S
20k

ISOMETRIC

1. Maximum allowable dimensions are noted in parenthesis,
planned dimensions are to ke inserted in the blank
All pipe Is 2" dia, (min) except where noted.

lieu of concrete for the floor,
concrete within a hole of 12" dia.

3. See Alabama Jok Sheet No. ALS6!1 (Heavy Use Area
Protection) for geotextile and stone size requirements.
4. See Alabama Jok Sheet No. 717 (Livestock Shade

ommendations of shade cloth density,
and orientation, guides for overall
herd size, etc.

3. The stone hoof protection zone around the perimeter

of the structure is optional

| FT.

BILL OF MATERIALS
Galvanized steel pipe (Schedule 40) :

2" dia. = ___ lin. ft. (frame)

1 1/4” dia. = lin. ft. (frame)

1 1/4” dia. = 18.5 lin. ft.£ (frame braces)
Shade cloth : _ ft.x it = Oaq gt
Concrete for floor : _ cu. yds.
or stone for floor : __ cu. yds.

Stone for hoof protection zone : ____ cu. yds.
Concrete for post holes ___ cu. yds.
Geotextile (if stone is used) : ____ sg. yds.

3/4” steel bar or 1
for corner braces

1/4” dia. galvanized pipe
10 lin. ft.£

(NOT TO EXCEED 257)
Mesh Shade Fabric

= /\ﬁﬁwx
1—1/4” Diam. Pipe ™ N 1—1,/4” dia.
E ; ; N grr(;rchees 18] 24“
e T~ :
n u (NOT TO EXCEED 15°)
° o PERMANENT LIVESTOCK SHADE STRUCTURE
FT.
| (NOT TO EXCEED 21|k | 10 ‘ 5 LANDOWNER
o |2 | Copicad | 2 l COUNTY, ALABAMA
| X 7 SR TSI T TN [ M) T ‘
FEEEH S R U.S. DEPARTMENT OF AGRICULTURE

SE

CTION A—A

tDptbn0L6” thick stone

u border w/geotextile, all

4 sides (hoof protection
zone)d,

o

t&” thick concrete slob,

or 6" thick stone withi
geotextile, See note U
no, 2 this sheet,

[t

END VIEW

(Details this sheet are not to scale)
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