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Definition
A filter strip is a buffer, or area of herbaceous (non-woody) vegetation, that removes contaminants from water flowing over the land towards environmentally sensitive areas.

Purposes
This practice is applied as part of a conservation management system to support one or more of the following purposes.  
· To reduce sediment, particulate organics, and sediment adsorbed contaminant loadings in runoff
· To reduce dissolved contaminant loadings in runoff
· To reduce solid and dissolved contaminants associated with applications of animal waste 
· To reduce sediment, particulate organics, and sediment adsorbed contaminant 
 load in surface irrigation tailwater

Conservation Management System
Rarely does one conservation practice provide the treatment needed for all of our 




natural resources.  Filter strips are a component of conservation management systems.  A conservation management system is a combination of conservation practices and management that achieves a level of treatment for our energy, soil, water, air, plant, and animal resources while also meeting the objectives of the land user.  

In addition to filter strips, additional practices such as upland wildlife habitat management, nutrient management, pest management, and various structures are often needed. 

General Specifications 
· Proper selection of vegetation is essential.  Plants will be selected on the basis of species characteristics, site and soil conditions, maintenance of the treated area, method of planting, time of the year to be planted, and the needs and desires of the land user.  See the Critical Area Standard (Code 342) and the Statement of Work for additional details.  
· Also, use Technical Note No. 2 (Using RUSLE2 for the Design and Predicted Effectiveness of Vegetative Filter Strips (VFS) for Sediment) and the Excel spreadsheet (Filter Strip Lifespan Design for Sediment) to estimate the whether the filter strip meets the required 10 year 
minimum lifespan.  File a printout of spreadsheet with the plan.
· Meet suggested NRCS or required Georgia minimum flow lengths when planning a filter strip at sites down the slope where manure has been applied. 



· These requirements are described in the Nutrient Management Standard (Code 590).

Operation and Maintenance
· Operation and maintenance are very important.  Inspect filter strips after storm events and repair any gullies that have formed, remove unevenly deposited sediment accumulations that will disrupt sheet flow, re-seed disturbed areas, and take other measures to prevent concentrated flow from passing through the filter strip.  
· Follow nutrient management guidelines for lime and fertilizer needs. 





· Control undesired weed species, especially noxious weeds.  
· Exclude livestock unless a controlled grazing system is used and graze only when soil moisture conditions support livestock traffic without excessive compaction.
· Do not mow during the ground-nesting period for birds, 1 April- 1 August throughout the state. 

Practice Lifespan 10 years

For More Information Contact your local NRCS Office or Soil & Water Conservation District





Filter Strip Establishment Notes

	
Field
	Dimensions of Filter Strip1 (ft.)
	Vegetation in the Filter Strip
	
10-Year Life3
	Manure Applied to Field Up the Slope (ac.) 4
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	PLS2/ac.
	Fert.\Lime(lbs./ac.)
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Yes/No
	
Yes/No



1 Flow length and of the filter strip and the area of both the filter strip and the contributing field are used in the Excel Spreadsheet (Filter Strip Lifespan Design for Sediment)

2 PLS – pure live seed, see Cover Crop Standard (Code 340) for details

3 Determined using Excel Spreadsheet and Technology Note No. 2 (Using RUSLE2 for the Design and Predicted Effectiveness for Vegetative Filter Strips (VFS) for Sediment)

4 If manure is applied to the field up the slope of the field strip, see Nutrient Management Standard (Code 590) for suggested NRCS or required Georgia flow length through the filter strip 
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Jobsheet Certifications

Prepared by

____________________________________Title_____________________Date__________________

Approved by 
____________________________________Title_____________________Date__________________

Installation Meets NRCS Standards and Specifications


Certified by

 ___________________________________Title______________________Date__________________



The U.S. Department of Agriculture (USDA) prohibits discrimination in all its programs and activities on the basis of race, color, national origin, sex, religion, age, disability, political beliefs, sexual orientation, or marital or family status. (Not all prohibited bases apply to all programs.) Persons with disabilities who require alternative means for communication of program information (Braille, large print, audiotape, etc.) should contact USDA’s TARGET Center at 202 720-2600 (voice and TDD).
To file a complaint of discrimination, write USDA, Director, Office of Civil Rights, Room 326W, Whitten Building, 14th and Independence Avenue, SW, Washington, DC 20250-9410 or call (202) 720-5964 (voice and TDD). USDA is an equal opportunity provider and employer.
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