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GEORGIA
OPERATION AND MAINTENANCE REQUIREMENTS

VEGETATED TREATMENT AREA
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Prepared By Date

Inspections and maintenance are required to achieve the intended function, benefits, and Tife of the practice. The
landowner/operator is responsible to establish and implement an inspection and maintenance program. Items to
inspect and maintain during the 15-year design life of the practice include, but are not limited to, the following:

Inspect after significant storm events and at least annually to identify repair and maintenance needs.
Complete needed repairs as soon as possible.

Follow the comprehensive nutrient management plan.
Do not enter confined places without proper safety precautions for breathing
Perform routine maintenance of mechanical components according to manufacturer's recommendations.

Repair any settlement or erosion around pipes by filling and compacting with soil and reseeding. If
this problem persists, check the pipe for leakage or for erosion into or along the pipe.

Promptly repair or replace damaged or inoperable components.

Inspect or test al pipes, sumps, pumps, electrical systems, controls, and other components and
appurtenances.

Protect components from damage by farm equipment and livestock.
Adequately agitate liquid or slurry material prior to transfer.
Flush pipelines with clean water after each use to reduce the risk of gas buildup and pipeline explosion.

Remove solids build up from conveyance conduits such as concrete lined channels.
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e Additional operation and maintenance requirements specific to this plan
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