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NATURAL RESOURCES CONSERVATION SERVICE
ILLINOIS OPERATION AND MAINTENANCE
WASTE STORAGE POND
Follow the operation and maintenance plan below to keep your waste storage pond functioning as intended:
· Follow your Comprehensive Nutrient Management Plan (CNMP).
· Inspect after significant storm events, pumpout events, and at least weekly to identify repair and maintenance needs.
· Do not dispose of animal mortality, greases, syringes, or garbage in the pond.  Use the waste storage facility only for the designed purpose.
· Minimize flies and other insects and odors during the transfer of material.
· Each time the pond is emptied, thoroughly inspect clay or geosynthetic liners, pipe inlets/outlets, concrete sumps, pits, walls, ramps and floors for separations and/or cracks.  Repairs should be made immediately. 
· Check for erosion resulting from wave action or runoff after agitation or pumping operations.    Any damage to the liner, disturbed or eroded areas should be repaired as soon as possible after being noted and the liner should be restored to its original thickness and condition.
· Inspect the downstream face of the embankment annually.  Wet areas, indicated by seeps, wetland plants or unusually vigorous vegetation the downstream face of an embankment could indicate a serious problem. Perform routine maintenance of all mechanical components in accordance with manufacturer’s recommendations.  Inspect and test pipes, pumps, valves, gates, and other appurtenances.  Promptly repair or replace damaged or inoperable components.
· Fill rills and gullies that occur on the embankments.  Reseed the filled areas. 
· Eradicate or otherwise remove all rodents or burrowing animals. Immediately repair any damage caused by their activity. 
· Immediately repair any vandalism, vehicular, or livestock damage to the holding pond or its appurtenances.
· Maintain vigorous growth of desirable vegetative coverings. This includes reseeding, fertilization, and mowing as needed.  Use caution during mowing operations so as not to tip or rollover mowing equipment and cause injury or loss of life.  
· Prevent woody vegetation from growing on or around the embankment.  Control tree and bush growth by hand cutting, mowing, or chemicals.  Avoid damaging grass with herbicide sprays.
· The waste storage facility, including the embankments, should be fenced.  Repair or replace damaged fences and gates immediately.  Maintain appropriate warning signs.
· Safety stations should be inspected at least twice a year.  Safety items such as ropes and swim rings should be replaced as necessary.
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