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Natural Resources Conservation Service

Illinois construction specification

SPRING DEVELOPMENT
Scope

The work shall consist of excavation and installation of collection and delivery lines along with other materials and fixtures as shown on the construction plans.
Utilities
The landowner and/or contractor shall be responsible for locating all buried utilities in the project area, including drainage tile and other structural measures.

General

Construction operations shall be carried out in a manner and sequence that erosion and air and water pollution are minimized and held within legal limits.
The completed job shall present a workmanlike appearance and shall conform to the line, grades, and elevations shown on the drawings or as staked in the field.
All operations shall be carried out in a safe and skillful manner.  Safety and health regulations shall be observed and appropriate safety measures used.  Contractor shall be assured that all state laws concerning buried utilities have been met.
Documentation of materials used (rock or concrete delivery tickets, geotextile tags, seed tags, photographs of pipe labeling, etc) shall be saved and provided to NRCS.

All trees, stumps, roots, brush, weeds, and other objectionable materials shall be removed from work area as designated on the plans. 

Site Preparation 

All loose rock, sediment, encrustations, logs, and vegetation that can obstruct the free discharge of the spring shall be removed and disposed of so they will not endanger the spring development. 

Material 

All collection and delivery pipe and fixtures will conform to the requirements listed on the plans.  Crushed rock or gravel for collection systems and sand-gravel material for filters shall be composed of clean, hard particles and conform to requirements listed on the plans. 

Installation 

Collection trenches, drain tiles, perforated pipelines, sumps, and spring boxes (along with any other fixtures) shall be constructed or installed to the elevation and grade shown on the plans.  Construction operations will be carried out in such a manner that erosion and air and water pollution are minimized and held to within legal limits. 

Vegetation
A protective cover of vegetation shall be established on all disturbed areas.  Refer to Conservation Practice Standard Critical Area Planting (Practice Code 342), for detailed seeding requirements. 
Due to the possibility of root accumulation in the system, no woody plants should be left or allowed to grow in or near the development area. 
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