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OPERATION AND MAINTENANCE PLAN

AQUATIC ORGANISM PASSAGE – CODE 396
Inspections and maintenance are required to achieve the intended function, benefits, and life of the practice.  The landowner/operator is responsible to establish and implement an inspection and maintenance program.  Items to inspect and maintain during the 15-year service life of the practice include, but are not limited to, the following:

1. Inspect after significant storm events and at least annually to identify repair and maintenance needs.

2. Inspect the downstream toe of the embankment annually.  If there are wet areas or seeps at the downstream toe of the embankment, it could be a serious problem.  Ask for assistance from a qualified professional to evaluate the seepage.

3. When found, clear accumulated trash away from inlet, outlet and rock riprap.

4. Repair erosion at inlet and outlet of culverts as needed.

5. Fill rills and gullies that occur on the embankments.  Reseed the filled areas.

6. Check frequently for burrowing animals.  When found, remove the burrowing animals, replace embankment materials, and reseed.

7. Maintain a vigorous sod on the slopes by regular mowing and fertilization.

8. Prevent woody vegetation from growing in or around the embankment or structure.  Control tree and bush growth by hand cutting, mowing, or chemicals.  Avoid damaging grass with herbicide sprays.

9. Monitor and control invasive species around the structure such as Purple loosestrife and Phragmites.
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