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	Definition:


Treatment(s) used to stabilize and protect banks of streams or constructed channels, and shorelines of lakes, reservoirs and estuaries.
	Purpose:


Check all that apply:
[bookmark: Check1]|_|  To prevent the loss of land or damage to land uses, or facilities adjacent to the banks of streams or constructed channels, shoreline of lakes, reservoirs, or estuaries including the protection of known historical, archeological, and traditional cultural properties.
[bookmark: Check2]|_|  To maintain the flow capacity of streams or channels. 
[bookmark: Check3]|_|  Reduce the offsite or downstream effects of sediment resulting from bank erosion.
[bookmark: Check4]|_|  To improve or enhance the stream corridor for fish and wildlife habitat, aesthetics, recreation.
	Requirements:


· It shall be the responsibility of the owner/operator to obtain all necessary permits and/or rights, and to comply with all ordinances and laws pertaining to this installation.
· On Federal, State, or Tribal lands, or when federal funding is involved on private land, the landowner/operator must have archaeological clearance and concurrence from the responsible agency prior to any construction. If during installation, any archaeological or historical resources are found, the landowner/operator must cease operations and consult with NRCS and appropriate state agencies prior to continuing construction.
· Installation shall be in accordance with the drawings, specifications, and special requirements.
	Practice Classification and Approval (NEM Section 501):


The highest Job Class identified for all applicable practices shall be used to identify the Job Class of the project.
	STREAMBANK PROTECTION
	Job Class

	Bankfull Capacity
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	Cubic Feet per Second
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	Bankfull Velocity
	     
	Feet per Second
	

	Bankfull Depth
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	Feet
	

	Drainage Area
	     
	Square Miles
	

	SHORELINE PROTECTION
	Job Class

	Water Height Above Shoreline
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	Feet
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	Design Certification:


As the designer, I certify that this design meets the requirements of the Practice Standard, Statement of Work, and other applicable practices and NRCS policies needed to provide a complete design. 
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]Designed by: 	 Date:      	Certification: 	     	
	(Signature)	(Delegated JAA for this practice or PE License No.)
If the designer’s approval authority is less than the job class for this practice:
Approved by: 	 Date:      	Certification: 	     	
	(Signature)	(Delegated JAA for this practice or PE License No.)
	Operation & Maintenance:


[bookmark: Text22]A properly operated and maintained streambank or shoreline protection is an asset to your farm.  The streambank or shoreline protection was designed and installed to stabilize or protect banks of streams, lakes, estuaries, or excavated channels.  The estimated life span of this installation is at least         years.  The life of the installation can be assured and usually increased by developing and carrying out a good operation and maintenance plan.
This practice will require you to perform periodic maintenance and may also require operational items to maintain satisfactory performance.  Here are some recommendations to help you develop a good operation and maintenance program.
General Recommendations:
· Check all rock riprap sections for accelerated weathering and displacement.  Replace to original grades if necessary.
· Maintain vigorous growth of desirable vegetative coverings.  This includes reseeding, fertilization, and controlled application of herbicides when necessary. Periodic mowing may also be needed to control height.
· All settlement or cracks in the soil should be investigated to determine the cause and immediately repaired.
· If fences are installed, they shall be maintained to prevent unauthorized human or livestock entry.
· Remove debris that may accumulate at this section, and immediately upstream or downstream from this installation.
· Control livestock access on unfenced areas.
· Eradicate or otherwise remove all rodents or burrowing animals.  Immediately repair any damage caused by their activity.
· Immediately repair any vandalism, vehicular, or livestock damage.
Specific Recommendations for your installation: 
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	Landowner/Operator Acknowledgement and Acceptance:


The landowner/operator acknowledges that:
· They have received a copy of the construction drawings and specifications and understand the content and requirements of the design,
· They understand that NRCS makes no representation as to the existence or non-existence of utilities.  Landowners, operators and contractors will be liable for any damages resulting from disruption of service caused by construction activities.  Utility location service in New Mexico is available at:  www.nmonecall.org or 811 or 1-800-321-2537, and
· Maintenance of the installed work is necessary for proper performance during the life of the practice.  All federal cost shared practices must be maintained to these specifications for the expected life of the practice.

Accepted by: ____________________________________ Date: _____________________
				Landowner/Operator
	Practice Completion:


I have made an on-site inspection or am accepting owner/contractor documentation, which is located in the case file, and certify that the installed job conforms to the drawings and specifications and meets practice requirements: 


Accepted by: 		Certification: 		
	(Signature)	(Delegated JAA for this practice or PE License No.)
Job Title: ___________________________________		Date: ___________________
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