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	Definition:


An area of permanent vegetation used for agricultural wastewater treatment.
Purpose:
To improve water quality by reducing loading of nutrients, organics, pathogens, and other contaminants associated with livestock, poultry, and other agricultural operations.
	Requirements:


· It shall be the responsibility of the owner / operator to obtain all necessary permits and/or rights, and to comply with all ordinances and laws pertaining to this installation.
· On Federal, State, or Tribal lands, or when federal funding is involved on private land, the landowner / operator must have archaeological clearance and concurrence from the responsible agency prior to any construction.  If during installation, any archaeological or historical resources are found, the landowner / operator must cease operations and consult with NRCS and appropriate state agencies prior to continuing construction. 
· Installation shall be in accordance with the drawings, specifications, and special requirements.
	Practice Classification and Approval (NEM Section 501):


The highest Job Class identified for all applicable practices shall be used to identify the Job Class of the project.

	
	Job Class

	Treatment Area
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	Design Certification:


As the designer, I certify that this design meets the requirements of the Practice Standard, Statement of Work, and other applicable practices and NRCS policies needed to provide a complete design. 
Designed by: 	 Date:      	Certification: 	     	
	(Signature)	(Delegated JAA for this practice or PE License No.)
If the designer’s approval authority is less than the job class for this practice:
Approved by: 	 Date:      	Certification: 	     	
	(Signature)	(Delegated JAA for this practice or PE License No.)
	Operation & Maintenance:


[bookmark: Text26]A properly operated and maintained vegetated treatment area system is an asset to your farm.  This vegetated treatment area system was designed and installed to improve water quality by reducing loading of nutrients, organics, pathogens, and other contaminants associated with livestock, poultry, and other agricultural operations.  The estimated life span of this installation is         years.  The life of this installation can be assured and usually increased by developing and carrying out a good operation and maintenance plan.
This practice will require you to perform periodic maintenance and may also require operational items to maintain satisfactory performance.  Here are some recommendations to help you develop a good operation and maintenance program.
General Recommendations:
· Control undesired weed species, especially state-listed noxious weeds, and other pests that could inhibit proper functioning of the VTA  
· Inspect and repair treatment areas after storm events to fill in gullies, remove flow disrupting sediment accumulation, re-seed disturbed areas, and take other measures to prevent concentrated flow
· Apply supplemental nutrients and soil amendments as needed to maintain the desired species composition and stand density of herbaceous vegetation
· Maintain or restore the treatment area as necessary by periodically grading when deposition jeopardizes its function, and then reestablishing to herbaceous vegetation
· Routinely de-thatch and/or aerate treatment areas used for treating runoff from livestock holding areas in order to promote infiltration
· Conduct maintenance activities only when the surface layer of the VTA is dry enough to prohibit compaction
· Treatment areas that potentially could be affected by high salinity and/or sodium content should be monitored for excessive salt and sodium buildup. If excessive salt or sodium is found, an appropriate corrective action shall be taken.
Special Recommendations for your Installation:
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	Landowner/Operator Acknowledgement and Acceptance:


The landowner/operator acknowledges that:
· They have received a copy of the construction drawings and specifications and understand the content and requirements of the design,
· They understand that NRCS makes no representation as to the existence or non-existence of utilities.  Landowners, operators and contractors will be liable for any damages resulting from disruption of service caused by construction activities.  Utility location service in New Mexico is available at:  www.nmonecall.org or 811 or 1-800-321-2537, and
· Maintenance of the installed work is necessary for proper performance during the life of the practice.  All federal cost shared practices must be maintained to these specifications for the expected life of the practice.

Accepted by: ____________________________________ Date: _____________________
	Practice Completion:


I have made an on-site inspection or am accepting owner/contractor documentation, which is located in the case file, and certify that the installed job conforms to the drawings and specifications and meets practice requirements: 


Accepted by: 		Certification: 		
	(Signature)	(Delegated JAA for this practice or PE License No.)
Job Title: ___________________________________		Date: ___________________
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