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USDA Natural ResourceS Conservation Service

Conservation Practice Specification 

ARIZONA

lined waterway or outlet

(acre)

CODE NO. 468

1. Scope

The work shall consist of all preparation and grading as required to construct the land smoothing.

2. general requirements

Construction operations shall be carried out in such a manner that erosion and air and water pollution are minimized and held within legal limits.
A.
Preparation

The land to be smoothed shall be cleared of vegetative matter and trash. 
B.
Smoothing

Irregularities that are not likely to be removed by three passes of a land plane or a land leveler shall be rough graded to a more uniform topography before starting the overall smoothing operation.

The ground surface should be plowed or disked prior to smoothing

3. Special Requirements

Installation shall be in accordance with the following drawings, specifications and special requirements.  NO CHANGES ARE TO BE MADE IN THE DRAWINGS OR SPECIFICATIONS WITHOUT PRIOR APPROVAL OF NRCS.

Other Requirements


4. Required Attachments

 FORMCHECKBOX 
  Plan Map showing location

 FORMCHECKBOX 
  Designs showing alignment, width, side slopes, drainage, erosion control, surfacing, traffic safety, and construction operations.

Drawings, No.      
5. Other Attachments 

 FORMCHECKBOX 
 Associated Practice Specifications      
 FORMCHECKBOX 
 Water Quality Considerations

 FORMCHECKBOX 
 Other      
6. Operation and Maintenance

This conservation practice is an asset to your farm or ranch.  This practice will need periodic operation and maintenance to maintain satisfactory performance.  The life of this practice or system is at least 10 years.  The life of this practice can be assured or extended by thorough and timely operation and maintenance.  Here are some recommendations to help you develop a good operation and maintenance program.

GENERAL RECOMMENDATIONS

 FORMCHECKBOX 
 Maintain the roadway surface in a good condition, which includes periodic grading or repair of the surface.

 FORMCHECKBOX 
 Prevent surface ponding by grading to remove depressions.

 FORMCHECKBOX 
 Limit livestock usage to periods that permit use without damage.

 FORMCHECKBOX 
 If fences are installed, they shall be maintained to provide warning and/or prevent unauthorized human or livestock entry.

 FORMCHECKBOX 
 Remove debris to prevent blockage of stream crossings, culverts or bridges.

 FORMCHECKBOX 
 Control all rodents or burrowing animals. Immediately repair any damage caused by their activity.

 FORMCHECKBOX 
 Immediately repair any damage from vandalism, vehicles, or livestock.

Specific Recommendations For Your Installation
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