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	Obstruction Removal, Code 500
	



	Landowner/Operator:
	
	Date:
	

	NRCS Service Center:
	
	Conservation District:
	

	Location of Practice:
	Lat:
	
	Long:
	

	UTM Coordinates:
	

	
	SEC:
	
	TS:
	
	R: 
	
	Field ID:
	



GENERAL
Removing obstructions that allow for facilitating the planned land use and/or implementing conservation practices is an asset to your farm.  Obstruction removal was planned, designed and implemented to safely remove and dispose of unwanted obtrusions.  There is no minimum estimated life span of the obstruction removal.  Obstruction removal can be assured to meet its intended purpose by performing operation and maintenance (O&M) activities.
O&M REQUIREMENTS
Add or delete bullets as necessary to create a site specific O&M plan.  This line does not print.
· Avoid use of equipment and prevent operations that damage the site.  Immediately repair any damages due to vehicular, livestock, or other operations.  
· When disposal of debris occurs on site, periodic check to ensure that the disposal site remains stable.
· Periodic check the site after construction to ensure it remains stable.  Promptly repair any eroded areas.  Re-establish vegetation cover where erosion has removed established vegetation.
· Keep equipment operators informed of any potential hazards.
Contact your local NRCS office for any additional technical assistance you might need for implementation of this O&M plan. 
This O&M Plan was discussed and a copy provided to the landowner/operator.
	
	Date:
	

	Signed by the Responsible NRCS Employee/Conservation Partner
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