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	Pumping Plant, Code 533
	



	Landowner/Operator:
	
	Date:
	

	NRCS Service Center:
	
	Conservation District:
	

	Location of Practice:
	Lat:
	
	Long:
	

	UTM Coordinates:
	

	
	SEC:
	
	TS:
	
	R: 
	
	Field ID:
	



GENERAL
A properly operated and maintained pumping plant is an asset to your farm.  This pumping plant was designed and installed to convey water in a pipeline where it can be distributed for use.  The estimated life span of this installation is at least 15 years.  The life of the structure can be assured and possibly increased by performing operation and maintenance (O&M) activities.
This practice will require you to perform the O&M activities as listed below.
O&M REQUIREMENTS
Add or delete bullets as necessary to create a site specific O&M plan.  This line does not print.
· Maintain all pumps, agitators, piping, valves and other electrical and mechanical equipment in good operating condition following the manufacturer's recommendations.
· Maintain grounding rods and wiring of all electrical equipment in good working condition.
· Maintain all safety shields on pumps, motors, or other electrical or mechanical equipment.
· Check all pump bases and mountings for durability and ability to hold the pump in place without vibration, repair when necessary.
· Replace, repack or tighten the seals when leakage is in excess of manufacturer's recommendations.
· Drain all pumps and piping including valves that are subject to freezing.  If parts of the system cannot be drained, a noncorrosive anti-freeze solution shall be added.
· Replace weathered or displaced rock riprap to constructed grade.
· Do not allow the operation of any equipment that exceeds the design limit on or within twenty feet of the structure.
· Maintain surface drainage around the pumping plant to avoid ponding of water.
· Immediately repair any vandalism, vehicular or livestock damage to the structure, earthen areas surrounding the structure, or any appurtenances.
· Eradicate or otherwise remove all rodents or burrowing animals.  Immediately repair any damage caused by their activity.  (If threatened species are involved, follow policy on endangered or threatened species.)
· The practice should be inspected routinely and especially after major rainfall events.  All items needing maintenance should be repaired immediately.
Contact your local NRCS office for any additional technical assistance you might need for implementation of this O&M plan for your conservation practice.
This O&M Plan was discussed and a copy provided to the landowner/operator.
	
	Date:
	

	Signed by the Responsible NRCS Employee/Conservation Partner
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