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	Irrigation Ditch Lining, Code 428
	



	Landowner/Operator:
	
	Date:
	

	NRCS Service Center:
	
	Conservation District:
	

	Location of Practice:
	Lat:
	
	Long:
	

	UTM Coordinates:
	

	
	SEC:
	
	TS:
	
	R: 
	
	Field ID:
	



GENERAL
[bookmark: _GoBack]This liner was designed and installed to improve conveyance of irrigation water, prevent waterlogging, maintain water quality, prevent erosion, reduce water loss or reduce energy.  The estimated life span of this installation is a minimum of 15 years.  The life of this liner can be assured and possibly increased by performing operation and maintenance (O&M) activities.
This practice will require you to perform the O&M activities as listed below.
O&M REQUIREMENTS
Add or delete bullets as necessary to create a site specific O&M plan.  This line does not print.
· Inspect lining after major storm events or other major activities (e.g. pumping operations, etc.).  If the liner is damaged, immediately repair in accordance with the manufactures recommendation.
· Inspect lining for tears and repair any tears in the lining material.
· Inspect lining material for deterioration; replace deteriorated lining material.
· Inspect concrete for cracks and patch cracked concrete immediately.
· Inspect lining material to ensure it is properly anchored, immediately re-anchor the lining material if it becomes unanchored.
· Inspect seams of lining material, immediately reseal seams.
This O&M Plan was discussed and a copy provided to the landowner/operator.
	
	Date:
	

	Signed by the Responsible NRCS Employee/Conservation Partner
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