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	Operation & Maintenance Plan
Access Road, Code 560
	




Operation and Maintenance Plan Sediment Basin, Code 350
	Landowner/Operator:
	
	Date:
	

	NRCS Service Center:
	
	 Conservation District:
	

	Practice Location:
	
	 Tract/Field ID:
	

	(Lat/Long or UTM Coord. or Sec/TS/R)


Operation & Maintenance Requirements
This access road was designed and installed as a travel way on your farm.  The estimated life span of this installation is at least 20 years.  The life span of this practice can be assured and usually increased by developing and carrying out an operation and maintenance (O&M) program.  
You are required to perform inspections and O&M activities in order for this practice to achieve the intended function, benefits, and design life.  Items to inspect, operate, and maintain during the estimated design life of this practice include, but are not limited to, the following:
Add or delete bullets below as necessary to create a site specific O&M Plan.  This line does not print.
· Maintain the roadway surface in a good condition, which includes periodic grading or repair of the surface.  Replace surface treatment such as stone as needed.
· Prevent surface ponding by grading to remove depressions.
· Maintain vigorous growth of desirable vegetative coverings on the road shoulder.  This includes reseeding, fertilization, and controlled application of herbicides when necessary.  Periodic mowing may also be needed to control height.
· If fences are installed, they shall be maintained to provide warning and/or prevent unauthorized human or livestock entry.
· Remove debris to prevent blockage of stream crossings, culverts or bridges.
· Eradicate or otherwise remove all rodents or burrowing animals.  Immediately repair any damage caused by their activity.  (If threatened species are involved, follow policy on endangered or threatened species.)
· [bookmark: _GoBack]Immediately repair any erosion, vandalism, vehicular, or livestock damage to the road earthfills, spillways, outlets or other appurtenances.
· Inspect culverts, roadside ditches, surface cross drains, and outlets after each major runoff event and restore flow capacity as needed.
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