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Natural resources conservation service

JOBSHEET
WINDBREAK/SHELTERBELT ESTABLISHMENT

(feet)

CODE 380
Prepared for:
Business Name
     


Client Name
     
Owner  FORMCHECKBOX 

Operator  FORMCHECKBOX 



Field or Treatment Unit:
     
Acres:
     

Prepared by:
Name/ Title:
     
Date
     

I. PURPOSE OF JOBSHEET

This jobsheet provides the client with the requirements for installing, operating and maintaining the practice on the specified field or treatment unit to achieve its intended purpose(s).

II. PRACTICE DEFINITION

Windbreak/shelterbelt establishment is the linear plantings of single or multiple rows of trees or shrubs, or sets of linear plantings. 

III. PURPOSE OF CLIENT APPLYING PRACTICE

A. Major purpose(s): 
     



B. Other purpose(s) or benefits: 
     

IV. Species and planting requirements

A. The following table lists the plant species to be planted by row number, the kind of stock to be planted, planting date, plant distance, number of plants, and row distance.

Species by Row Number
Kind of Stock 1/ 
Planting Date
Plant-to-plant Distance (ft) Within Row
Total Number of Plants For Row
Distance (ft) Between Rows 2/

1      
     
     
     
     
     

2      
     
     
     
     
     

3      
     
     
     
     
     

4      
     
     
     
     
     

5      
     
     
     
     
     

6      
     
     
     
     
     

1/    BA - Bareroot; CO - Container; CU - Cutting.  Include height, diameter, length, age, or condition, as applicable.  

2/  Adjusted for width of maintenance equipment.

B.  Total feet to be planted:
     

C. Job Sketch (showing the planting to be completed):

 FORMCHECKBOX 

Is attached to the back of this jobsheet.

Or  FORMCHECKBOX 

Is shown on page       of this jobsheet

V. INSTALLATION REQUIREMENTS

A. Site preparation requirements:

     

     

     

B. Planting Requirements:

     

     

     

C. Fertilization Requirements:

     

     

VI. PLANT PROTECTION REQUIREMENTS 

A. If potential damage due to livestock exists, the following livestock exclusion method will be installed:

     

     

B. If potential damage due to fire exists, install the following practice(s):

     

     

C. The following wind erosion protection practice(s) will be installed to reduce erosion within allowable limits:

 FORMCHECKBOX 
  Herbaceous Wind Barriers (603)

 FORMCHECKBOX 
  Residue Management, Seasonal (344)

 FORMCHECKBOX 
  Cover Crop (340)

 FORMCHECKBOX 
  Surface Roughening (609)

 FORMCHECKBOX 
  Mulching (484)

 FORMCHECKBOX 
  Cross Wind Stripcropping (589B)

D. If potential damage due to water erosion (hazard) exits, the following practice(s) will be installed:

     

     

     

     

VII. Moisture/ irrigation requirements

A. If the natural precipitation is not adequate for the establishment of the selected species, the following measure(s) shall be taken:

 FORMCHECKBOX 

Moisture conservation, as described:
     

     

 FORMCHECKBOX 

Supplemental watering, as described (method, amount, and timing):

     

VIII. Operation and Maintenance Requirements

A. General operation and maintenance requirements:

· Replacement of dead trees or shrubs will be continued until the barrier is functional.

· Vegetative competition will be controlled.

· Supplemental water will be provided as needed.

· Barrier will be thinned to maintain function.

· Damaging pests will be monitored and controlled.

· Trees or shrubs will be protected from grazing, rodents, fire and herbicide drift.

· Nutrients will be applied as needed to maintain plant vigor.

· Roots will be pruned with a ripper or subsoiler, as necessary, to minimize root competition with crops, garden plants, and landscaped areas.

B.  Additional or special operation and maintenance requirements, if any:

     

     

     

IX. JOB SKETCH

· The job sketch should show the row number, species to be planted, location of the rows, plant-to-plant and row-to-row distance.

· The job sketch should be an aerial or overhead view and show a north arrow; the approximate scale; and if pertinent to the planning of the practice, the location of present and planned farm and field features such as 4 roads, drainage ditches, terraces and irrigation lines as well as other structures, utilities, roads and highways.
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