DG-382-1

NATURAL RESOURCES CONSERVATION SERVICE

CONSERVATION PRACTICE DOCUMENTATION GUIDE

FENCE

(Feet)

CODE 382

REQUIRED FORMS  

A.
SD Specification Sheet CPA-23  

B.
Furnish the operator with the Conservation Job Sheet(s) for each type of fence planned.

1.
SD Conservation Job Sheet 382-1, General Purpose Fence

2.
SD Conservation Job Sheet 382-2, Protective Fence

3.
SD Conservation Job Sheet 382-3, Power Fence

4.
SD Conservation Job Sheet 382-4, Diagonal Brace

OPTIONAL DOCUMENTS

A.
Manufacturer’s instructions for power fence energizer

B.
For chain-link fence, a copy of the manufacturer’s recommended specifications

PLANNING REQUIREMENTS

A.
Indicate the location of fence on the conservation plan map.

PERFORMANCE

A.
Field check a representative sample or all fencing for conformance to material and construction specifications.

B.
Identify sections of the fence checked.

C.
Determine the length of the fence by chaining or plotting and measuring on an aerial photo.  The latter is to be used only when the location can be readily and accurately plotted. 

D.
Accept producer-claimed figure when aerial photo measurement is used and difference is minor.  Resolve any major difference by chaining. 

E.
Complete all data on form SD-CPA-23 Specification Sheet.
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