Grade Stabilization Structure-Chute Spillway
OPERATION & MAINTENANCE PLAN
Inspections and maintenance are required to obtain intended function and life of the chute spillway.  Items to inspect and maintain during the life of the chute spillway are:

1.
Check structure after heavy rains for possible damage.  Inspect annually for damage due to normal use.

2.
Protect the structure from damage by farm equipment and livestock.

3.
Maintain the proper embankment height to reduce the chances of overtopping.

4.
Repair any erosion that occurs near the upstream or downstream aprons of the chute with riprap.

5.
Repair any erosion that occurs along the sides of the chute with soil, then re-seed.

6. Replace any concrete blocks or rock riprap that have been displaced.

7. Check frequently for burrowing animals.  When found, remove the burrowing animals, replace embankment materials, and reseed.

8. Maintain good vegetation on the embankment and upstream channel by mowing at least annually.  Time the first mowing after nesting birds have hatched (about August 15).  Remove excess growth.  Do not burn or overgraze. 

9. Fertilize grassed areas to maintain a vigorous vegetative cover.

10. Control tree and bush growth by hand cutting, mowing, or chemicals.  Avoid damaging grass with herbicide sprays.

11.   If holes occur in filter fabric, repair immediately by overlaying damaged fabric with new material and replacing riprap or concrete block.

