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U.S. DEPARTMENT OF AGRICULTURE
NATURAL RESOURCES CONSERVATION SERVICE
IDAHO

OPERATION AND MAINTENANCE WORKSHEET
POND SEALING OR LINING
code 521A, 521B, or 521C
Land Owner/Operator
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OPERATION AND mAINTENANCE iTEMS

A properly operated and maintained pond sealing or lining is an asset to the area.  The sealing/lining was designed to reduce undesirable seepage from the storage facility.  Estimated life span of this installation is at least 10 years.  The life of the structure can be assured and usually increased by developing and carrying out a good operation and maintenance program.

This practice will require periodic maintenance and may also require operational items to maintain satisfactory performance.  A good operation and maintenance program includes:

· Prevent livestock, vehicle access to the site.  Required O&M by equipment for cleaning, emptying or other O&M activities should avoid disturbance of the liner.

· Protect the liner during filling operations, agitation/pumping operations.

· Promptly repair or replace damaged areas of the liner.  Repair of membrane linings should be done in accordance with specific manufacturer recommendations.

· Maintain perimeter fences, inlets/outlets or other appurtenances.

· Maintain good vegetative cover, mulches, and other covering installed for erosion protection.  Limit traffic with fencing or barriers, where needed.

Special Operation and Maintenance Requirements 







































































































































































































































































































































































































































NRCS, ID
May, 2002

NRCS, ID
May, 2000

NRCS, CA
September 1995


