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introduction

The materials covered by this specification are as referred to by Conservation Practice Standard and Conservation Practice Specification 516 - Pipeline.

steel Pipe

Steel pipe shall meet the requirements specified in ASTM-A-120 or in AWWA Specification C-200.  If because of local conditions, a coal-tar enamel protective coating is needed for steel pipe, the coating shall meet the requirements of AWWA Specification C-203.

Plastic pipe

Plastic pressure pipe shall be suitable for underground use.  The pipe shall conform to the requirements of the following ASTM specifications:

D 1785
Polyvinyl Chloride (PVC) Plastic pipe,

Schedules 40, 80, and 120.

D 2104
Polyethylene (PE) Plastic Pipe,

Schedule 40

D 2241
Polyvinyl Chloride (PVC) Plastic Pipe

(SDR-PR).

D 1527
Acrylonitrile-Butadiene-Styrene (ABS)

Plastic Pipe, Schedules 40 and 80.

D 2282
Acrylonitrile-Butadiene-Stryrene (ABS)

Plastic Pipe (SDR-PR)

D 2239
Polyethylene (PE) Plastic Pipe (SDR-PR)

Based on Controlled Inside Diameter.

D 2447
Polyethylene (PE) Plastic Pipe,

Schedules 40 and 80, Based on Outside

Diameter.

D 2737
Polyethylene (PE) Plastic Tubing

D 2672
Bell-End Polyvinyl Chloride (PVC) Pipe

Pressure pipe fittings shall conform to the requirements of the following ASTM specifications:

D 2466
Polyvinyl Chloride (PVC) Plastic Pipe

Fittings, Schedule 40.

D 2467
Socket-Type Polyvinyl Chloride (PVC)

Plastic Pipe Fittings, Schedule 80

D 2464
Threaded Polyvinyl Chloride (PVC)

Plastic Pipe Fittings, Schedule 80

D 2611
Butt Fusion Polyethylene (PE Plastic

Pipe Fittings, Schedule 80 (for IPS Pipe)

D 2610
Butt Fusion Polyethylene (PE) Plastic

Pipe Fittings, Schedule 40 (for IPS Pipe)

D 3036
Socket-Type Polyvinyl Chloride (PVC)

Plastic Line Couplings

D 2468
Acrylonitrile-Butadiene-Styrene (ABS)

Plastic Pipe Fittings, Schedule 40

D 2469
Socket-Type Acrylonitrile-Butadiene

Styrene (ABS) Plastic Pipe Fittings,

Schedule 80

D 2465
Threaded Acrylonitrile-Butadiene-

Styrene (ABS) Plastic Pipe Fittings,

Threaded, Schedule 80.

D 2609
Plastic Insert Fittings for Polyethylene

(PE) Plastic Pipe

D 3261
Butt Heat Fusion Polyethylene (PE)

Plastic Fittings, for Polyethylene (PE)

Plastic Pipe and Tubing.

D 2683
Socket-type Polyethylene Fittings for

Outside Diameter-Controlled

Polyethylene Pipe and Tubing.

D 3139
Joints for Plastic Pressure Pipes Using

Flexible Elastomeric Seals.

Solvents for solvent-welded pipe joints shall conform to the following ASTM specifications:

D 2564
Solvent Cements for Polyvinyl Chloride

(PVC) Plastic Pipe and Fittings

D 2235
Solvent Cement for Acrylonitrile-

Butadiene-Styrene (ABS) Plastic Pipe

and Fittings.

D 2855
Recommended Practice for Making

Solvent-Cemented Joints with

Polyvinyl Chloride (PVC) Pipe and

Fittings

Rubber gaskets for pipe joints shall conform to the requirements of ASTM Specification F 477, Elastomeric Seals (Gaskets) for joining Plastic Pipe.
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