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7.
SPECIAL PROVISIONS  


OPERATION AND MAINTENANCE:  Regular inspection of fences should be part of an on-going management program.  Maintenance and repairs will be performed as needed to facilitate the intended operation of the installed fence.   Fence repairs should be made with materials that equal or exceed the quality of the original materials.

APPROVALS:

I have reviewed the special provision, drawings, and specifications and agree to construct this project in accordance with them.

Producer
Date

NRCS Conservationist
job approval authority
Date
CERTIFICATION STATEMENT:

I hereby certify that this practice has been installed in accordance with NRCS standards and specifications.

NRCS Conservationist
job approval authority
Date

Date
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		Client						Farm No.				Tract				Field No.
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				Brace Wire Type and Size
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						Coating
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				Type and Material
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		6.  OTHER

		7.  SPECIAL PROVISIONS

		I have reviewed the special provisions, drawings, and specifications and agree to construct this project in accordance with them.

		Client										Date

		This practice is designed and planned according to NRCS Standards and Specifications.

		NRCS Conservationist								Job Approval Authority						Date



OPERATION AND MAINTENANCE:  Regular inspection of fences should be part of an on-going management program. Maintenance and repairs will be performed as needed to facilitate the intended operation of the installed fence.  Fence repairs should be made with materials that equal or exceed the quality of the original materials.
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