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Definition

Cross wind traps strips are areas of herbaceous cover resistant to wind erosion established in one or more strips across the prevailing wind erosion direction.

Purpose
· Reduce soil erosion from wind.

· Induce deposition and reduce transport of wind-borne sediment and sediment-borne contaminants downwind.

· Protect growing crops from damage by wind-borne soil particles.

· Provide food and cover for wildlife.

Conditions Where Practice Applies
Cross wind trap strips apply to cropland or other land susceptible to wind erosion. Trap strips are applicable wherever it is desirable to trap wind-borne sediment and where conservation objectives include wildlife food, cover, and travel corridors. Strips are located within cropland fields that are susceptible to wind erosion or wind erosion damage, including locations adjacent to watercourses, water bodies, drainage ditches, and other sensitive areas that need protection from wind-borne sediment.

Conservation Management System

A crosswind trap strip system shall consist of one or more strips across the prevailing wind erosion direction.  This practice may also serve as a component of a conservation system that includes Conservation Practice Standards 589B, Cross Wind Stripcropping; 603, Herbaceous Wind Barriers; or 380, Windbreak/ Shelterbelt Establishment.

Cross wind trap strips also can function as an important mitigation technique for other conservation practices, such as pest management.  Plant species selected for effective trap strips can function as habitat for beneficial insects and birds, thus reducing pest problems in adjacent crops.

Plans and Specifications
The following section of this Jobsheet provides site-specific practice installation, operation and maintenance information for the client.  The site specifications shall be prepared in accordance with the requirements in the Conservation Practice Standard and the guidance in the Conservation Practice Specification.  
Cross Wind Trap Strips – Jobsheet

	Prepared for:
	Client and/or Business Name:
	     

	
	Owner or Operator:
	     

	
	Treatment Unit Name: 
	     
	Treatment Unit Size (acres):
	     

	Prepared by:
	Name: 
	     
	Date:
	     

	

	Purpose of Applying Practice

	Primary Purpose:
	     

	Other Purposes:
	     


	Individual Trap Strip Layout and Plant Materials (Also see Job Sketch)

	Vegetation type: 
	 FORMCHECKBOX 
 Annual
	 FORMCHECKBOX 
 Perennial

	Planned vegetation height (inches):      
	Trap strip width (feet):      

	Plant species to be planted:       

	Seeding rate (pure live seed - lbs/ac):       

	Seeding date:       
	Seeding depth (inches):       

	Additional layout and plant materials requirements:       


	Trap Strip System Layout

	Distance between trap strips (feet):       
	Total number of trap strips:       

	Total area in trap strips (acres):       
	Total amount of seed required (pure live seed - lbs):       


	Establishment

	· Establishment method to be used (seeding OR vegetative (stolons, sprigs, or rhizomes)):  
· Seedbed or land preparation requirements: 
· Seeding method and planting requirements (include planting depth):  
· Adequate moisture is critical for successful planting.  Plant only after the rainy season has begun or provide irrigation until the plants are well established.
· Additional establishment requirements:  



	Operation and Maintenance

	· After establishment, perennial trap strips shall be fertilized as needed to maintain plant vigor.  Noxious weeds shall be controlled with mowing or chemicals.

· Mowing or grazing of trap strips shall be managed to allow re-growth to the planned height before periods when wind erosion or crop damage is expected to occur.

· Wind-borne sediment accumulated in trap strips shall be removed and distributed over the surface of the field as determined appropriate.

· Trap strips shall be re-established or relocated as needed to maintain plant density and height.

· When barriers are designed to enhance wildlife habitat, they shall not be mowed or pruned unless their height and width exceeds that required to obtain the wildlife objective and they become competitive with the adjoining land use.  When mowing or pruning is necessary, it shall be done only during non-nesting season.
· Additional operation and maintenance requirements:  


Cross Wind Trap Strips – Job Sketch
If needed, an aerial view or a side view of the practice can be shown below. Other relevant information, complementary practices and measures, and additional specifications may be included.

	Scale 1"=
	     
	ft. (NA indicates sketch not to scale: grid size=1/2" by 1/2")


	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	


The United States Department of Agriculture (USDA) prohibits discrimination in its programs on the basis of race, color, national origin, sex, religion, age, disability, political beliefs and marital or familial status.  (Not all prohibited bases apply to all programs.) Persons with disabilities who require alternative means for communication program information (Braille, large print, audiotape, etc.) should contact the USDA Office of Communications (202) 720-2791.

To file a complaint of discrimination write USDA, Director, Office of Civil Rights, Room 326-W, Whitten Building, 14th and Independence Avenue, SW, Washington, DC 20250-9410 or call (202) 720-5964 (voice or TDD). USDA is an equal opportunity provider and employer.
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