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OPERATION AND MAINTENANCE ITEMS

Operation and maintenance (O&M) is necessary for all conservation practices and is required for all practices installed with the Natural Resources Conservation Service assistance.  The land user is responsible for proper O&M throughout the life of the practice and as may be required by federal, state, or local laws or regulations.  

Operation refers to operation of the practice in compliance with all laws, regulations, ordinances, and easements; and in such a manner that will result in the least adverse impact on the environment and will permit the practice to serve the purpose for which it was installed.  Maintenance includes work to prevent deterioration of the practice, repairing damage, or replacing components which fail.

Necessary operation and maintenance items to include in plan are:
1. Keeping the site clear of obstruction and regular mowing of the dry hydrant access area will be required to keep the area readily available for emergency use.

2. Pumper testing of the dry hydrant shall be done at least annually to verify site usability. This test shall include back flushing, followed by a pumper test at the maximum designed flow rate.  Careful attention should be given to silt, debris, aquatic growth, or other interference that may limit the full operation of the dry hydrant.

3. Checks of the intake screen should be made once every five years to identify any sediment build up and to provide information for a cleanout operation or for aquatic growth control needs. The hydrant should be back-flushed each spring and fall to remove any silt or debris that may have accumulated on the screen.
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