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DEFINITION

The temporary or permanent exclusion of animals, people, vehicles, and/or equipment from an area.

PURPOSE

Achieve and maintain desired resource conditions by monitoring and managing the intensity of use by animals, people, vehicles, and/or equipment in coordination with the application schedule of practices, measures and activities specified in the conservation plan.

CONDITIONS WHERE PRACTICE APPLIES

This practice applies on all land uses where exclusion of animals, people, or vehicles is needed.

Controlling livestock access to wetlands, water bodies, and/or water courses should be accomplished using practices that are components of an approved comprehensive nutrient management plan (CNMP) and/or a prescribed grazing plan.
CRITERIA
Laws and Regulations.  All Federal, state, and local laws, rules, and regulations, governing the construction and use of this practice as well as setbacks from wells, surface water and property boundaries shall be followed.  Planned work shall comply with all federal, state, and local laws and permit conditions and requirements.  The landowner shall obtain all necessary permits prior to construction or any land clearing activities.
Use-regulating activities (e.g., posting of signs, patrolling, gates, fences and other barriers, permits) shall achieve the intended purpose and include mitigating associated resource concerns to acceptable levels during their installation, operation, and maintenance. Activities will complement the application schedule and life span of other practices specified in the conservation plan.

Each activity or measure will identify the entity to be monitored and regulated (animals, people, vehicles and/or equipment) and specify the intent, intensity, amounts, and timing of exclusion by that entity.  Activities may involve temporary to permanent exclusion of one to all entities.

Placement, location, dimensions and materials (e.g., signs, gates), and frequency of use (e.g., continuous, specific season, or specific dates) shall be described for each activity including monitoring frequency.

CONSIDERATIONs
Even though usage of the area is monitored and controlled, the land manager and/or tenant should be advised about emergency preparedness agencies and related information, e.g., the local fire/wildfire control agency and pumper truck water sources on or near the area.  Information should be designated initially and re-designated annually.

plans and specifications
Specifications for applying this practice shall be prepared for each area and recorded using approved specification sheets, job sheets, and narrative statements in the conservation plan, or other acceptable documentation.
To the extent practical, specifications shall conform to NRCS National Engineering Handbook Parts 642 and 643 (Section 20).

AS-BUILT DRAWINGS

As-built drawings shall be prepared showing all pertinent elements and elevations as actually installed.  As-built data and drawings will be provided to the owner/operator, regulatory state agency and participating partners upon construction completion.

OPERATION AND MAINTENANCE

Monitoring of the effectiveness of use-regulating activities will be performed routinely and at least annually with changes made to specifications and operation and maintenance requirements as necessary.

Modifications to activities and use of measures are allowed temporarily to accommodate emergency-level contingencies such as wildfire, hurricane, drought, or flood as long as resource conditions are maintained.
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