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JOBSHEET

FENCE, NON-ELECTRIC

(feet)

CODE 382A

	Prepared for:
	Business Name
	     

	
	Client Name
	     
	Owner  FORMCHECKBOX 

	Operator  FORMCHECKBOX 


	
	Field or Treatment Unit
	     

	Prepared by:
	Name/ Title:
	     
	Date
	     


I.
PURPOSE OF JOBSHEET

This jobsheet provides the client with the requirements for installing, operating and maintaining the practice on the specified field or treatment unit to achieve its intended purpose(s).

II.
Practice definition

A constructed barrier to livestock, wildlife, or people.

III. 
Purpose of Client Applying Practice  (Including species of animal to be controlled.)
	A. Major purpose(s): 
	     

	B. Other purpose(s) or benefits: 
	     


IV.
Description of planned fence   (Also see Job Sketch.)

	Fence Number or Name
	Description of Planned Fence

(type and height of fence)
	Total Length (feet)

	     
	     
	     

	     
	     
	     

	     
	     
	     

	     
	     
	     

	     
	     
	     


V. GENERAL MATERIAL SPECIFICATIONS   (Also see Job Sketch.)
All materials used in the installation of non-electric fences shall have a minimum life expectancy of ten (10) years.

Non-electric fences will be constructed that equal or exceed the strength and durability of one built in accordance with the following specifications.

The following table lists the type of material to be used and specifications for the components of the fence(s) to be installed.  

VI. GENERAL INSTALLATION SPECIFICATIONS   (Also see Job Sketch.)

The fence will be installed in accordance with proper safety procedures.  

The completed job shall be workmanlike and present a good appearance.

If brush or rock clearing, grading or other land work is to be done in conjunction with the fence installation, appropriate grading and erosion control measures shall be undertaken or installed.  In some instances, it is advisable to also install a Firebreak (Code 394) and an Access Road (Code 560).  Specifications for all measures to be installed in conjunction with the fence should be attached to the Jobsheet. 

VII. SPECIFICATIONS FOR CORNER BRACES, POSTS, AND WIRE  

(Also see attached Job Sketch.)

	Fence Component
	Type of Material to be Used
	Material and Installation Specifications

	Corner Braces,  Gate Posts, and Compression Members
	     
	     

	In-Line Braces (pull post or strainers) and Compression Members
	     
	     

	Wire 


	     
	     


VIII. SPECIFICATIONS FOR OTHER FENCE COMPONENTS

	Fence Component
	Type of Material to be Used
	Material and Installation Specifications

	Fasteners
	     
	     

	Stays
	     
	     

	     
	     
	     

	     
	     
	     

	     
	     
	     


ix. basis for acceptance

After the fence has been installed, a site inspection will be made to determine if the materials and the design and installation adhered to the specifications in this Jobsheet.  See the General Manual 450 Part 407, Documentation, Certification, and Spot Checking for guidance on which parameters of the fence require checking.

X.  operation and maintenance SPECIFICATIONS
Regular inspection of fences should be part of an on-going management program.  Inspection of fences after storm events is needed to facilitate the function of the intended use of the fence.

Maintenance and repairs will be performed as needed to facilitate the intended purpose of the installed fence.

Some items to be observed and corrected are:

· tension of wire;             

· broken wires;

· holes in woven wire,

· staples pulled out; 

· missing wire clips;

· post alignment; especially corner, gate, and end posts;

· post stability, rotting wooden posts;

· bent or broken posts;

· corroding steel posts or wire;

· broken welds on steel posts;

· sagging gates;

· bent or broken stays; and

· are the requirements for the intended purpose of the fence being fulfilled by the number, size, and spacing of the components of the fence?

XI. ADDITIONAL SPECIFICATIONS, IF ANY

	     


XII. JOB SKETCH

One or more job sketches that illustrate the specifications for the planned fence(s) have been prepared and attached to this Jobsheet.

The specifications in the job sketches should be adhered to and will aid in the installation of the planned fence(s).

The job sketches should include:

· type of planned fence(s);

· location;

· material specifications;

· design and installation specifications;

· north arrow, if applicable;

· scale, if applicable; and

· pertinent boundaries and farm and natural features.
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