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	Date
	     


	Name
	     
	Address
	     


	NRD
	     
	Field Office
	     


	Program:
	     
	Contract/Application #:
	     


	Field No.(s)
	Type of
	Contract or Agreement Item Number
	Planned
	Installed

	
	Fence (Stand., Elec., Suspen)
	
	Rods
	Linear Ft.
	Rods
	Linear Ft.

	
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	
	
	Totals
	     
	     
	     
	     


	Remarks (Fencing Materials to be used or other guidance):  
	
	N

	

	
	Scale:  2” = mile


	Legal Description:
	Sec.
	     
	Twp.
	     
	Range
	     


SPECIFICATIONS WITH APPROPRIATE DRAWINGS ATTACHED.

	STANDARD FENCE

(Check items that apply)

	

	1.
	Posts:

	a.
	Line posts:

	( FORMCHECKBOX 
)
	Wood - 3-inch minimum top diameter, minimum length 6 ½ feet, 2 ½ feet in the ground

	( FORMCHECKBOX 
)
	Steel (T-shaped) with attached anchor plate, painted, minimum length 6 feet, 1½ feet in ground, minimum weight of 1.33 pounds per foot

	( FORMCHECKBOX 
)
	Fiberglass – 1 ¼ inch minimum top diameter minimum length 6 feet, 2 feet in the ground

	b.
	Corner and gate posts:  

	( FORMCHECKBOX 
)
	Wood posts: Minimum top diameter is 5 inches whenever there is 15 degrees or more change in direction of fence.  Minimum length 8 feet. Minimum of 3½ feet in ground.

	( FORMCHECKBOX 
)
	Steel posts:  7 feet minimum, 3 feet minimum (set in concrete), Round 2-3/8 inch Outside Diameter (O.D.) or Angle Iron 2-1/2 x 2-1/2 x ¼ inch

	c.
	Horizontal bracing posts:  

	( FORMCHECKBOX 
)
	Wood:  Minimum top diameter 3 inches; minimum length 6 ½ feet

	( FORMCHECKBOX 
)
	Steel:   Minimum top diameter is 2 inches; minimum length 6 ½ feet 

	2.
	Fence may be either:

	( FORMCHECKBOX 
)
	With posts spaced averaging 1 rod apart (16 ½ feet) with at least 3 barbed wires

	( FORMCHECKBOX 
)
	With posts spaced averaging 20 feet apart and with at least 4 barbed wires.

	( FORMCHECKBOX 
)
	Woven wire, 26- to 42-inches high, may replace one barbed wire.  Forty-two inches or taller woven wire may replace two barbed wires.

	3.
	Barbed wire must be:

	( FORMCHECKBOX 
)
	Double strands of at least 12 ½ gauge wire with two point barbs of at least 14 gauge on about 5-inch or less centers.

	( FORMCHECKBOX 
)
	15 1/2 gauge high tensile wire with two point barbs of at least 14 gauge on about 5-inch or less centers (min.).

	( FORMCHECKBOX 
)
	Type Z, Class 1 (min. or equiv.) zinc-coating as per ASTM A-121.

	4.
	Woven wire must be:

	( FORMCHECKBOX 
)
	The top and bottom wires in the woven wire shall be at least 12 ½ gauge or heavier

	( FORMCHECKBOX 
)
	The line and stay wires shall be at least 14 ½ gauge or heavier

	( FORMCHECKBOX 
)
	Type Z, Class 1 (min. or equiv.) zinc-coating as per ASTM A-116 and the label shall indicate the woven wire meets ASTM A-116 requirements

	( FORMCHECKBOX 
)
	Double strands of at least 12 ½ gauge wire with two point barbs of at least 14 gauge on 5-inch or less centers.

	5.
	Smooth wire must be:

	( FORMCHECKBOX 
)
	Double strand of wire at least 12 ½ gauge

	6.
	Line wire is attached 1/:

	( FORMCHECKBOX 
)
	Staples – at least 9 gauge

	( FORMCHECKBOX 
)
	Wire fasteners – at least 12 gauge

	( FORMCHECKBOX 
)
	Other:            

 FORMTEXT 
        
  


 FORMTEXT 

     



	1/
	Copper Naphthenate treated posts will corrode steel staples, alternative fasteners will be needed


Document any changes or substitutions made to the above planned fence components in the space below (all substitutions shall be approved by NRCS prior to installation):

	I certify that all fencing components have been installed according to these plans and specifications:


	     
	     
	     

	(Name and Title)
	(Representing)
	(Date)


SPECIFICATIONS WITH APPROPRIATE DRAWINGS ATTACHED.

	SUSPENSION FENCE

(Check items that apply)


	1.
	Posts:

	a.
	Line posts:

	( FORMCHECKBOX 
)
	Wood - 3-inch top diameter, minimum length 6 ½ feet, 2 ½  feet in ground

	( FORMCHECKBOX 
)
	Steel (T-shaped) with attached anchor plate, painted, minimum length 6 feet, 1 ½ feet in ground, minimum weight of 1.33 pounds per foot

	( FORMCHECKBOX 
)
	Fiberglass – 1 ¼ inch minimum top diameter minimum length 6 feet, 2 feet in the ground

	b.
	Corner and gate posts:  

	( FORMCHECKBOX 
)
	Wood posts:  Minimum top diameter is 5 inches.  Minimum length 8 feet. 3 ½ feet in the ground 

	( FORMCHECKBOX 
)
	Steel posts:  7 feet minimum, 3 feet minimum (set in concrete), Round 2-3/8 inch Outside Diameter (O.D.) or Angle Iron 2-1/2 x 2-1/2 x ¼ inch

	c.
	Horizontal bracing posts:  

	( FORMCHECKBOX 
)
	Wood:  Minimum top diameter 3 inches; minimum length 6 ½ feet

	( FORMCHECKBOX 
)
	Steel:   Minimum top diameter is 2 inches; minimum length 6 ½ feet 

	2.
	Fence line:

	( FORMCHECKBOX 
)
	Line posts spaced no more than 75 feet apart with at least 4 strands of barbed wire.  Wire stays spaced not more than 15 feet apart.

	3.
	Line wire must be attached to posts by: (Check one) 1/

	( FORMCHECKBOX 
)
	eye bolts (wooden posts)

	( FORMCHECKBOX 
)
	metals strips (wooden posts) – 18 or 20 gauge, ½ inch wide

	( FORMCHECKBOX 
)
	long staples (wooden posts) – 9 gauge

	( FORMCHECKBOX 
)
	wire clips (steel posts)

	( FORMCHECKBOX 
)
	Other:            

 FORMTEXT 
        
  


 FORMTEXT 

     



	1/
	Copper Naphthenate treated posts will corrode steel staples, alternative fasteners will be needed


Document any changes or substitutions made to the above planned fence components in the space below (all substitutions shall be approved by NRCS prior to installation):

	I certify that all fencing components have been installed according to these plans and specifications:


	     
	     
	     

	(Name and Title)
	(Representing)
	(Date)


SPECIFICATIONS WITH APPROPRIATE DRAWINGS ATTACHED.

	PERMANENT ELECTRIC FENCE

(Check items that apply)


	1.  
	Permanent Electric Fence - number of wires:

	( FORMCHECKBOX 
)
	2-wire – 34-40 inch height of fence

	( FORMCHECKBOX 
)
	3-wire – 42 inch height of fence

	( FORMCHECKBOX 
)
	4-wire – 42 inch height of fence

	( FORMCHECKBOX 
)
	5-wire – 42 inch height of fence

	2.  
	Structural Fence - number of wires:

	( FORMCHECKBOX 
)
	4-wire – 42 inch height of fence

	( FORMCHECKBOX 
)
	5-wire – 42 inch height of fence

	3.  
	Wire will be:

	( FORMCHECKBOX 
)
	High tensile smooth wire of 12 ½ gauge and a minimum tensile strength of 140,000 psi

	4.  
	Line wire is attached to posts:

	( FORMCHECKBOX 
)
	fence fasteners ( FORMCHECKBOX 
) 10 gauge galvanized wire   ( FORMCHECKBOX 
) clips

	( FORMCHECKBOX 
)
	drilled holes in fiberglass posts

	( FORMCHECKBOX 
)
	porcelain ceramic insulators

	( FORMCHECKBOX 
)
	black polypropylene plastic insulators

	( FORMCHECKBOX 
)
	pvc hose in drilled wood posts

	( FORMCHECKBOX 
)
	Other:            

 FORMTEXT 
        
  


 FORMTEXT 

     


	5.  
	Posts:

	a.  
	Line posts:

	( FORMCHECKBOX 
)
	Fiberglass (minimum 
[image: image1.wmf]16

11

 inch diameter 6 feet in length and 2 feet in ground): 

                                                                                                                         ( FORMCHECKBOX 
) T-shape  ( FORMCHECKBOX 
) round

	( FORMCHECKBOX 
)
	Wood.  Minimum top diameter of 3 inches, Minimum length of 6 ½ feet, 2 ½ feet in ground

	( FORMCHECKBOX 
)
	Steel (T-shaped) with attached anchor plate, painted, minimum length 6 feet, 1 ½ feet in ground, minimum weight of 1.33 pounds per foot

	b.  
	Corner and gate posts.  

	( FORMCHECKBOX 
)
	Minimum top diameter of 5 inches and 8 feet in length, 3 ½  feet in ground

	c.  
	Horizontal Brace posts:

	( FORMCHECKBOX 
)
	Wood:  Minimum top diameter 3 inches; minimum length 6 ½ feet

	( FORMCHECKBOX 
)
	Steel:   Minimum top diameter is 2 inches; minimum length 6 ½ feet 

	d.  
	Spacing of line posts:

	( FORMCHECKBOX 
)
	Not to exceed 100 feet, based upon topography – stays every 50 feet

	e.  
	Pull post assemblies:

	( FORMCHECKBOX 
)
	Not to exceed 4,000 feet, based upon topography


Document any changes or substitutions made to the above planned fence components in the space below (all substitutions shall be approved by NRCS prior to installation):

	I certify that all fencing components have been installed according to these plans and specifications:


	     
	     
	     

	(Name and Title)
	(Representing)
	(Date)
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