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	Definition:


A well designed and installed to obtain representative groundwater quality samples and hydrogeologic information.
Purpose:
To provide controlled access for sampling groundwater near an agricultural waste storage or treatment facility to detect seepage and monitor groundwater quality.
	Requirements:


· It shall be the responsibility of the owner/lessee to obtain all necessary permits and/or rights, and to comply with all ordinances and laws pertaining to this installation.
· On Federal, State, or Tribal lands, or when federal funding is involved on private land, the landowner/operator must have archaeological clearance and concurrence from the responsible agency prior to any construction. If during installation, any archaeological or historical resources are found, the landowner/operator must cease operations and consult with NRCS and appropriate state agencies prior to continuing construction.
· Installation shall be in accordance with the drawings, specifications, and special requirements.
· The following additional data is required: Well diameter and depth, casing material, diameter, and length, screen specifications, filter pack specifications, sealing and grouting specifications, flow rate, use of water, and water quality test results.
· The signed Water Well Completion Report is to be attached to this job sheet prior to certification of practice completion.
	Practice Classification and Approval (NEM Section 501):


The highest Job Class identified for all applicable practices shall be used to identify the Job Class of the project.
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	Engineer Certification:


The designer shall certify that the design has been prepared in accordance with Practice Standard 353, the Statement of Work for Practice Standard 353, and any other applicable practice standards necessary to complete the design. 
For designs prepared by NRCS personnel or non-NRCS personnel with assigned NRCS job approval authority:
Designed by: 									 Designer’s Engineering Job Approval Limit: 		 Date: 			
						(signature)						(for this practice)
For designs prepared by non-NRCS personnel with no NRCS job approval authority assigned:
Designed by: 										  New Mexico PE License No.: 				  Date:  			
						(signature)
	Operation & Maintenance


A properly operated and maintained well is an asset to the farm.  This well was designed and installed to provide beneficial use of subsurface water.  The estimated life span of this installation is at least 10 years.  The life of this system can be assured and usually increased by developing and carrying out a good operation and maintenance program.

This practice will require performance of periodic maintenance and also require operational items to maintain satisfactory performance.  A good operation and maintenance program includes:
· Maintain the well cover securely in place.
· Protect the area from being damaged by agriculture machinery, vehicles, or livestock.
· All fences, railings, and/or warning signs shall be maintained to provide warning and/or prevent unauthorized human or livestock entry.
· Do not allow any foreign debris to accumulate in the immediate vicinity.
· Maintain soil and vegetative covering to the design conditions.
· Eradicate or otherwise remove all rodents or burrowing animals.  Immediately repair any damage caused by their activity.
· Check metal surfaces for rust and other damage especially sections in contact with earthfill and with other materials.  Repair or replace damaged section and apply paint as a protective covering.
· Keep all surface water from entering or accumulating at the immediate vicinity of the well site.
· Immediately repair any vandalism, vehicular, or livestock damage.


Special Operation and Maintenance Requirements:  
     

When no longer needed, close the well according to NRCS National Conservation Practice Standard 351 “Water Well Decommissioning.”  Written notification must be submitted to NMED with the date and method of abandonment.

	Landowner/Operator Acknowledgement and Acceptance:


The landowner/operator acknowledges that:
· They have received a copy of the construction drawings and specifications, and understand their contents and requirements, and
· Maintenance of the installed work is necessary for proper performance of the practice.  All federal cost shared practices must be maintained to these specifications for the expected life of the practice.

Accepted by: ____________________________________ Date: _____________________
				Landowner/Operator
	Practice Completion:


I have made an on-site inspection (or I am accepting owner/contractor documentation located in the case file), and have determined that the job, as installed, conforms to the drawings and specifications.  The well driller’s Well Completion Report is attached.

Accepted by: _____________________________ Job Title: ___________________ Date: ____________
				Authorized NRCS Representative
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