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Conservation Practice Job Sheet 442
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	Definition:


A Sprinkler Irrigation System is an irrigation system in which all-necessary equipment and facilities are installed for efficiently applying water by means of nozzles operated under pressure. 
	Purpose:


The sprinkler system will efficiently and uniformly apply water to maintain adequate soil moisture for optimum plant growth without causing erosion or reduced water quality.  It can also be used for plant climate control, applying chemicals and/or nutrients, leaching of soils for reclamation, or reducing particulate matter to improve air quality.
	Requirements:


· It shall be the responsibility of the owner / lessee to obtain all necessary permits and/or rights, and to comply with all ordinances and laws pertaining to this installation.
· On Federal, State, or Tribal lands, or when federal funding is involved on private land, the landowner / operator must have archaeological clearance and concurrence from the responsible agency prior to any construction.  If during installation, any archaeological or historical resources are found, the landowner / operator must cease operations and consult with NRCS and appropriate state agencies prior to continuing construction.
· Installation shall be in accordance with the drawings, specifications, and special requirements.
· The following additional data is required: Refer to the New Mexico Irrigation Guide and Part 652 of the National Engineering Handbook.
	Practice Classification and Approval (NEM Section 501):


The highest Job Class identified for all applicable practices shall be used to identify the Job Class of the project.
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	Design Certification:


The designer shall certify that the design has been prepared in accordance with the Practice Standard, Statement of Work, and other applicable practice standards necessary to complete the design. 

For designs prepared by NRCS personnel or non-NRCS personnel with assigned NRCS job approval authority:
[bookmark: Text23][bookmark: Text24]Designed by: 									 Designer Job Approval Authority:       	 Date:      
						(Signature)										(For this practice)
For designs prepared by non-NRCS personnel with no NRCS job approval authority assigned:
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						(Signature)
	Operation & Maintenance:


A properly operated and maintained sprinkler irrigation system is an asset to your farm.  This irrigation system was designed and installed to apply irrigation water to meet the needs of the crops without causing erosion or runoff.  The estimated life span of this installation is       years.  The life of this system can be assured and usually increased by developing and carrying out a good operation and maintenance program.
This practice will require you to perform periodic maintenance and may also require operational items to maintain satisfactory performance.  Here are some recommendations to help you develop a good operation and maintenance program.
General Recommendations:
· Only operate the system when needed to furnish water for plant growth for plant climate control, to apply chemicals and/or nutrients, or to settle air born particulate matter.
· Operate the system at the pressure, discharge rate, duration and frequency as designed.
· Check to make sure that all connections are water-tight and all valves are working properly.
· Periodically check the sprinkler heads for wear, and replace with proper parts when defective or excessive wear is found.
· Promptly repair all leaks, by replacing gaskets or worn parts.
· During non-seasonal use, drain and place the removable part of the system in an area where it will not be damaged.
· Maintain all pumps, agitators, piping, valves and other electrical and mechanical equipment in good operating condition following the manufacturer’s recommendations.
· Do not allow livestock near equipment or in area during operation.
· Immediately repair any vandalism, vehicular or livestock damage.
Specific Recommendations for your Installation:
[bookmark: Text16]      
	Landowner/Operator Acknowledgement and Acceptance:


The landowner/operator acknowledges that:
· They have received a copy of the construction drawings and specifications, and understands the contents and requirements and,
· Maintenance of the installed work is necessary for proper performance for the life of the practice.  All federal cost shared practices must be maintained to these specifications for the expected life of the practice.
Accepted by: ____________________________________ Date: _____________________
				(Landowner/Operator)
	Practice Completion:


I have made an on-site inspection (or I am accepting owner/contractor documentation located in the case file), and have determined that the job, as installed, conforms to the drawings and specifications and meets the requirements of the practice standard.

Accepted by: __________________________________ Construction Job Approval Authority:  ______________

Job Title: ___________________________________		Date: ___________________
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