Manure Solids Separator
With Lined Waterway Inlet Details

Standard DWG. No. FL—632A3
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DETAILS — PICKET FENCE SCREEN
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Use 7"x3%” Dia. Galvanized Lag Bolts To Fasten
The 4”x4” Horizontal Post To The Vertical 4"x4”
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4” (Deep) x 5” (Wide) Slot Placed In The Concrete
To Position The 4"x4”
L2
SECTION J-—=J ‘©
-—
n.t.s. Lo
o0
et
S
s
(]
(20N
O
n =
T T
Do Not Secure Horizontal re) 2
Boards To Vertical Post W §
7n
o
= Place A 262" (Wideg)x 3" T(Deep) Slot SO
T T On Each Side To Place The g (3]
| W I Treated 2"x6” Boards In. The S-E
l % l Groove Will Start 6” From The = -
: : Bottom. =
| /W | E
| |
10" ! 75 &J
— - -
4’x4” P.T. Post L ‘
1N R A
j " r )
Concrete To Secure 12"
4”x4” Post
SECTION H-—H
n.t.s
Bill Of Materials For Picket Fence Screen
(Based On 3'—4” Wall Height)
ITEM DESCRIPTION LENGTH QUANTITY
@ Pressure Treated 4"x4” Full Cut 8'-6" 2
Pressure Treated 2"x6” Skimmer »
@ Boards 84 4
Pressure Treated 4"x4” Post -
©) Placed 20" Deep In Concrete 5'-0 !
(@) Pressure Treated 4"x4” Post 3 —4" 19
: bz A File No.
® Galvanized Lag Bolts 7"x%” Dia. 38 FL—632A3.dwg
Drawing No.
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