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LINE PANEL

ALASKA FENCE AK3B2 — 0110
STANDARD HORSES PERIMETER OR CROSS FENCE
DESIGN S5 WIRE ELECTRIC FENCE fieeroven v
75" — 100" with 1 stay |
100° — 130" with 2 stays
| S et of 55,000 pai IF
+hot o= \
—gnd o= E §
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GALVANIZING shall

corner, gate
or brace post

UV stabilized plastic insulators

be at least Class Illas per ASTM A-121.

gate post 1

ground ] gate _
wire . el /_ e +hot
TN % insulator——

g \\; —gnd
ground ground | Hot
line « line ; o | tho
. A AL —

clamp /_:_J
connector heavy duty
PVC pipe
3/4” galv. DETAIL ROAD CROSSING DETAIL
pipe, 6 to
8" deep
LINE POSTS: Fiberglass ("T"—shaped, 1—1/4"x1—1/4" min.) L = 6 ft. min.
Wood insultimber (1 in. square) D = 18 in. min.
Steel (> 1.01 Ib/ft)
Wood (3 in. dia. min.)
CORNER, GATE, Fiberglass ("T"—shaped, 1—1/4"x1—1/4" min.) L =7 ft. min.
BRACE POSTS:  Wood insultimber (2"x1-1/2") D = 3 ft. min.
Steel (> 1.25 Ib/ft)
Wood (6 in. dia. min.)
ENERGIZERS: 110—volt or 220-volt line—powered STAYS:  Wood
12—volt battery Fiberglass
solar—powered
FASTENERS: Porcelain insulators

Drawing not to scale.

must be adapted to the specific site.
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