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	Solid/Liquid Waste Separation Facility, Code 632
	




	Landowner/Operator:
	
	Date:
	

	NRCS Service Center:
	
	Conservation District:
	

	Location of Practice:
	Lat:
	
	Long:
	

	UTM Coordinates:
	

	
	SEC:
	
	TS:
	
	R: 
	
	Field ID:
	



GENERAL

A properly operated and maintained solid/liquid separation facility is an asset to your farm. The solid/liquid separation facility was designed and installed to be used for the separation of a portion of solids from a liquid waste stream as part of a conservation management system. Estimated life span of this installation is at least 15 years. The life of this installation can be assured and usually increased by developing and carrying out a systematic operation and maintenance program.

O&M REQUIREMENTS

This practice will require periodic maintenance and may also require operational items to maintain satisfactory performance.  Your operation and maintenance program includes:

•	Maintain all emergency overflow appurtenances to ensure that the peak runoff from a 25 year-24 hour storm can be safely passed, as well as the normal waste stream discharge.

•	Maintain all pumps, agitators, piping, valves and all other electrical and mechanical equipment in good operating condition by following the manufacturer’s recommendations. Maintain grounding rods and wiring for all electrical equipment in good condition.

•	All fences, railings, and/or warning signs shall be maintained to provide warning and/or prevent unauthorized human or livestock entry. Maintain all lids, grates, and shields on openings to underground structures.

•	Maintain positive drainage away from the facility.

•	Immediately shut down separation operations if the structure has been damaged and there is danger of imminent failure.  Immediately seek a qualified engineer to assess the situation.

•	Eradicate or otherwise remove all rodents or burrowing animals and repair any damage caused by their activity.  Maintain screens and/or rodent guards.
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•	Immediately repair any vandalism, vehicular or livestock damage to the structure, earthen areas surrounding the structure, or any appurtenances.

•	Operate the facility in a manner that minimizes odors and air drift.

•	Do not allow human entry into any enclosed structure without safety equipment that includes ladders and breathing apparatus.

•	Immediately remove all foreign debris within the structure that may cause damage to pumps, agitators, compacted clay liners, or earthfill.

•	Daily inspections shall be performed on the separation device and support structure, screens and outlets, and remaining capacity in storage facilities.

•	Inspect concrete structures for cracks on a regular basis and repair as needed.






    CONTACT YOUR LOCAL NRCS OFFICE FOR ANY ADDITIONAL TECHNICAL ASSISTANCE YOU MIGHT NEED FOR IMPLEMENTATION OF THIS O&M PLAN FOR YOUR CONSERVATION PRACTICE.


This O&M Plan was discussed and a copy provided to the landowner/operator.


	
	Date:
	

	Signed by the Responsible Landowner/Operator

	
	Date:
	

	Signed by the Responsible NRCS Employee/Conservation Partner
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