
 
 

Natural Resources Conservation Service 
3381 Skyway Drive 
Auburn, Alabama   36830 
  

   
       

 

 

 September 15, 2010 
 
 
 
 
ALABAMA TECHNICAL GUIDE NOTICE 43. 
 
 
This notice transmits revisions to the eFOTG. 
 
 
SECTION IV FOTG 
 
 
STANDARDS 
 
 
INDEX 
 Irrigation Pipeline, Code 430 – The following “Irrigation Water Conveyance” standards were combined to 
create the new state standard: 
 
 Aluminum Tubing, Code 430AA 
 Non-reinforced Concrete, Code 430CC 
 High-Pressure, Underground Plastic, Code 430DD 
 Low-Pressure, Underground Plastic, Code 430EE 
 Steel, Code 430FF 
 Reinforced Plastic Mortar, Code 430GG 
 
 Asbestos-Cement Pipe, Code 430BB was deleted. 
 
 Rigid Gated Pipeline, Code 430HH national standard was replaced with Above Ground, Multi-Outlet 
Pipeline, Code 431.  It has been determined Alabama does not need a state standard for this practice; 
therefore, 430HH was deleted. 
 
FILING INSTRUCTIONS: - If hard copies are maintained, file the new or revised documents.  Archive or discard 
the outdated material. 
 

 
PERRY L. OAKES 
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DIST:  All Employees 

 

http://efotg.sc.egov.usda.gov/references/public/AL/indexsecIV.doc�
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