NATURAL RESOURCES CONSERVATION SERVICE

OPERATION AND MAINTENANCE

SEDIMENT BASIN

(no.)

CODE 350
	Landowner/Operator:
	     


	Job Location:
	     


	Prepared By:
	     
	Date:
	7/18/2007


OPERATION AND MAINTENANCE ITEMS

Operation and maintenance (O&M) is necessary for all conservation practices and is required for all practices installed with the Natural Resources Conservation Service assistance.  The land user is responsible for proper O&M throughout the life of the practice and as may be required by federal, state, or local laws or regulations.  

Operation refers to operation of the practice in compliance with all laws, regulations, ordinances, and easements; and in such a manner that will result in the least adverse impact on the environment and will permit the practice to serve the purpose for which it was installed.  Maintenance includes work to prevent deterioration of the practice, repairing damage, or replacing components which fail.

Necessary operation and maintenance items to include in plan are:
1. Periodic removal of sediment is necessary to maintain the effectiveness of this installation. The clean-out intervals may vary depending upon the volume of sediment which has accumulated. As a general rule the basin will lose its effectiveness when about 50 percent of the design volume is filled with sediment.

2. Maintain vigorous growth of desirable vegetative covers. This includes reseeding, fertilization, and controlled application of herbicides when necessary. Periodic mowing may also be needed to control height.

3. If fences are installed, they shall be maintained to prevent unauthorized or livestock entry.

4. Remove any debris that may accumulate on trash racks or immediately upstream of the basin.

5. Immediately repair any vandalism, vehicular, or livestock damage to any earth fills, spillways, or outlets.

6. Make sure all structure drains are functional and soil is not being transported through the drainage system. The screens and/or rodent guards shall also be kept in place.

7. Eradicate or otherwise remove all rodents or burrowing animals and repair damage caused by their activity.

8. Determine and eliminate causes of settlement or cracks in the earthen sections and repair damage.

9. Replace weathered or displaced rock riprap to constructed grade.

	10. Other:
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