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OPERATION AND MAINTENANCE ITEMS

Operation and maintenance (O&M) is necessary for all conservation practices and is required for all practices installed with the Natural Resources Conservation Service assistance.  The land user is responsible for proper O&M throughout the life of the practice and as may be required by federal, state, or local laws or regulations.  

Operation refers to operation of the practice in compliance with all laws, regulations, ordinances, and easements; and in such a manner that will result in the least adverse impact on the environment and will permit the practice to serve the purpose for which it was installed.  Maintenance includes work to prevent deterioration of the practice, repairing damage, or replacing components which fail.

Necessary operation and maintenance items to include in plan are:
1. Provide periodic inspections, especially immediately following significant storms.

2. Promptly repair or replace damaged components of the diversion as necessary.

3. Maintain diversion capacity, ridge height, and outlet elevations especially if high sediment yielding areas are in the drainage area above the diversion. Establish necessary clean-out requirements.

4. Each inlet for underground outlets must be kept clean and sediment buildup redistributed so that the inlet is at the lowest point. Inlets damaged by farm machinery must be replaced or repaired immediately.

5. Redistribute sediment as necessary to maintain the capacity of the diversion.

6. Vegetation shall be maintained and trees and brush controlled by hand, chemical and/or mechanical means.

7. Keep machinery away from steep sloped ridges. Keep equipment operators informed of all potential hazards.
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