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Nomenclature 

A= Area in square feet 

a=Intercept of cumulative intake at unit time 

AE = Application efficiency in percent 

AE, = Cutback application efficiency in percent 

ASW = Available soil water 

AWC = Available soil water capacity 

B=Bottom width of furrow or corrugation in 
feet 

b = Exponent of time in intake equation 

c = Advance coefficient depending on furrow- 
intake family 

D = Depth of flow in feet 

d = Advance coefficient depending on furrow- 
intake family 

Da= Average depth of flow in feet 

DE =Design efficiency 

DP = Deep percolation loss in inches 

DP, = Cutback deep percolation in inches 

DU = Distribution uniformity 

ET= Evapotranspiration 

F = Cumulative intake in inches 

F,=Gross depth of irrigation in inches 

F,,= Cutback gross application in inches 

F, = Design application depth in inches 

F,,= Cutback design application in inches 

F(o-w =Average intake over a reach L feet long 

F,,-,,, = Cutback average intake over a reach L feet 
long 

Fo-,,=Average intake over a reach x feet long 

F,=Intake depth for any point x 

IE = Irrigation efficiency 

If= Furrow-intake family number 

L = Furrow length in feet 

In = Logarithm (natural) 

MAD = Management allowed deficiency 

n = Roughness coefficient in Manning equation 

pl= Wetted perimeter in furrow in feet 

P =  Wetted perimeter plus constant in feet 
Q PI = Wetted perimeter plus constant for - in 
2 

feet 

P, = Effective precipitation in inches 

Q= Irrigation stream or inflow rate for a furrow 
or corrugation in gallons per minute 

RO=Surface runoff depth from the furrow or 
corrugation in inches 

RO,=Cutback runoff in inches 

r = Hydraulic radius 

S=Slope of furrow or corrugation in feet per 
foot 

SWD= Soil water deficiency 

T,=Time of application or inflow time in 
minutes 

Ti,=Cutback time of application or inflow time 
in minutes 

T, = Opportunity time in minutes required for 
cumulative intake of F, inches 

T,, = Cutback opportunity time required for 
cumulative intake of F, inches 

To = Intake opportunity time in minutes 



T,,-,,= Average opportunity time for the furrow 
length L in minutes 

T,,-,,= Average intake time for length 0 to x in 
minutes 

T,,=Intake opportunity time at point x along 
furrow length in minutes 

T,,"=Average opportunity time during the ad- 
vance period in minutes 

Toave=Average intake opportunity time in minutes 

T, = Recession time in minutes 

Tt = Time of advance or travel in minutes 

T,,= Cutback time of advance or travel in 
minutes 

Th,, = Average time of advance 

V=Velocity of flow in feet per second 

v=Volume of water in cubic feet 

vpo=Volume of surface runoff in acrefeet 

v,=Volume of surface storage in gallons 

W =Furrow or corrugation spacing in feet 

x=Furrow length to point x 

z=Side horizontal distance divided by vertical 
distance 



Chapter 5 

Furrow Irrigation 

Description 

Furrow irrigation is a method of applying water a t  
a specific rate of flow into shallow, evenly spaced 
channels. These small channels convey the water 
down or across the slope of the field to the vicinity of 
plants growing in the furrows or on the beds between 
the furrows. This method differs from border 
irrigation in that only part of the ground surface is 
covered with water. The water infiltrates the soil 
both vertically and horizontally. The furrow stream 
is applied until the desired application depth and 
lateral penetration are obtained. How long water 
must be applied in the furrows depends on the 
volume of water required to fill the soil to the desired 
depth, the intake rate of the soil, and the spacing of 
the furrows. Land grading to provide uniform slopes 
is essential to permit uniform water application and 
efficient irrigation. 

Furrow irrigation consists of four kinds of systems 
that are used according to the crops and furrows 
needed to distribute the irrigation water. Level, 
graded straight, and graded contour furrows are 
used primarily to irrigate clean-tilled crops planted 
in rows with one furrow between crop rows. For 
bedded crops where two rows are planted on each 
bed, the furrows are along each pair of rows. The size 

and shape of the furrows vary with the crop grown, 
the equipment used, and the spacing between crop 
rows. Furrow irrigation also includes applying water 
to small grain or similar crops drilled on flat-top 
furrow beds where the water is applied either on the 
bare ground or on ground with low vegetative 
retardance conditions. Corrugation furrows are 
small, closely spaced irrigation channels used 
primarily to irrigate noncultivated, close-growing 
crops on moderately steep land. Corrugations are 
also commonly used to guide irrigation streams on 
bordered land where the design is based on the 
border method instead of the corrugation method. 
Corrugations are frequently formed after the crop 
has been seeded. For perennial crops they are 
reshaped as needed to maintain the desired channel 
cross section. 

Water application principles are the same for all 
types of furrow irrigation; furrow spacing, size and 
shape, and retardance characteristics are the 
primary differences. Corrugation streams are 
smaller than furrow streams. Because of the smaller 
channel generally used and the resistance to flow 
caused by the growing crop, the length of run is 
relatively short. 



Adaptability 

The adaptability of furrow irrigation to a specific 
site depends on climate, soils, topography, crops to be 
grown, and water supply. 

Climate 

Aside from the fact that climatic factors generally 
are of prime importance in determining the need for 
irrigation, precipitation and wind may also affect 
suitability as well as the design criteria. If 
precipitation occurs a t  an intensity and volume that 
result in either surface runoff and excessive soil 
erosion where runoff is concentrated in the channels 
or in crop damage from flooding, these conditions 
must be considered in determining which furrow 
method is suitable for a given climatic area. The 
requirements for erosion control or protection 
against flooding may impose severe restrictions on 
the use of furrow irrigation. Corrugations are seldom 
used on slopes of less than 1 percent. In areas of 
high rainfall the hazard of water erosion is 
high if corrugations are used on steeper slopes. 
Therefore, they are not recommended in the humid 
climatic areas except to irrigate perennial crops. The 
climatic areas to which specific restrictions apply are 
shown on the following generalized climatic area 
map (fig. 5-1). 

Soils 

Furrow irrigation is suitable for most irrigable 
soils if the soil depth and the surface topography 
permit the needed land leveling at an economically 
feasible cost and without permanent reduction of soil 
productivity. This method is best suited to medium to 
moderately fine-textured soils of relatively high 
available-water-holding capacity and intake 
characteristics that provide both lateral and vertical 
water penetration. These soil characteristics permit 
uniform irrigation with a minimum of water loss to 
deep percolation or surface runoff from the end of 
the rows. 

In coarse-textured sands and loamy sands, 
irrigation water moves mainly downward and very 
little laterally. Efficient furrow irrigation on these 
soils requires a short run, a short application time, 
relatively narrow row spacing, and a small depth 
of water application. These severe limitations result 

in high labor and operating costs; therefore, furrow 
irrigation is not generally recommended on these 
soils. 

Fine-textured, very slowly permeable soils present 
a different problem. Water must be impounded or a 
very small stream applied for long periods to obtain 
the desired intake. Unless a small stream is used, 
excessive surface runoff will require extensive 
tailwater recovery or safe disposal facilities. Many of 
these soils crack before they reach the moisture level 
a t  which irrigation is needed. These cracks 
frequently make it difficult to confine the irrigation 
water within the furrow. The restrictive features of 
these soils should be carefully considered before 
recommending any type of furrow irrigation. 
Corrugation irrigation is generally unsuitable on 
these types of soils. 

Furrow irrigation generally is not recommended 
on soils containing high concentrations of salts. In 
most irrigated soils, salts are supplied from the 
waters being used and/or from the parent materials 
in which the soils formed. The irrigation water 
absorbs the salts from the soil; through capillary 
movement and subsequent evaporation of the water, 
the salts are concentrated in the surface soil of the 
furrow ridge where crop roots are most likely to be. 

The topography of an individual field is an 
important consideration in determining the 
suitability of furrow irrigation. The topography 
must be such that within the grade limitations for 
the climatic area the rows can be laid out on a 
continuous grade. If land leveling is required to 
provide the design grade, the topography must be 
such that leveling does not expose unproductive soil 
or that the cost of leveling is not excessive. The 
topography must not be so steep that it exceeds the 
allowable corrugation grade or prohibits installation 
of graded contour furrows that meet the design grade 
and cross-slope criteria. 

Crops 

Furrow irrigation can be adapted for nearly all 
irrigated crops except those grown in ponded water, 
such as rice. Tillage, harvest, or other cultural 
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Climatic Areas 

practices associated with the site may be so 
restrictive, however, that some other method of 
irrigation should be selected. Furrows are 
particularly suitable for irrigating crops subject to 
injury if water covers the crown or stems of the 
plants. 

Water Supply 

The quantity and quality of the water supply 
determine its suitability for use in furrow irrigation. 

Water Quantity 

Furrow irrigation can be used with any amount of 
water (either rate-of-flow or volume) if the acreage to 
be irrigated does not exceed the acreage for which 

the supply available can meet the needs of the crop to 
be grown. 

If the systems are properly designed and water 
management is good, furrow irrigation can be as 
efficient as any other method of water application 
except a properly designed and managed trickle 
system. For maximum use of a limited water supply, 
alternate-row irrigation or other procedures can be 
used. Furrows are well suited to nearly any 
irrigation delivery rate because the number of rows 
irrigated in a set can be varied as needed. 

Water Quality 
Irrigation water may be of good quality or it may 

contain considerable amounts of colloidal material or 
various salts and minerals. Furrow irrigation can be 



used if the water quality is good and, on some soils, if 
the water contains moderate amounts of colloidal 
materials. These colloidal materials will be deposited 
in the furrows and may materially decrease the 
intake rate of the soil. This can be to the irrigator's 
advantage when irrigating high-intake-rate soils 
such as sands. The colloidal materials may increase 
soil fertility and may make these soils easier to 
irrigate by allowing a longer furrow and increased 
application time. On other soils these materials may 
accumulate on the surface, making tillage more 
difficult and required more frequently. 

Most irrigation water contains appreciable 
amounts of various salts or minerals that can be 
beneficial or harmful, depending on the kinds being 
carried. Plant use of soil moisture contributes to the 
accumulation of salts. Because most plants can select 
nitrate, potassium, and phosphate ions from the soil 
solution, these ions are seldom found in appreciable 
amounts in saline accumulations. Sodium, sulfate, 
and chloride ions, however, are taken up by the 
plants in very limited amounts. Evaporation from the 
soil surface and selective use by the plants cause 
these salts to accumulate in the furrow ridge. Most of 
the crop roots develop in the ridge where salts 
accumulate; therefore, furrow irrigation is not 
suitable if the water supply contains considerable 
amounts of detrimental salts such as sodium. 

Advantages of Furrow Irrigation 

Furrow irrigation has many advantages on 
suitable sites. Some of these are: 

1. Irrigation streams can be large or small because 
the number of rows irrigated at one time can be 
adjusted as needed according to the available flow. 

2. Efficient application can be obtained if water 
management practices are followed and the land has 
been properly prepared. 

3. The initial capital investment is relatively low 
on lands not requiring extensive land leveling, since 
the furrows and corrugations are constructed by 
commonly used farm implements. 

4. The water distribution systems do not normally 
require high water pressure to operate; therefore, 
pumping costs are relatively low. 

5. Soils that form surface crusts when irrigated by 
flood methods can be readily irrigated by furrows 
because water moves across the row under the 
surface. 

6. Water is not applied directly on the plants, thus 
eliminating scalding of the foliage and loss of 
insecticides. 

7. Excellent field surface drainage is obtained 
where adequate outlet facilites are provided. 

8. Alternate-row furrow irrigation allows the use 
of a greater part of the rainfall. 

Limitations of Furrow Irrigation 

Furrow irrigation also has certain limitations. 
Some of these are: 

1. Salts from either the soil or water supply may 
concentrate in the ridges and depress crop yields. 

2. The lateral spread of water in some soils is not 
adequate to provide full irrigation. 

3. The difference in intake opportunity time along 
the furrow due to the time required for the stream to 
advance makes it difficult to obtain uniform 
application depths. 

4. Corrugations create a rough field surface 
difficult to cross with harvesting and other farm 
equipment. 

5. The soil-erosion hazard limits use to land having 
very little slope. 

6. Labor requirements may be high because 
irrigation streams must be carefully regulated to 
achieve uniform water distribution. 

7. Leaching of salts is difficult or impossible. 
8. Land leveling is normally required to provide 

uniform furrow grades. 



Kinds of Furrow Irrigation 

There are four kinds of furrow systems: level Limitations 
furrows, graded straight furrows, graded contour 
furrows, and corrugations. Each system requires 
specific designs and layouts. The suitability of each 
depends on the topography, kind of soil, kind of crop, 
cultural practices, and climatic factors. 

Level Furrows 

Level furrows are small irrigation channels, with 
blocked or diked ends laid out with little or no grade 
(fig. 5-2). They generally require extensive land 
preparation and careful water management for 
successful operation. Irrigation water must be 
applied rapidly, using a stream as large as the furrow 
can contain, until the designed volume is applied. 
The ponded water stands at  a uniform depth in the 
furrow until it is absorbed by the soil. Lateral or 
capillary movement of water throughout the soil 
distributes the water to areas between the furrows. 

Adaptability 

The level furrow is best suited to soils with a 
moderate to slow intake rate and moderate to high 
available-water-holding capacity. The topography 
must be relatively flat with smooth, uniform slopes. 
The crops most easily irrigated by level furrows are 
those grown in rows on beds between the furrows, 
because relatively large channels must be 
maintained to provide the necessary capacity. Level 
furrows are suited to all climatic areas except the 
humid area where a minimum grade is required to 
achieve the surface drainage needed to prevent crop 
damage or waterlogging of soils. 

Advantages 

The amount of water applied can be adjusted to the 
needed seasonal variations by changing the duration 
of application or the size of furrow stream, or both. 
No change in layout is needed. Efficient application 
can be obtained if the system is properly operated. 
No irrigation water need be lost through runoff. 
Maximum use can be made of rainfall even when the 
intensity of storms exceeds the soil intake rate. 
Provisions for disposal or reuse of tailwater are not 
needed. Water can be introduced at both ends of the 
furrows so that the furrow length can be twice the 
design length, which allows more efficient use of 
farm equipment. This method is well suited to 
automation. 

In areas where wind velocity exceeds 15 to 20 miles 
per hour, it is difficult to apply irrigation water if the 
wind blows in the opposite direction of water flow in 
the furrow. Some crops such as potatoes can be 
damaged by water ponded over the root system. 
Drainage of excess rainfall may require extensive 
waterdisposal facilities. Furrow capacity must be 
large enough to carry rainfall excess without 
overtopping. Furrows should have adequate capacity 
for approximately one-half the volume of the net 
irrigation application. The irrigation application 
time must be short; therefore, frequent change of sets 
is required. The surface topography, furrow shape, 
and cross section must be carefully maintained. The 
farm operator must know about these specific needs 
and requirements for successful operation of the 
system. 

Graded Straight Furrows 

Graded straight furrows are small irrigation 
channels on relatively flat land laid out either in the 
direction of or across the slope of the land. They are 
constructed in a straight line, preferably parallel to a 
field boundary, and have a continuous, nearly 
uniform slope in the direction of irrigation. The 
length of time that water must flow in the furrows 
depends on the amount of water required to refill the 
root zone, the intake rate of the soil, and the rate of 
lateral spread of water in the soil. For most soils, the 
initial irrigating stream must greatly exceed the 
intake rate to provide an  adequate advance rate that 
will result in a reasonably uniform 
intake-opportunity time along the furrow. When 
water reaches the lower end of the furrow, the flow 
rate must be reduced to prevent excessive runoff or 
provisions must be made to dispose of the tailwater 
safely or to recover and reapply it. Even where'the 
streams are cut back, an appreciable amount of 
tailwater will collect. Therefore, a tailwater recovery 
system and provisions for safe disposal according to 
state regulations are normally integral parts of a 
graded furrow system. 

Adaptability 

Graded straight furrows can be used to irrigate all 
cultivated crops planted in rows. Graded furrows can 
be used on all soils except sands that have a very 
high intake rate and provide poor lateral spread of 



Figure .5-2.-Level furrow irrigation. 

water between furrows (fig. 5-3). This method is best is not uniform in one direction, the benches may 
suited to sites where land slopes are a t  least 0.1 have one or more turns. To permit turning large 
percent but no more than 3 percent in arid areas and equipment, the turn angles should not exceed 30 
no more than 2 percent in semiarid areas, 1 percent degrees. The turns in adjoining benches should be 
in subhumid areas, and 0.5 percent in humid areas. along the same radii path to eliminate the need for 
On smooth, uniformly sloping fields with slopes of 3 irrigating point rows (fig. 5-5). The cross slope within 
percent or less, crops can be planted across the slope the benches should normally be as flat as practicable 
to reduce the furrow grade (fig. 5-4). Where the cross and should not exceed the 3 percent limitation. 
slope is such that there is danger of the furrows 
breaking, graded furrows can be used on graded Advantages 

benches built across the slopes. If these benches are Graded straight furrows can be used with both 
used, they should be spaced to meet the round-trip large and small irrigation streams by adjusting the 
width requirements of the row-crop equipment to be number of furrows irrigated a t  any one time to fit the 
used. For example, spacing should be in multiples of available flow. Therefore, any method of water 
eight rows if four-row equipment is used. If the slope delivery from continuous flow to full demand can be 



Figure 5-3.-Graded straight furrows 

accommodated. Where surface drainage is needed, 
the furrows act as channels to carry the excess 
surface water to safe disposal areas. Application 
efficiency can be high if proper recovery systems or 
cutback principles are used. 

Limitations 

Labor requirements are high unless the system is 
automated. Flow into each furrow must be carefully 
regulated to achieve uniform water distribution and 
minimum waste. Fields must be carefully leveled and 
facilities for collecting and disposing of surface 
runoff must be provided. Small irrigations especially 
needed for seed germination or for shallow-rooted 
crops are difficult to apply efficiently. Uniform 

application is difficult on soils with high intake rates, 
Land slopes must be relatively flat and uniform to 
permit installation within design limitations. 

Graded Contour Furrows 

Graded contour furrows are small graded 
irrigation channels on fields with uneven or warped 
surfaces where it generally is not practical to use 
straight furrows within permissible grade limitations 
(fig. ,543. The furrows are curved to fit the general 
contour of the land and have enough grade to carry 
the irrigation stream to the end of the furrow. The 
grade must be somewhat variable to prevent creating 



Figure 5-$.-Graded straight furrows across the slope. 

numerous point furrows. Water application similar downslope furrow breaks. The graded 
principles, including requirements for reuse or safe contour method is particularly suited to fields of 
disposal of runoff, are the same as for graded straight uniform slope in two directions because most of the 
furrows. Frequently, disposal systems require furrows can be aligned across the slope. This method 
structural protection as a safeguard against water can be used for nearly all cultivated crops planted in 
erosion. rows. In arid or semiarid sections, deep-furrowed row 

crops on medium- or fine-textured soils can be 
Adaptability irrigated if the land slope does not exceed 5 percent. 

The graded contour furrow method can be used on On the coarser textured soils, the land slope must not 
most moderately sloping fields and on most soils exceed 4 percent because of the danger of furrow 
except sandy soils and soils that crack badly when breaks. Maximum land slopes in semihumid areas 
dry. The ridges between furrows in sandy soils tend should be approximately 1 percent less than those 
to break down or wash out, destroying the furrow discussed above. Graded contour furrows are 
and creating channels directly down the slope. Soils generally not recommended for humid areas. Land 
that crack provide channels for water, causing with slopes of up to 6 percent can be irrigated by this 



Figure 5-5.-Benches to support furrows on sloping f~elds 

method if the furrows are supported by a system of 
parallel terraces. A parallel terrace system requires 
enough land leveling to ensure a continuous furrow 
grade. The terraces should be spaced to provide 
complete round trips with the farm equipment to be 
used. 

Advantages 

The graded contour furrow method can be used to 
safely irrigate land too steep for downhill furrows. 
Other advantages are the same as for straight graded 
furrows. 

Limitations 

Water delivery ditches frequently must be built on 
erosive grades that require structural protection or 
use of pipelines. Distribution to individual furrows 
from the head ditch is difficult. Tailwater-pickup 
systems normally have an erosive grade and require 
structural protection to provide stability. 
Considerable time is necessary to lay out a field; 
planting and tillage require considerable care. The 
irrigator must carefully guard against furrow 
overflow and washout. Grassed waterways and 
structures are usually needed to carry tailwater 
down the slope. Deep, large-capacity furrows must be 
built and maintained throughout the irrigation 
season. Rodent control is needed to prevent cross 
breakage and the flow of water from higher into 
lower furrows. 



Figure 5-6.-Graded contour furrows. 

Corrugations 

Corrugations are small, closely spaced irrigation 
channels used to irrigate close-growing crops on 
moderately steep land (fig. 5-71. Irrigation water does 
not cover the entire field but is applied in small 
channels or corrugations evenly spaced across the 
field. Corrugations generally must conform to the 
slope of the land because of the small capacity of the 
water channels. For this reason level or graded 
contour corrugations are not recommended as a 
method for applying irrigation water. Corrugation 
irrigation is commonly considered a temporary 
method of water application to be used for the first 
irrigation on fields that later will be irrigated by the 

border method or as a method of spreading water in 
graded borders. However, corrugation irrigation as 
described in this chapter is a permanent system 
designed to apply water uniformly and efficiently. 
For efficient irrigation by the corrugation method, 
land slopes must be uniform and the water applied 
according to an irrigation water management plan, 
The length of time that water must flow in the 
corrugations varies with the amount of water 
required to refill the root zone and the intake rate of 
the soil. The rules governing the flow of irrigation 
water in graded furrows apply also to corrugations. 
Flow a t  the beginning of the irrigation should be as 
large as can safely be carried in the corrugations 
without causing erosion. Because of the small flows 



Figure 5-7.-Corrugation lrr~gation 

used, cutting back the flow after water advances to 
the end of the furrow is usually not feasible. 
Therefore, facilities for recovery or safe disposal of 
tailwater are essential. 

Adaptability 
Corrugation irrigation is best suited to areas of 

moderately low rainfall and smooth fields with land 
slopes of between 1 and 4 percent. The use of 
corrugation furrows in humid areas usually creates a 
serious erosion hazard and, therefore, is not 
recommended. Except for those grown in ponded 
water, all close-growing, noncultivated crops such as 
legumes, grasses, and small grains can be irrigated 
by this method, Corrugation furrows are best suited 

to soils of fine to moderately coarse texture. They are 
not suitable for coarse-textured, high-intake-rate, or 
saline soils. The method is especially good for 
irrigating soils that tend to bake or crust, since only 
a small part of the surface is wetted. 

Advantages 

Close-growing crops can be irrigated efficiently if 
proper water management practices are followed. 
Corrugations can be constructed and maintained 
with commonly available tillage implements. Land 
preparation costs are relatively low, and irrigation 
streams can be large or small according to the 
available water supply. 



Planning and Design Considerations 

Limitations 

Labor requirements are high. Irrigation streams 
must be carefully regulated for uniform water 
distribution and minimum water loss. Fields must be 
corrugated at least once every year and, in many 
cases, more often. Equipment operating costs are also 
high, because the rough field surface is difficult to 
cross. The method is not well suited to slopes of less 
than 1 percent or to high rainfall areas because of 
the erosion hazard. 

The application of water by furrows or 
corrugations appears to be a simple method. If 
efficient uniform water application is to be obtained, 
however, the systems must be properly designed, 
installed, and operated according to certain 
established criteria. 

Before the specific design units can be selected, 
many determinations must be made in regard to 
soils, crops, topography, size, and shape of irrigable 
areas; farm equipment; and the farmer's personal 
preferences and operational practices. The designer 
must know the intake characteristics of each major 
soil type for placement in the proper design group. 
The crops to be grown and the 
available-water-holding capacity of the soils 
determine the normal design depth of application 
and whether furrows or corrugations are to be used. 

The topography of the field determines the 
direction of irrigation and, in many cases, the grade 
of the corrugations or furrows and the appropriate 
lengths that will fit individual field boundaries. The 
farm equipment to be used determines the spacing 
and the maximum capacity that can be expected. The 
farmer's operational practices affect whether a 
cutback, tailwater recovery, or reuse or tailwater 
disposal system should be planned and what 
irrigation operating schedules will meet his needs. 

The size of furrow stream and the time of 
application are both influenced by the operational 
method of water application to be used. If 
cutback-inflow operations are to be used, the design 
must be based on two different sizes of furrow 
streams, and these require a specific procedure and 
time of application. If the impoundment method is 
used, the application time will be relatively short and 
the application rate correspondingly high. 

A continuous stream with reuse facilities will have 
a different design than either of the other operations 
methods. Above all, the selected design and layout 
must meet the owner's approval if the system is to 
operate satisfactorily. The selected design will be for 
a normal irrigation application, but adjustments for 
application depth, time of application, and furrow 
flow rate for specific irrigations may be needed 
during the season. 



Land Preparation 

Efficient irrigation is most easily accomplished on 
land with uniform topography. If the area to be 
irrigated can be divided into uniform operational 
segments, a single set of furrow or corrugation design 
criteria and operational procedures can be used. 
Since neither soil nor topography is normally 
uniform over large areas, it is generally advisable to 
divide fields into design areas according to soil 
uniformity and do the land leveling needed to 
develop uniform land slopes within the limitations 
imposed by the design criteria. For uniform 
operation of a furrow or corrugation system, each 
furrow or corrugation within a design segment 
should have the same length and grade. To obtain 
uniform furrow length, the segment must have 
parallel sides of uniform length, and to obtain 
uniform grade, the surface must conform to a plane. 
(See SCS National Engineering Handbook, Section 
15, Irrigation; Chapter 12, Land Leveling.) 

Layout and Construction 

The design of a n  irrigation system sets the limits 
for the system on an  individual farm or field. The 
design criteria specify the inflow rate for the design 
length of furrows on a predetermined grade on a soil 
characterized by a given intake family. A number of 
points must be considered when selecting the design 
or designs to be used on an  individual farm. An 
irrigation system layout should be based on the 
following items as they relate to a specific field or 
fields. 

Fields of workable size and shape are important to 
successful irrigation farming. Unless a system is 
carefully laid out, some areas may not receive 
irrigation water, or may be virtually inaccessible and 
useless to the farm enterprise. Sharp turns or acute 
angles must be avoided. Fields should be as nearly 
rectangular as possible. Furrows or corrugations in 
any field should be as nearly equal in length as is 
practicable to obtain. Irrigation in adjoining fields 
generally should be in the same direction or a t  right 
angles. Water application is normally difficult if 
irrigations in adjacent fields are in opposite 
directions. Permanent surface features such as 
power lines, buildings, structures, and other 
obstructions influence the field shape that can be 
used or the division to be made between fields. The 

cropping pattern to be followed is also a determining 
factor in field layout. 

A good soil map is essential in the layout of any 
irrigation system. Where soils have appreciable 
differences in intake rate and water-holding 
capacity, the fields should be divided as nearly along 
soil boundaries as is practicable and provide uniform 
row lengths. The outlet end of the rows can cross the 
boundary between a slow intake rate soil and a 
somewhat higher intake rate soil and still permit 
efficient application. Crossing the boundary between 
a high intake rate soil and a lower intake rate soil for 
any appreciable distance should be avoided. 

The need for a field road system is frequently 
overlooked in laying out an  irrigation system. As a 
result, that part of the farm is inaccessible to farm 
machinery, the system is damaged by travel of 
equipment, or the roads are impassable after a n  
irrigation or a rain. For the operation of the system, 
roads should be provided above the field head ditches 
or mains and below field drains. The following points 
should be considered in the layout of a farm road 
system: 

1. Ease of operating the water-distribution system. 
2. Ready access to all areas of the farm for farm 

equipment. 
3. Transportation of farm produce from the fields. 
4. Dryness and usability of roads. 
5. Requirements for farm-crossing structures. 

Erosion Control 

The furrow system must be designed to avoid 
conditions that  would contribute to soil erosion. 
Serious erosion can occur without any soil being 
removed from the field. In surface methods of 
irrigation, the irrigating streams are largest and 
most erosive where they first enter the field. As the 
streams progress toward the lower end of the field, 
they are reduced by the amount of water infiltrated 
into the soil. The accumulated sediment load also 
reduces their erosivity. Often the streams erode the 
soil a t  the upper end of the field but have insufficient 
carrying capacity a t  the lower end to transport 
material from the field. About the only characteristic 
that erosion under furrow irrigation and erosion 
under rainfall have in common is that each is caused 
by flowing water. In most other respects they are 
diametrically opposite. Under irrigation, the amount 
of erosion depends on the condition in the furrow and 



not on the overall condition of the field. It matters 
very little whether the area between the furrows is 
vegetated or bare, compacted or loose. The specified 
limitations for land slope, furrow length and grade, 
and stream size should ensure that erosion from the 
water application system is within allowable limits. 

Soil Water Intake Characteristics 

The water intake rate of a soil is the most 
important item to be considered in the design of a 
furrow or corrugation system. The higher the intake 
rate, the larger the inflow rate and the shorter the 
application time should be. Furrows and 
corrugations, in contrast to borders or sprinkler 
systems, depend on both vertical and lateral 
transmission of the applied water to obtain the 
needed intake. A number of factors influence intake 
and make it especially difficult to set specific design 
limits for furrow systems. Among them are: (1) 
physical features of the soil, (2) cultural practices 
used, (3) cropping practices, (4) soil water level at  
time of irrigation, (5) water quality, and (6) previous 
irrigations during the irrigation season. 

Physical Features of Soil 

The major soil physical characteristics that affect 
the water intake rate are the texture, structure, and 
tilth. Because the texture of a soil changes very little, 
the intake rate of a specific soil can be determined if 
farming practices are used that do not materially 
change soil tilth. Generalized intake equations as 
related to intake-family groups for various kinds of 
soils are given in a later section of this chapter. Tests 
to determine the placement of an individual soil into 
one of these family groups are described in the 
Evaluation section. 

Cultural Practices 

Tillage practices can greatly increase or decrease 
the water-intake rate of soils, depending on the 
equipment used and the moisture condition of the 
soil at  the time the tillage is performed. Subsoiling or 
deep chiseling of a soil breaks up plowpans and 
fractures other very slowly permeable horizons, 
thereby increasing the capacity of the soil to take in 
water as long as the artificially increased porosity 
remains. The effect of this tillage disappears by the 
second or third irrigation. Listing or other tillage 

that leaves the soil loosened also produces a 
temporary increase in soil intake rates. In contrast, 
tillage of wet soils causes the soil to compact and 
form plowpans that may permanently reduce intake. 
Intake rates are also reduced in furrows compacted 
by tractor wheels. Furrow intake rates are often 
purposely reduced on sandy soils to allow longer runs 
and longer time of sets by pulling a drag or other 
smoothing and compacting implement down the 
furrows in which water is to be applied. 

Cropping Practices 

Intake rates can be increased by incorporating 
crop residues evenly into the first few inches of the 
soil surface layer. This practice also helps prevent 
surface puddling of the soil, which can reduce soil 
intake to almost zero. A higher content of relatively 
large aggregates of soil particles and greater 
water-intake capacity generally result from good 
crop rotation practices. 

Soil Water Level 

The intake rate of a wet soil is slower than that of 
a dry soil. Intake results from a combination of soil 
tension or suction, and gravitational pull. The 
tensional force is the difference in tension between 
the wetted front and the adjoining dry area. 
Therefore, this force decreases as soil water content 
increases. Tests show that a soil with 80 percent 
available water has an intake rate of approximately 
70 to 80 percent of that for a soil with 60 percent 
available water. In contrast, the wetting front 
advances more rapidly when the soil is wet because 
less water is needed to saturate the soil. Thus, the 
effect of initial wetness can be significant during 
early stages of infiltration but decreases with time 
and eventually tends to vanish. 

For maximum crop production, adequate water 
should be available a t  very low tension so that the 
root system can easily withdraw as much soil water 
as the plants can use. The response of a crop to 
different soil-water levels varies according to the 
crop's growth characteristics and its inherent ability 
to obtain water under changing tensions. High soil 
water levels are especially important for such crops 
as potatoes, particularly at  critical growth periods 
such as the fruiting stage. Salts in the soil solution 
are also a factor in determining the optimum water 
level. The higher the concentration of salts in the soil 
solution, the higher the available water level that 



must be maintained. Generally, the level of readily 
available water in the major root zone of a soil should 
be maintained above 50 percent. Where practical to 
do so, the level of readily available water of a silty 
clay soil should be maintained at 60 to 75 percent, 
whereas on a fine sandy loam, the water can be 
safely depleted to 35 to 40 percent before irrigation 
water is applied. The soil water level that is to be 
maintained is a factor in determining the design 
application depth and frequency of application. 

Water Quality 

Irrigation water contains dissolved materials that 
accumulate in soils. These materials may cause 
profound changes in water-intake characteristics. 
The material may be a kind of salt or a colloidal 
substance. Some of the dissolved salts, such as 
calcium and magnesium, may increase the intake 
rate of a soil, but an excess of sodium is very 
detrimental. Excessive sodium replaces the other 
cations attached to the soil particles, changing a 
calcareous soil to a sodic soil. A calcareous soil is 
aggregated, very granular, and permeable to water. 
Sodic soil is gelatinous, deflocculated, and nearly 
impervious to water. Colloidal materials generally 
are clay particles that may also decrease soil intake 
rates. 

Seasonal Variation 

The intake rate of a soil in a furrow or corrugation 
irrigation system normally becomes progressively 
less for each irrigation during the season, with 
possibly the exception of the last irrigation. Then 
crop residues or growing plants tend to accumulate 
in the water channels, restricting water flow and 
increasing intake. 

In colder climates, heaving of soils during the 
winter produces more voids. But as farming 
operations are conducted, the soils settle back and 
become more compact. Spring plowing loosens the 
soil surface, allowing increased intake during the 
initial irrigation. As the season progresses, however, 
this loosening effect disappears unless the soil is 
cultivated during the season. An example of the 
seasonal change in intake rates measured at Grand 
Junction, Colo., is shown by the following data: 

Average intake rate 1 
Date: 
June 5 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.083 
July 2 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ,138 
Aug. 5 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ,126 
Aug. 26 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ,100 
Sept. 9 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ,126 

’ Inches per hour 

The design must be such that inflow rate and 
application time can be adjusted readily during the 
season without changing the furrow layout. 

Distribution of Intake 

Knowledge of the wetting pattern-the shape of 
the wetted bulb in the soil beneath the surface-is 
needed for designing the system. The uniformity of 
the soil greatly affects both the intake rate of a soil 
and the shape of the wetted bulb. 

Wetted bulbs.-The designs in this chapter are 
based on the assumption that the wetted bulbs from 
adjacent furrows will overlap or nearly overlap by 
the time the desired application has been obtained. 
This assumption is valid if furrows are properly 
spaced according to soil intake and depth of water 
application. Where bulbs do not overlap furrow 
spacings should be adjusted so that they do overlap. 
It may be desirable to irrigate only alternate 
furrows. This practice provides storage for rainfall or 
for maximum use of the available irrigation water 
and intentionally irrigates only a percentage of the 
area between the watered furrows. In such cases, the 
design should be based on the width of area irrigated 
instead of the spacing between furrows. 

Homogeneous soils.-Water intake in a 
homogeneous soil initially occurs in a radial pattern. 
The movement is almost as great outward as it is 
downward. The force responsible for this type of 
water movement is mainly soil tension. As the soil 
becomes saturated, tension force decreases and 
gravity force predominates. In homogeneous soils, 
the wetted bulb forms the shape of a parabola, with 
the horizontal and vertical intake relationship 
changing with increasing time of application. The 
lateral movement depends primarily on soil texture. 
Wetting patterns are broader in fine-textured soils 
than in coarse-textured soils (fig. 5-8). 

Nonhomogeneous soils.-Soils with nonuniform 
profiles have greater lateral movement of water than 
soils with uniform profiles (fig. 5-9). Any deviation in 
the physical characteristics of a soil changes the 
wetted bulb pattern under furrow or corrugation 
irrigation. For example, a horizontal layer of coarse 
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Figure 5-8 

Typical Patterns of Moisture Penetration 
by the Same Amount of Water from 
Furrows in Different Homogeneous Soils 
Depth 
(Feet) 

Bedded crops such as lettuce, carrots, or onions may 
require furrows only between pairs of rows. 

Normally an  irrigator uses a standard width 
between furrows for a number of different crops to 
make use of the same planting and cultivating 
equipment and frequently to facilitate the use of 
gated pipe for applying irrigation water. Regardless 
of the crop being irrigated, the furrow spacing must 
permit water moving laterally to meet between 
adjacent furrows within the time allotted for the 
gross application and before an  appreciable amount 
of water penetrates below the root zone. 

For most soils, spacing does not ordinarily present 
a problem unless water is applied to shallow depths, 
crops are planted on high beds, or alternate-row 
irrigation is used. The problem of obtaining adequate 
lateral spread is especially severe where these 
conditions are compounded by irrigation grades steep 
enough to limit the depth of flow in the furrows. 

Flat irrigation grades permit the use of furrow 
streams with deeper flow, a greater wetted 
perimeter, and corresponding wider spacing of 
furrows. If the soil is relatively dry before the 

Figure 5 9 

Examples of Water Penetration from an Irrigation Furrow 

material or a layer of finer material causes the 
parabolic wetted bulb to flatten and actually assists 
in obtaining a more uniform water application than 
is possible in a homogeneous soil. A large percentage 
of irrigated soils is layered in one of these fashions. 

Spacing 

Spacing affects the irrigation system in two ways. 
First, the spacing dictates the maximum capacity, 
which determines the maximum inflow rate. That, in 
turn, dictates the maximum furrow or corrugation 
length. Second, if spacing is such that  the wetted 
bulbs do not overlap, the area between the rows 
receives only a partial irrigation. 

Furrow Spacing 

Furrow spacing must be compatible with the crop 
to be grown, the farm machinery to be used, and the 
lateral transmission of soil water in relation to 
vertical intake. For most field crops such as corn, 
cotton, or potatoes, the furrow spacing is the distance 
between crop rows and is selected to facilitate the use 
of planting, cultivating, and harvesting implements. 

Water penetration in uniform soil 

Effect of a plowpan on waler penetration 
'Time in rnlnutes shown ~n sketches IS the elapsed time from start o f  water applcat lon 

Effect of a sand lens on water penetration 



irrigation is applied, wetting patterns can be Table 5-2.-Conversion-cubic feet per foot of furrow 
determined by using a soil-water probe. Examination to inches of equivalent depth 
of a number of furrows in which water has been 
applied for different periods of time is usually the Furrow or corrugation spacing 

(inches) 
best way to determine the maximum furrow spacing (Ft9,Ft) 
for any particular soil. 18 20 22 24 30 36 40 48 

Corrugation Spacing 
The spacing of corrugations also depends on how 

rapidly water moves laterally through the soil. 
Because they are generally independent of crop 
spacing, corrugations can be spaced readily according 
to the soil intake characteristics, the depth of 
irrigation desired, and the corrugation grade to be 
used. They generally can be farther apart on 
fine-textured soils than on coarse-textured soils and 
closer on steep slopes than on flat slopes. Table 5-1 
can be used in selecting corrugation spacings. 

TABLE 5-1.-Maximum corrugation spacing (inches)' 

Depth of irrigation Soil intake familv 
application 0.1 to 0.4 0.5 to 0.9 1.0 to 2.0 

Inches: 
2 ........................................ 18 15 12 
3 ........................................ 20 18 15 
4 ........................................ 22 20 18 
5 ........................................ 24 22 20 

'If the corrugation grade is 2 percent or less, spacing can be 
increased to the next wider spacing, such as from 15 to 18 or from 
22 to 24 inches. 

Equivalent Intake 
Intake from furrows where only part of the soil 

surface is in contact with water is measured in 
volume, e.g., cubic feet per foot of furrow length. This 
volume measurement is irrespective of furrow 
spacing. The depth of irrigation application needed 
on a specific area is usually expressed in inches. If 
application depth is expressed in inches, spacing is of 
utmost importance. Cubic feet per foot of length can 
be converted to equivalent inches of water depth for 
the area irrigated by use of the equation: 

144 x ft3 per ft 
Equivalent inch depth= 

furrow spacing in inches 
It can readily be seen that, for a given volume of 

intake, a furrow spacing of 48 inches would have an 
average application depth of one-half as many inches 
as would a furrow spacing of 24 inches (table 5-2). 

Shape 
Furrows and corrugations are constructed in a 

number of different shapes, depending on the crop to 
be grown and type of equipment used. The shape or 
cross section is one of the features that determine 
flow capacity as well as the area of soil that is in 
contact with the flowing water. The shape is 
determined by the equipment used in constructing 
the channels and is modified by subsequent tillage, 
growing vegetation, and flowing water. 



Furrow Shape 
The furrow cross section must be large enough to 

contain the largest irrigation stream to be introduced 
without overtopping and to contain the runoff 
resulting from expected rainstorms. Soil from the 
ridges tends to partially fill the furrows and, as the 
growing season progresses, the depth and area of the 
channels usually decrease. Allowances should be 
made for such decreases when the furrow capacity is 
determined. 

Furrow shape is modified by the water as it moves 
down the slope. On steep slopes the water tends to 
form a narrow channel, whereas on flatter slopes it 
forms a broad channel. These tendencies are greater 
on sandy soils than on clay soils. 

Many different furrow system designs would be 
necessary if one were made for each of the many 
furrow shapes used. Most furrows constructed 
between rows of cultivated crops are either parabolic 
or trapezoidal (shallow, flat bottoms). Field 
observations indicate few differences between these 
two furrow shapes for design purposes. Therefore, 
designs in this chapter are based on a trapezoidal 
furrow. Although the actual furrow cross section 
may be considerably different, the effect on flow and 
intake characteristics is not significant enough that 
other cross sections need to be considered in 
developing furrow designs. As previously discussed, 
the furrow cross section must be adequate to contain 
the planned furrow stream. Table 5-3 can be used in 
estimating the required furrow cross section for 
various furrow streams. 

TABLE 5-3.-Required furrow cross-sectional area in 
sauare feet 

Furrow grade Furrow stream (gpm) 
(ft/ft) 

50 40 30 25 20 15 10 

Level 0.70 0.59 0.48 0.42 0.35 0.25 0.21 
0.0005 .38 .32 .26 .23 .19 .14 .11 
0.0010 .29 .25 .20 .17 .15 .ll .09 
0.0020 .23 .19 .15 .13 .ll .08 .07 
0.0040 .17 .15 .12 . lo .07 .06 .05 
0.0075 ........................................ .06 .05 .04 

.................................................. 0.0100 .04 .04 

Level furrow cross sections were calculated by using 
S=0.0001. 

The furrow cross section plus the furrow grade also 
determine the volume of water in channel storage 
during an irrigation. Table 5-4 gives an estimate of 
this storage. 

TABLE 5-4.-Furrow storage in gallons per foot 
length 

Furrow made Furrow stream ( a ~ m )  

Level 5.24 4.43 3.57 3.11 2.63 1.90 1.56 
0.0005 2.85 2.41 1.94 1.69 1.43 1.03 .85 
0.0010 2.20 1.86 1.50 1.30 1.10 .79 .65 
0.0020 1.69 1.43 1.15 1.00 3 5  .61 .50 
0.0040 1.30 1.10 .89 .77 .65 .47 .38 
0.0075 ........................................ .51 .39 .30 
0.0100 .............................................. .33 .27 

The average storage for a furrow reach is approximately 80 
percent of these values. 

Corrugation Shape 
Corrugations are seldom more than 0.10 square 

foot in cross-sectional area unless they are formed by 
lister-type equipment. They vary widely in shape 
because of the numerous tools used to construct the 
channels. Among the implements used are lister 
bottoms with the wings cut off to provide a water 
channel without high beds, lister bottoms followed by 
a drag to flatten the beds, corrugating shovels, 
wooden-sled-type corrugators with sharpened 
runners, and round metal pipes mounted as runners 
similar to the wooden-sled type. Most of these 
implements construct small channels that have 
cross-sectional shapes of about 0.2-foot bottom width 
and 1:l side slopes. 

A Manning's roughness coefficient value of 0.10 for 
drilled crops is commonly used for design purposes. 
This higher retardance value means that the 
capacity of corrugations is about 40 percent of that 
for furrows of equal cross-sectional area. 

Grade 

The grade of a furrow or corrugation irrigation 
system should be slight enough that soil loss from 
either rainfall runoff or irrigation streams is kept 
within allowable limits. Conversely, grade should be 
adequate to provide surface drainage where needed 
to prevent waterlogging the soil. 

Furrow Grade 
Furrow grade should generally be 1 percent or less. 

In arid areas where erosion from rainfall is not a 
problem, the grade can be as much as 3 percent. In 
humid areas, furrow grade usually should not exceed 



0.3 percent, but up to 0.5 percent may be safe if runs 
are short enough to prevent accumulation of runoff 
water that would cause soil erosion. The maximum 
length of a run can be determined by the procedure 
given under furrow length. In arid and semiarid 
areas, the minimum grade can be a zero if the 
planned crop allows impoundment of water around 
the root system. In humid and subhumid areas, a 
minimum grade of 0.05 foot per 100 feet should be 
provided to ensure surface drainage. The cross slope, 
the slope perpendicular to the direction of irrigation, 
must be limited to that which will not result in either 
irrigation water or storm runoff overtopping the 
ridges. Cross slope for furrows with grades of 0.5 
percent or more should be limited to 1 percent or to 
the furrow grade, whichever is the lesser, unless the 
furrows are supported by benches or by terraces. 

Wherever practical, the furrow grade should be 
uniform. Under certain conditions, however, it may 
be desirable to use variable furrow grades, if the 
steepest grade is not more than twice the flattest 
slope. To obtain reasonably uniform application of 
water, the furrows should have grades that vary in 
one direction only. They may increase or they may 
decrease, but they should not do both. Reverse grades 
are not permissible. The maximum recommended 
furrow grade for erodible soils can be calculated by 
the formula: SC,.)=(P30)-1.3, where P30 is the 
30-minute rainfall on a 2-year frequency and S is the 
furrow grade in percent (fig. 5-10). A solution to the 
above formula follows: 

30-min rainfall Maximum furrow grade 
(inches) (percent) 

0.4 3.3 
.6 1.9 
.8 1.3 

1.0 1.0 
1.2 .8 
1.4 .65 

Less erodible soils may exceed these limits by approximately 25 
percent. 

Corrugation Grade 

Corrugations are aligned in the direction of the 
steepest slope and are recommended only on slopes of 
1 to 4 percent. 

Length 

The length of a furrow or corrugation system is in 
direct proportion to the size of furrow or corrugation 
stream applied. The maximum length is generally 
based on the maximum nonerosive furrow stream or 
the capacity of the furrow, whichever is less. 

Furrow Length 

The optimum furrow length is the longest length 
that permits efficient water use, accumulates no 
greater quantities of storm runoff than can be 
accommodated without erosion or overtopping, and 
provides adequate drainage. Long furrows are 
more efficient because they require fewer turns for 
farm equipment. Several factors place limitations on 
length of run. The more important of these are: (1) 
intake rate of the soil; (2) grade of the furrows; (3) 
rainfall intensity; (4) depth of application; (5) field 
dimensions; and (6) location of soil boundaries. Other 
factors being equal, furrows must be much shorter on 
coarse-textured soils with high intake rates than on 
fine-textured soils with low intake rates. The length 
of run also depends on the water inflow rate to the 
furrow. Since the grade of the furrow, for the most 
part, determines the maximum nonerosive furrow 
stream that can be applied, it necessarily places a 
limit on the length of run. Steep grades require 
shorter lengths of run than do flatter grades. 

In removing storm runoff, each furrow acts as a 
channel with a drainage area equal to the furrow 
spacing multiplied by its length. Runoff is collected 
throughout the length of the furrow, and the flow 
becomes progressively greater down the furrow. If no 
limitation is placed on the length of the furrow, the 
rainfall-runoff stream will become large enough to 
erode or overtop the furrow. The volume of runoff in 
the furrow is determined by the intensity of rainfall 
and the area of drainage. Because the furrow length 
is the only factor that can be controlled, it must be 
limited to prevent erosion and overtopping. The 
furrow stream from rainfall runoff can be 
determined by calculating the runoff expected from a 
6-hour, 2-year frequency storm (fig. 5-11). The 
hydrograph from this storm can be considered as a 
rectangular hydrograph and the average furrow flow 
calculated. Tables 5-5,5-6, and 5-7, and figures 5-11 
and 5-12 can be used in determining the maximum 
furrow length as governed by rainfall intensity. 



Figure 5-10 

2-Year, 30-Minute Rainfall (Inches) 

TABLE 5-5.-Runoff for inches of rainfall 
- -  

Curve No. 75 
(inches) 

- -- 

Tenths: 0.0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9 

TABLE 5-6.-Runoff for inches of rainfall 

Curve No. 80 
(inches) 

Tenths: 0.0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9 



Figure 5-1 1 

N e a r ,  6-Hour Rainfall (Inches) 

TABLE 5-7.-Runoff for inches of rainfall 

Cuwe No. 85 
(inches) 

Tenths: 0.0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9 

Example: Determine furrow length on a 0.3 foot 
per 100 feet grade at Sikeston, Mo., for a soil in 
hydrologic group 75. Furrow spacing is 36 inches. 
Solution: From figure 5-11, the 2-year, 6-hour 

rainfall is 2.7 inches. From table 5-5, runoff is 0.77 
inch. From figure 5-12, maximum length for 30-inch 
furrows is 1,250 feet. For 36-inch furrows, the length 
is 1,250 x 0.83= 1,040 feet. 

The length of furrow may also be limited by the 
size and shape of the field. If the field length exceeds 
the maximum design furrow length, the field must be 
divided into two or more lengths. In selecting 
lengths, consider boundaries between adjoining soils 
that have appreciably different intake rates or 
water-holding capacity. For example, low intake rate 
soils located in the upper reaches of the furrow 
length can sometimes be included with soils having a 
higher intake rate. Design criteria describe the 
maximum furrow length that should be considered 
for efficient water application with various intake 
rates, furrow grades, and application depths. 



Runoff From 2-Year, 6-Hour Frequency Storm 
Maximum Length of Furrows on 30" Spacing 

Corrugation Length 

Corrugation length is generally restricted by the 
combination of soil intake rate and the flow capacity 
of the corrugations. Water should reach the end of 
the corrugations in the time necessary to provide a 
uniform application. Design criteria in this section 
provide guidance in selecting the proper corrugation 
length. 

Stream Size 

The proper furrow or corrugation inflow rate 
depends on the furrow or corrugation length. 
Therefore, if a maximum length is to be considered, 
it is necessary to determine the maximum 
5-22 

nonerosive stream size that can be used for each 
design segment of the irrigation system. 

Furrow Stream 

Furrow designs in this chapter relate the inflow 
rate to soil intake rate; furrow length, slope, and 
spacing; and the desired application depth. One of 
the major limiting factors in furrow design is the 
maximum stream size that can be used safely. The 
maximum allowable nonerosive stream depends on a 
number of factors, including the slope of the furrow, 
the furrow shape or capacity, and the erodibility of 
the soil. A common method of determining this 
maximum stream size is by use of the empirical 

10 formula, Q =- where, Q= maximum 
S 



allowable stream in gallons per minute and 
S = slope of furrow in percent. This 

formula is independent of the furrow shape or the 
erodibility of the soil. A better criterion is to limit the 
velocity of the furrow stream according to the 
erodibility of the soil. 

Soils may erode if the furrow stream velocity 
exceeds about 0.5 foot per second, whereas the less 
erodible soils may safely withstand velocity of 0.6 
foot per second. Figure 5-13 shows velocity and depth 
of flow for various stream sizes and furrow grades in 
a standard shaped furrow. Where furrows are 
constructed with wide bottoms, the velocity would be 
less than indicated, and larger furrow streams can be 
used safely. If empirical formulas are used to 

10 determine the maximum furrow grade, Q=- 
15 S 

should be used for erodible soils, Q=- for 
12.5 S 

erosion-resistant soils, and Q =- for average 
S 

soils. 
A practical upper limit for inflow rate is 50 gpm, 

regardless of furrow slope. Streams larger than 50 
gpm usually require a larger cross-sectional area of 
furrow than the usual planting and tillage 
equipment provides. 

Corrugation Stream 

The capacity and grade of the corrugations 
determine the maximum stream size that can be 
used. Most corrugations do not accommodate an 
inflow rate much in excess of 10 gpm. If corrugations 
are to be constructed or opened before each 
irrigation, the same criteria should be used for 
maximum stream size as are used for furrows. If 
corrugations are such that the growing crop or crop 
residues retard water flow, the maximum 
nonerosive stream can be estimated by the formula Q 

max = *; however, the corrugation capacity 
S 

may be the limiting factor. 

Methods of Water Control 
The depth of irrigation water absorbed a t  a station 

along the furrow or corrugation length is 
proportional to the time that water is in contact with 
the station, the opportunity time. For uniform 
intake, opportunity time should be as nearly uniform 
as is practicable for each segment of furrow length. 

To meet this objective, three methods of water 
control are applicable: (1) reducing the inflow rate 
after water has advanced to the end of the furrow, (2) 
recirculating or recovering surface runoff, or (3) 
impounding the water in the furrow and eliminating 
surface runoff. 

Cutback Inflow 

The cutback method requires that the water be 
introduced rapidly so that the entire furrow length is 
wetted in a minimum time, and then the size of the 
furrow stream reduced so that it is approximately 
equal to the intake rate of the soil. This method 
should be carefully considered for use in furrow 
irrigation because it requires a minimum use of 
power. If the cutback furrow stream is to be used, the 
method must be made practical to follow by 
developing an irrigation schedule that will fit normal 
farm operation or by automating the system. The 
following guidelines provide a practical procedure for 
using the cutback-inflow method: 

1. The initial furrow stream should be applied until 
the water has advanced to the end of the furrow. 

2. The inflow rate should then be reduced to 
one-half the initial rate. 

3. The reduced inflow rate should be applied until 
the design application depth is reached. 

4. Provisions should be made for storage, 
disposition, or recovery of the runoff water. 

Gated pipe, siphon tubes, and spiles or ports in 
lined ditches are well suited for applying water by 
the cutback method. It may not be necessary to cut 
back the initial stream to get high irrigation 
efficiency on some soils. If a t  least three-fourths of 
the net intake is absorbed during the first one-fourth 
of the needed intake time, the use of cutback streams 
is questionable. An example is a fine-textured soil 
that cracks on drying. 

Impoundment 

The impoundment method requires that water be 
introduced rapidly so that the entire furrow length is 
wetted in a minimum time and the water impounded 
or held in place until the required application has 
entered the soil. This method does not require 
recovery or disposal of tailwater. It can be used for 
level furrows or where the fall in the total length of 
the furrow does not exceed the design depth of 
application. Impoundment can also be used on only 
the lower part of a graded furrow by impounding 
water that would otherwise be surface runoff. 



Furrow Stream Velocity and Flow Depth 

Flgure 5-13 

a 



Continuous Inflow and Recovery 
Many irrigators desire a water-application 

procedure by which they can obtain uniform, 
efficient irrigation by using a continuous inflow rate 
and avoid the added labor required in the cutback 
procedure. Irrigators often sacrifice both efficiency 
and uniformity of application merely for operating 
convenience or to minimize labor requirements. They 
do this by applying too small a furrow stream for 
longer than needed to obtain the desired intake rate. 
For the irrigator's convenience, this application time 
is usually in multiples of 12 hours. With the critical 
needs to use available water supplies with maximum 
efficiency and to conserve energy, this method of 
operation may become unacceptable. For efficient 
irrigation with a continuous inflow rate, it is usually 
necessary to provide for recovery of the irrigation 
tailwater and to apply furrow streams large enough 
to meet adequately the soil's intake requirements. 
The tailwater should be collected and reapplied to 
the furrows or corrugations or used on other 
irrigated fields. The design of tailwater-recovery pits 
is discussed in a later section. 

Application Depth 

The general irrigation practice has been to 
determine the root-zone depth of a mature crop, 
estimate the available water capacity of the soil to 
this depth, and design the system to apply 40 to 50 
percent of this amount of water at  each application. 
This practice does not always provide the best 
environment for plant growth. It is generally 
assumed that a crop will extract approximately 70 
percent of its water requirement from the upper 
one-half of the zone in which the roots have 
developed. Most annual crops rated as deep-rooting 
crops have a root depth of 18 to 24 inches during most 
of the irrigation season. For maximum yields, water 
should be applied frequently enough to maintain a 
good water supply in the upper 12 to 18 inches of soil. 
This depth, of course, depends on the crop to be 
grown. To meet this requirement, a design net 
irrigation application of 2 to 4 inches is required for a 
corn or grain sorghum crop, depending on the 
water-holding capacity of the soil. If the soil is full of 
water at  the start of the irrigation season, these 
frequent, relatively light water applications will 
provide readily available water for the crop 
throughout the growing season. In some areas of high 

rainfall, precipitation normally has filled the root 
zone of the soil to field capacity at  the start of the 
growing season. In areas of low rainfall, it may be 
desirable to preirrigate and fill the soil to the mature 
root-zone depth of the crop to be grown. In either 
case, the growing crop starts out under field capacity 
water conditions. 

The normal depth of application is defined as a full 
irrigation or the depth needed to bring the soil, 
within the water extraction depth of a mature crop, 
to field capacity after depletion to the 
management-allowed deficiency (MAD) level. MAD 
usually should not be greater than 50 percent of the 
total available-water-holding capacity of the soil. The 
total amount of soil water held available to plants in 
any soil is the sum of the available-water-holding 
capacity of all horizons occupied by plant roots. 

Several other factors need to be considered when 
establishing the design application depth. It may be 
advantageous to increase or decrease the application 
depth to fit a practical application time schedule. A 
somewhat smaller application would result in only 
slightly fewer days between irrigations, and a larger 
application would result in a somewhat larger loss 
through deep percolation and a corresponding lower 
efficiency. Adjustments in design may also be needed 
if: (1) alternate furrows are to be irrigated, (2) smaller 
applications are desirable to leave storage capacity in 
the soil for rainfall, or (3) water supplies are limited 
to the extent that smaller-than-normal applications 
are made to ensure against crop failure rather than 
to produce maximum crop yields. The design depth 
must also be evaluated under conditions where 
smaller applications may be applied, such as early 
season irrigations. 

In areas where irrigation water is in short supply 
and rainfall can normally be expected to supplement 
the irrigation water, it is permissible to allow the 
water level to drop below the recommended levels, 
except during the critical crop production stages, 
such as tasseling to denting stage for corn. Under 
these conditions, alternate furrow irrigation is 
frequently practiced, whereby only a percentage of 
the area between the furrows receives a complete 
irrigation. These factors must be considered in 
selecting the proper furrow design. 

Assumptions 
Some assumptions or approximations must be 

made in developing design equations and tables for 



furrow and corrugation systems. These assumptions 
are valid enough that designs based on them result in 
irrigation systems that operate efficiently and 
uniformly, with only seasonal adjustments in stream 
size and application time. Design assumptions are 
made for the intake-time relationship, rate of 
advance, time for recession, opportunity time, 
retardance coefficient, and intake as related to 
furrow-wetted perimeter. (See fig. 5-14.) 

Fiaure 5-14 

Application Time, Advance and 
Recession Time vs. Intake Relationship 

300 
Impoundment 4 

Recession curve 
T 

Intake-Time Relationship 

Theoretically, intake uniformity along the entire 
length of a furrow would require that the intake time 
be equal a t  all points along the furrow. This is not 
possible with furrow or corrugation irrigation where 
water is applied at the upper end and progresses 
down the furrows with time. The length of time that 
water is in contact with segments of the system is, 
therefore, different at  different points along the 
furrows or corrugations. For acceptable uniformity 
and adequacy of application, the minimum time that 
water is in contact with any point along the furrow 
length should not be less than that required for 
intake of the desired net application. Also, the 

maximum application time should be such that deep 
percolation losses are not excessive. 

The time that water is in contact with a given 
segment of the furrow is defined as the opportunity 
time (T,), or the amount of time that elapses after the 
furrow stream reaches the furrow stations until that 
water disappears from the surface at  these points. 
This is the time increment between the advance and 
recession curves. These two curves are of prime 
importance in the design of a furrow or corrugation 
irrigation system because they describe the intake 
opportunity time for the various segments along the 
furrow length. 

Advance Time 

The rate of advance is influenced by the water 
inflow rate, the soil intake rate, and the furrow 
shape, grade, length, and surface roughness. The flow 
rate is largest a t  the upper end of the furrow and 
becomes successively smaller at  each point 
downstream as water infiltrates. The result is a 
reduction in the rate of advance at successive points 
downstream. If the furrow length is such that the 
entire stream is absorbed by the soil, the advance 
stops. For efficient irrigation, advance must be rapid 
throughout the length. 

Recession Time 

The time for outflow of water to stop after inflow 
a t  the head of the furrow has ended is defined as 
recession time (T,). This time is mostly affected by 
flow rate and furrow length, shape, and slope. The 
furrow surface generally becomes relatively smooth 
during the irrigation period so that retardance has 
progressively less influence on recession. 
Accumulation of crop residues in the furrows greatly 
affects the rate of advance, and, to a lesser degree, 
the rate of recession. In graded furrow or corrugation 
irrigation, the recession curve is relatively flat. If 
grades exceed approximately 0.25 percent, the 
recession time is so short that it has little effect on 
the soil intake. If the grade is 0.05 percent or less, 
impoundment of the stream can be used to increase 
the recession time and, in this manner, balance the 
advance-recession curve. 

Because the recession time is relatively short 
compared with the needed intake time, it has little 
influence in graded furrow design. Recession time is 
considered when determining the opportunity time 
for a selected station. It is shown as zero in design 
equations for graded furrows, however, because a 



period of time is required for the furrow stream to 
build to the design flow volume after the advance 
stream reaches the design station, and this required 
buildup time and the recession time, for practical 
purposes, cancel each other. 

Opportunity Time 

The design of a furrow system is based partly on 
opportunity time (To), the time that water is in 
contact with a given station in the furrow. For a 
constant inflow rate, the infiltration of water into the 
soil is less at  successive points along a furrow length 
because of a reduction in both flow rate and opportu- 
nity time. A design based on the opportunity time 
needed at the upper end would result in inadequate 
intake for all successive stations down the furrow. 

A furrow-system design based on the opportunity 
time needed for intake a t  the distal end of the furrow 
results in excessive intake at all stations upstream. 
Because the rate of advance decreases rapidly with 
increased length, systems can be designed to provide 
the opportunity time needed to apply the desired 
application a t  a point less than the entire length, for 
example, approximately 80 percent of the total 
length from the upper end. The best balance must be 
determined between excess application at the upper 
end and insufficient application in the section below 
the design point. For specific crops, this point must 
be selected after determining the effect of the appli- 
cation deficiency downstream of the design point. 

Retardance Coefficient 
The roughness or retardance in the furrow deter- 

mines the velocity and depth of flow that result when 
a specified flow rate is applied in a furrow of a 
certain cross section and grade. This retardance is 
represented by the Manning "n" in the equation 

where 

Q=flow in gpm 

n = roughness coefficient 

P=wetted perimeter of furrow in feet 

S= furrow slope in feet per foot 

A=cross-sectional area of water in the furrow in 
square feet 

The Manning "n" varies with the furrow 
roughness and shape and the flow rate. Furrow 
roughness is readily altered by farm tillage 
equipment. Furrow and corrugation shapes also vary 
and, therefore, designs are based on the most 
common shapes. With the retardance condition and 
shape of the furrows standardized, the flow rate 
becomes the determining factor. The flow rate for 
most furrow streams is about 10 to 30 gpm and for 
most corrugation streams, 4 to 10 gpm. A study of 
furrow flows within this range indicates that designs 
based on retardance "n" value of 0.04 for furrows and 
0.10 for corrugations result in design values most 
appropriate for these methods of water application. 

Wetted Perimeter 

The wetted perimeter of a furrow or corrugation at 
any point is the cross-sectional area that is in contact 
with the flowing stream. The rate of infiltration in a 
furrow or corrugation is a function of this area. This 
contact area decreases as the distance from the 
inflow end increases. Therefore, the design formulas 
must take into account this decrease in wetted area 
to determine the intake at a given point along a 
furrow. 

Intake-Family Curves 

A series of intakefamily curves have been 
developed that relate cumulative depth of intake to 
opportunity time. Each type of soil has unique intake 
characteristics. Many soils, differ so little, however, 
that for practical purposes they can be grouped in 
one of a number of intake families. For design 
purposes, most soils, except those that crack by the 
time irrigation is needed, can be associated with one 
of these families. If the soil has a higher or lower 
intake rate a t  the time of a specific irrigation, the 
application rate and time can be adjusted 
accordingly by use of a higher or lower adjacent 
intake-rate curve. The intake curves developed for 
furrow or corrugation irrigation have the same 
general shape as curves developed for the border- and 
contourditch methods. The furrow curves on a 
specific site are not necessarily the same as the 
border curves but should generally be parallel. There 
is no simple guideline, such as soil texture, to govern 
the placement of a soil in a specific group. If field 
experience is inadequate to group the soils properly, 
field evaluations should be made. Such evaluations 
provide reliable data for furrow and corrugation 
designs on specific soils of an area. 



The general formula describing the intake-family 
curves is: 

where 
F=cumulative intake in inches for time, t 

a=intercept of cumulative intake at unit time 

To= opportunity time in minutes 

b = exponent of time in intake equation 

The values for a and b are listed on figure 5-15 and in 
table 5-9. 

Limitations 

Furrow- and corrugation-design tables and charts 
allow a wide selection in length of run and grade and 
furrow streams. However, for efficient uniform water 
application, specific guidelines or limitations should 
be observed in selecting the design to be 
recommended. Limitations include permissible deep 
percolation losses, allowable amount of irrigation 
water runoff, and minimum application efficiency. 

Deep Percolation 

Water that percolates below the root zone of the 
crop not only is lost to the plants but frequently 
contributes to a buildup of the ground-water level, 
which may damage or destroy lower lying land where 
water returns to the surface and waterlogs the soil. 
In addition to the loss of water, deep percolation 
results in the loss of plant nutrients. An acre-inch of 
water that percolates below the root zone frequently 
carries with it as much as 4 to 5 pounds of nitrogen. 
It  may also unnecessarily leach soluble minerals 
from the underlying strata. 

Runoff 

Water-use regulations in many states now prohibit 
an irrigator from allowing irrigation water to leave 
his land. Runoff water frequently contains colloidal 
material, minerals, and pesticides that are 
detrimental to adjoining landowners or to surface 
water. Runoff water can also be detrimental if 
ponded on neighboring farms or public or private 
property. It is extremely difficult to have efficient 
furrow or corrugation irrigation without tailwater. 

Provisions must be made for recovery or safe disposal 
of all runoff resulting from irrigation, regardless of 
the operating procedures used. Runoff from rainfall 
is not so easily regulated. However, the system 
design must include needed facilities for its safe 
disposal. 

Design Efficiency 

Design efficiency is defined as the ratio of the 
desired depth of irrigation to the gross depth of 
irrigation water applied. If the design depth of 
application is planned for a section other than the 
total length, such as 80 percent of the furrow or 
corrugation length, the design efficiency is expressed 
as DEeo. Optimum efficiency may not always be 
practical to obtain. Designs selected to fit the 
individual field requirements generally should have 
efficiency of no more than 10 percent below the 
optimum. 

Equations 

Design equations have been developed that 
describe the relationship between furrow length, 
inflow time, inflow rate, deep percolation, surface 
runoff, and field application efficiency for selected 
design values of application depth, soil intake family, 
and furrow slope and spacing. 

Separate design equations and procedures are 
shown for each of the three types of furrow or 
corrugation irrigation: 

1. Graded furrows or corrugations with open ends. 
2. Cutback-inflow furrows with open ends. 
3. Level-impoundment furrows. 

Graded Furrows 

Equations for system design have been developed 
for the following items that must be determined in 
preparing a furrow or corrugation design: (1) wetted 
perimeter, (2) advance time or travel time, (3) 
opportunity time, (4) gross application depth, (5) 
intake depth at  selected length, (6) average intake 
over the entire length of furrow, (7) surface runoff, (8) 
deep percolation, and (9) field application efficiency. 
All depths are expressed as equivalent depths over 
the furrow spacing. 

Wetted perimeter.-The opportunity for water 
intake from a furrow is directly related to the cross 
section that is in contact with the water. The contact 



Figure 5-15 

Intake-family Curves 

Time T (min.) 

area per unit of length is the wetted perimeter and A relationship between wetted perimeter and Qn 
can be defined from the Manning formula as follows: S- is derived using a minimum bottom width of 

0.2 foot with 1:l side slopes and a maximum bottom 
A=Bd+zd2 width of 0.5 foot with 2:l slopes, and a number of 

cross-sectional shapes between these two extremes. 

P ' = B + ~  GFZZF The resulting equation for wetted perimeter after 
units conversion is: 

where 
P' =wetted perimeter, ft 

Q =furrow inflow, gpm 



n =Manning roughness coefficient 

S =furrow slope, ft/ft 

Intake from a furrow occurs only over the part of 
the soil surface that is in contact with the furrow 
stream or the wetted perimeter of the furrow. 
However, intake is vertical and horizontal in 
contrast to flooding or sprinkler methods where 
intake is only vertical. To account for both vertical 
intake, which is influenced by gravitational forces, 
and horizontal intake, which is influenced by suction 
forces, the wetted perimeter is increased by an 
empirical constant of 0.700. This factor is an average 
value derived from studies that indicate that 
horizontal intake is a function of the 0.4 power of 
intake opportunity time. 

The relationship for wetted perimeter, after adding 
the constant for horizontal in take, becomes: 

The value of P determined from equation 1 cannot 
exceed the furrow spacing W. Values of wetted 
perimeter plus constant are given in table 5-8 for 
selected inflow rates and furrow slopes. 

Advance time.-The reduction of the stream as it 
travels down the furrow results in decreasing 
velocity and thus a continually decreasing rate of 
advance along the length of the furrow. 

A regression analysis of velocity advance was made 
from several hundred furrow trials to relate effect of 
inflow rate, slope, length, and furrow-intake family. 
These studies resulted in a semilogarithmic equation 
for advance time in the form: 

where 

T,= advance time, minutes 

x =furrow length to point x, feet 

Q =inflow rate, gpm 

S =furrow slope, ft/ft 

c =advance coefficient varying with 
furrow-intake family 

c =(23.211+5.8653 If) 

d =advance coefficient varying with 
furrow-intake family 

If = furrow-intake family number 

TABLE 5-8.- Wetted perimeter plus constant (feet) 

Furrows 
n=0.04 

(gprn) 0.0005 0.001 0.002 0.004 0.006 0.008 0.010 0.020 0.030 

Corrugations 
n=0.10 

'Values of P cannot exceed furrow spacing W. 

The maximum length of advance is reached at the 
point at  which the volume of intake along the furrow 
length equals the volume of inflow. The advance time 
equation is not applicable to furrow slopes of less 
than 0.05 percent. 

Intake family and advance coefficients are listed 
for various intake-family numbers in table 5-9. 
Figures 5-16(a) through 5-16(f) describe advance time 
in relation to furrow length for intake families 
ranging from If=0.05 to If=2.0. The curves are 
developed for an inflow rate of 1 gpm and a specific 
furrow slope. Curves are shown for slopes of 0.0005, 
0.001, 0.005, 0.01, 0.02, and 0.03 ft/ft. 



TABLE 5-9.-Furrow-intake family and advance 
coefficients 

The following example illustrates use of the figures 
for a slope of 0.005 ft/ft, furrow length of 900 feet, 
inflow rate of 10 gpm, and a furrow-intake family of 
0.3. 

Furrow length 900 = - = g o  
Inflow rate 10 

L 
At the intersection of -=90 and If=0.3, 

Tt 
Q 

read the ratio - as 11.6. Advance time is then 
Q 

11.6 x 10 gpm= 116 minutes. 
Recession time.-The amount of time it takes for 

water to disappear from the furrow after inflow stops 
is termed recession time. After inflow stops, water in 
the furrow is removed by the flow continuing down 
the furrow and/or by infiltration into the soil. The 
time of recession increases a t  successive points 
downstream. 

Recession time for graded furrows with open ends 
is comparatively short and has little effect on the 
quantity of intake. The time required for the furrow 
stream to increase to a quantity used in the design 
after it reaches a specified station and the time of 
recession from that point tend to balance each other 
so that recession time can be omitted from the design 
criteria for graded furrows with open ends. Time of 
recession is significant for low graded or level 
furrows with blocked ends. Runoff is eliminated in 
these types of furrow systems and a different design 
procedure is required, which will be described 
separately. 

Intake opportunity time.-Another factor 
influencing design is the intake opportunity time, 
the time water is available for infiltration a t  any 
point along the furrow. The opportunity time (To) 
also decreases at  successive points downstream and 
depends on the inflow time, the advance time, and 
the recession time as shown by the following 
equation: 

Inflow time (Ti) is a constant for a specific 
irrigation. Advance time (TJ increases at  successive 
points downstream. Recession time (T,) is assumed to 
be zero for graded open-end furrows. This assumption 
results in an equation for opportunity time a t  any 
given point (x) along the furrow as follows: 

Substituting equation 2 for Tt yields: 

where 

To = intake opportunity time in minutes a t  any 
point, a distance of x from the inlet. The 
subscript n is used rather than o to describe 
the net opportunity time required for a 
cumulative intake F,. 

T,=inflow time in minutes. 

It is also necessary to determine the average 
intake opportunity time for the entire furrow length 
to determine the total amount of applied water that 
has infiltrated. The average opportunity time, 
assuming recession time is 0,  is equal to the inflow 
time (Ti) less the average advance time. The average 
advance time is determined by integration of 
advance equation 2 between the limits of 0 and L 
and dividing by the length L. 

Integration by parts yields the following equation 
for average opportunity time: 



Figure 5-16(a) 

Advance Time vs. Length (S = 0.0005 ft.lft.) 
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Figure 5-l6(b) 

Advance T h e  vs. Length (S = 0.001 ftJft.) 
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Advance Time vs. Length (S = 0.005 ft.lft.) 

Figure 5-16(c) 

0 
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a F~gure 5-16(d) 

Advance Time vs. Length (S = 0.01 ft./ft.) 



Figure 5-16(e) 

Advance Time vs. Length (S = 0.02 ft./ft.) 
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Figure 5-16(f) 

Advance Time vs. Length (S = 0.03 ft.lft.) 
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where T(o-L) is the average opportunity time for the 
furrow length (L) in minutes. 

The same equation can be used to determine the 
average opportunity time to point x, (T(0,)) along the 
furrow length by substituting the distance to point x 
for L in equation 4. 

Gross application depth.-The gross application 
depth must be known to determine the amount of 
surface runoff and the application efficiency that can 
be expected with the selected design. The gross 
application depth can be calculated by use of the 
equation: 

1.6041 Q Ti (5-5)  F, = 
WL 

where 

F, =gross depth applied, in 

Q=inflow rate, gpm 

Ti = application time, min 

W =furrow spacing, ft 

L= furrow length, ft 

Intake depth.-The point intake at which the 
entire surface is covered by the irrigation stream is 
expressed by the intake equation in the formula: 

where F is the point cumulative intake in inches; a 
and b are coefficients for each intake family as listed 
in table 5-9. T is the intake opportunity time at the 
intake point. Intake from a furrow occurs only over 
the portion of the soil surface that is in contact with 
the furrow stream or the wetted perimeter of the 
furrow. The wetted perimeter is adjusted by the 
addition of a constant (0.7) to account for both 
vertical and horizontal intake, as previously 
discussed. 

The point intake equation for furrows is: 

Intake depth is normally expressed as the depth 
over the entire furrow width or area. The equivalent 
intake depth for furrows then becomes x at  any point 
along the furrow length: 

where 
F,=cumulative intake at any point x along 

the furrow in inches 

T,,=opportunity time at point x along the 
furrow in minutes 

a & b = intake-family coefficients as given in 
table 5-9 

P=wetted perimeter, in feet, determined 
from equation 1. The maximum value 
cannot exceed furrow spacing W. 

W =furrow spacing in feet 

Equation 6 can be used to determine the 
cumulative intake at any point x along the furrow. 
The designer may, for example, select a point x equal 
to 80 percent of the furrow length at  which to apply 
the design application depth. Normally, furrow 
designs provide for application of the design depth at  
the end of the furrow and the subscripts of 
cumulative intake F and opportunity time T are 
changed to F, and T,, respectively. 

Equation 6 then becomes: 

where F, is the design depth in inches and T, is the 
required opportunity time for the design depth. 

The average cumulative intake for the entire 
furrow length can be determined using equation 7 by 
substituting the average opportunity time T(o-,) 
computed by using equation 4 for the opportunity 
time (T,) at  length L. 

The average cumulative intake (F(o-~)) for a length 
less than L can also be determined by substituting 
the average opportunity time (T,-,,I in equation 8 for 

T,o-I,,. 



Surface runoff.-Outflow from the end of a graded 
furrow is necessary to provide opportunity time for 
intake at the lower end of a furrow, unless the ends 
are blocked and the water is ponded in the furrow. 
Properly designed furrow systems must provide for 
recovery and reuse or safe disposal of the surface 
runoff. The expected average depth of runoff can be 
estimated by use of the equation: 

where RO = average surface runoff depth in inches. 
The surface runoff can be expressed in volume 

units by the equation: 

where 
v ~ o  = volume of runoff, acre-ft 

RO = surface runoff, in. 

inflow volume less the runoff and deep percolation 
volumes, divided by the inflow volume. 

The equation for efficiency if the design 
application is applied a t  furrow length L is: 

where AE is application efficiency in percent. 
The equation for efficiency where the design 

application is applied a t  a point x that is less than 
the furrow length L becomes: 

where 
(5-10) 

AE = application efficiency, percent 

DP =deep percolation, inches, as computed in 
equation 12 

W = furrow spacing, ft Summary of Graded Furrow Equations 

L=furrow length, ft Wetted perimeter plus constant 
Deep percolation.-Deep percolation is the 

average depth of irrigation water that infiltrates the P= 0.2686 (Qn/Sa a 4247+ 0.7462 
soil in excess of the design application depth. Deep 
percolation is determined from the equation: Advance time 

where DP = average deep percolation over the furrow Opportunity time 
length in inches. The equation can also be expressed 

(5-3) X T, = T, - - e (dx/esl/") 
as: C 

Average opportunity time DP = - F, 

When the design application, a t  the option of the (5-4) T ( ~ - ~ ) = T i -  
designer, is to be applied at a point x that is less than 1 dL e(dL/QS )+I  
the furrow length L, the equation for deep 
percolation expressed as equivalent depth over the [cL (-&-), ( Qsl/" ) 
entire length becomes: 

Gross application depth 

* I 
- 

Application efficiency.-The application efficiency WL 
is defined as the percentage of the applied irrigation 
water that is stored in the soil a t  design application 
depth. Efficiency as a decimal is expressed as the 



Cumulative intake at a point x 

Cumulative intake at a design point 

Average cumulative intake for furrow 
length L 

Runoff depth 

Runoff volume 

Deep percolation and application 
efficiency at length L 

Deep percolation and application 
efficiency at length less than L 

Design Examples of Graded Furrows 

Information available: 
Type: Graded 

Intake family: It=0.3 

Design application depth: Fn=3.0 in 

Length: L=900 ft 

Slope: S= 0.004 ft/ft 

Spacing: W = 2.5 ft 

Roughness coefficient: n = 0.04 

Design assumptions: 
(1) The water will spread laterally across the 2.54% 

furrow spacing. 
(2) The design application is to be applied a t  the 

end of the 900-ft furrow. 

Procedure: 
(1) Assume the inflow rate Q is 10 gpm. 
(2) Find intake and advance coefficients for the 0.3 

intake family from table 5-9: 

(3) Compute the advance time for the 900-ft furrow, 
using equation 2. 

T, = 133 min 

(4) Calculate the wetted perimeter plus constant 
using equation 1. 

or from table 5-8, find for Q=10 gpm 
P=1.33 f t  

(5) Calculate net opportunity time (T,) required for 
design application (F,) of 3.0 inches using equation 7. 

Solving for T,: 

W 11 0.7204 

((F,,X$-0.275) ] 
Tn = = 1023 min 

0.0364 

(6) Calculate the application time Ti: 

Ti=Tt+Tn= l33+ lO23=l,l56 min 



(7) Calculate the gross application: 

(8) Calculate the average opportunity time for the 
900-ft furrow, T,,-,,: 

T(o-,,= 1,156.7 -45.l= 1,111.6 min 

(9) Calculate average intake for the entire furrow 
length. 

(10) Calculate the deep percolation. 

(11) Calculate the surface runoff. 

(12) Calculate the application efficiency. 

(13) Summary of the results: 
If=0.3 

Q= 10 gpm 

L=900 ft 

Ti=1,156 min 

(14) Assume different inflow rates and repeat steps 
1-12 until either an acceptable inflow time or 
application efficiency, or both, is obtained. 

Procedure for Using Design Charts 
A series of design charts similar to figures 5-17 and 

5-18 can be prepared to simplify the design 
procedure for graded furrows and eliminate the use 
of solutions by equations. Each chart is for a specific 
intake family, furrow slope, design depth of 
application, furrow spacing, and Manning roughness 
coefficient. Each chart has four sets of inflow-rate 
curves describing the relationship of furrow length 
to: (1) inflow time, (2) deep percolation, (3) runoff, and 
(4) application efficiency. Solutions can be obtained 
from charts for a known or assumed value of either 
inflow rate, deep percolation, runoff, or efficiency 
paired with a known or assumed value of either 
inflow rate or furrow length. For example, for an 
assumed efficiency and inflow rate, the furrow 
length, runoff, deep percolation, and inflow time 
can be determined to provide the most practical 
farm operating schedule. 

Charts can be converted to furrow spacings other 
than 30 inches by the following procedure: 

1. Divide net application F, by the ratio of 2.5 ft 
divided by the desired spacing in feet, which gives an 
adjusted net application. 

2. Using the adjusted net application, select a 
chart that has an F, value nearest the adjusted 
value. 

3. From the selected chart read inflow time Ti, 
runoff RO, and efficiency AE. 

4. Determine the gross depth of application F, by 
multiplying the net application F, from the selected 
chart by 100 and dividing by efficiency AE. 

5. Multiply gross application F,, design application 
F,, and runoff RO by the ratio found in step 1 above 
to get adjusted gross application (F, adj), adjusted 
design application (F, pa) and adjusted runoff (Rosa) 
for the desired furrow spacing. 

6. Obtain adjusted deep percolation (DPsdj) by 
subtracting the sum of the adjusted design 
application (F, adi) and the adjusted runoff (Road) 
from the adjusted gross application (F, 

7. No adjustment is required for the inflow time Ti, 
inflow rate Q, and efficiency AE. If a cutback method 
is to be used, further calculations are necessary. 

Example 
The following example illustrates the use of the 

design charts for a specific graded furrow irrigation 



Fiaure 5-18 Figure 5-17 

Graded Furrow Design Chart 

Length (feet x 100) 
Furrow spacing (30 inches) 

system. The same information and assumptions are 
used as in the example illustrating solution by 
equations: 

Intake family (IJ=0.3 

Design application depth (F,)= 3.0 in 

Length (L) = 900 ft 

Slope (S)=0.004 ft/ft 

Spacing (W) = 2.5 ft 

Roughness coefficient (n) = 0.04 

Graded Furrow Design Chart 

Length (feet x 100) 
Furrow spacing (30 inches) 

By using the chart in figure 5-18 and a furrow 
length of 900 feet, the following solutions are 
possible: 

(1) Assume inflow time Ti is 18 hours or 1,080 
minutes: 

At the intersection of 1,080 minutes inflow time 
and 900 ft length on the various curves, the inflow 
rate is approximately 12 gpm, deep percolation is 
approximately 0.15 inch, efficiency is 33 percent, and 
runoff is 6 inches. 1 

Using the same procedure, find solutions for the 
following: 



a (2) Assume efficiency is 49 percent. 

AE=49% 

L= 900 ft 

Find: 

Q=5.0 gprn 

RO= 2.5 in 

Ti= 1,700 min=28.3 hr 

DP=0.60 in 

(3) Assume inflow rate is 10 gprn 

Q= 10 gprn 

L=900 ft 

Find: 

Ti= 1,150 min= 19.2 hr 

DP=0.2 in 

RO = 5.0 in 

AE=37% 

(4) Assume the furrow spacing in example 3 is 3.33 
ft rather than 2.5 ft for which the chart was 
prepared. The following computations are necessary: 

(a) Ratio=2.5 f t t  W=2.5 ftt3.33 ft=0.750 

Adjusted net application = 3 in+ 0.75= 4.0 in 

(b) Select chart, figure 5-17 

(c) Ti=1,050min=17.5hr 

RO = 5.4 in 

AE=35% 

(dl F,=(4.Oin~lOO)t35%=11.4in 

(e) F, .,= 11.4 inx0.75=8.6 in 
F, .,=4.0 inx0.75=3 in 

RO,,=5.4 i n x  O.75=4 in 

(0 DP,, = 8.6 in - (3 in + 4 in) = 1.6 in 

Cutback-Inflow Method 
The volume of surface runoff resulting from 

irrigations using a constant inflow rate can be 
reduced, and the application efficiency thereby 

0 
significantly improved, by reducing the inflow rate 

for part of the application time. Such a cutback 
procedure increases the labor requirements because 
an adjustment to reduce the flow to the furrows must 
be made during the irrigation. Also, unless the 
supply flow is reduced a t  the source, the remaining 
supply flow must be either applied to other field 
areas or stored. If surface runoff from constant 
inflow graded furrows can be reused, the cutback 
method may not be desirable or feasible from a labor 
standpoint. 

The assumption is made that in using the 
cutback-inflow method the initial flow rate will be 
reduced to one-half when it has advanced to the end 
of the open-end furrow. The time of cutback is then 
equal to the advance time as described by equation 2, 
after substituting length L for distance x: 

The time required for intake of the design 
application F,, at the end of the furrow is from 
equation 7: 

where PI is the wetted perimeter for the cutback-in- 
flow rate Q / 2  or: 

The total inflow time for the cutback method is 
then the sum of the opportunity time required at the 
end of the furrow TnC and the advance time Tt or 

Tic = Tnc + Tt (5-16) 

The average advance time, T,,,, is: 

The average opportunity time for intake during 
the time for the initial inflow rate to advance to the 
end of the furrow is described by the second term in 
equation 4, subtracted from travel time to furrow 
length, L or: 



The average intake during the advance period then 
becomes, from equation 8: 

The average intake under cutback conditions is the 
sum of intake during the advance period and the in- 
take during the remainder of the inflow time during 
which the inflow rate is reduced to one-half the initial 
inflow, or: 

which becomes: 

The gross application under cutback conditions 
becomes: 

Runoff, deep percolation, and efficiency under cutback 
conditions are: 

F n c  AE, = 100 - 
F,c 

Design tables or charts for the cutback-inflow 
method can be prepared for specific intake families 
and net application depths for a range of slopes, 
lengths, and flow rates to facilitate use of the design 
procedure. 

Summary of Cutback-Inflow Equations 

L T+ = - e (~L/Qs') 



Design Example of Cutback-Inflow Equations 

Information available: 

Type: Graded furrow 

Intake family: If=0.3 

Desired applied depth: I?,, =3.0 in 

Length: L= 900 ft 

Slope: S =O.OO4 ft/ft 

Spacing: W = 2.5 ft 

Roughness coefficient: n = 0.04 

(6) Calculate the net application time T,, required 
for intake of the desired application (F,) using equa- 
tion 15: 

T,, = 1,218 min 

Procedure 
(1) Assume inflow rate Q is 10 gpm. (7) Calculate the inflow time (Ti) required 
(2) Find intake and advance coefficients for the 0.3 equation 16: 

intake family from table 9: 

using 

Ti, = T,, + T,, = 1,218 + 133 = 1,351 rnin 

(8) Calculate the average opportunity time TtaVe dur- 
(3) Calculate advance time to the furrow length of ing the advance period using equation 17 and the 

900 feet, using equation 2: initial inflow rate Q: 

Tt = 133.4 min 

(4) Calculate wetted perimeter plus constant P using 
equation 1 with a 10-gpm inflow rate: 

P could be obtained from table 5-8 rather than by 
calculation. 

=21.039[(1.3088- 1) e l.:i"XX+ 11 

(5) Calculate wetted perimeter plus constant PI us- 
= 21.039 (2.143) = 45 min 

ing equation 1 with an inflow rate of 612 or 5 gpm: 

Toadv= Tt-Ttave 

= 133.4-45 

=88.4 min 



(9) Calculate the average intake (Fo-J under 
cutback-inflow conditions using equation 18: 

(10) Calculate the gross application (F,) using equa- 
tion 19: 

(11) Calculate runoff (RO) using equation 20: 

RO,=F,,-F(0-,),=5.3-3.2=2.1 in 

(12) Calculate deep percolation (DP) using equation 
21: 

(13) Calculate application efficiency (AE) using 
equation 22: 

Fnc - 100 (3.0) =57% AE, = 100- - 
F,, 5.3 

(14) Summary of results: 

If ~ 0 . 3  

Q =10gpm 

S =0.004 ft/ft 

W =2.5ft 

F, =3.0in 

L =900 ft 

Tic = 1,351 min = 22.5 hr  

T,, ='time to cutback = 133 min = 2.2 hr 

ROC =2.1 in 

DP, =0.2 in 

AE, =57% 

F,, = 5.3 in 

(15) Assume different inflow rates and repeat steps 
1-14 until either an acceptable inflow time or an 
application efficiency is obtained, or both. 
Figure 5-19 illustrates design charts that simplify 
the design of cutback-inflow-furrow systems. The 
chart is for an intake family of 0.3, design application 
depth of 3.0 inches, and a slope of 0.004 ft per ft. 

Level Impoundment Furrows 

Surface runoff is eliminated in level furrow 
systems with diked ends. Water is applied a t  one end 
of the furrow a t  a rate that quickly provides coverage 
of the entire length, and is then ponded until it 
infiltrates the soil. 

Design equation assumptions.-The design 
equations for level impoundment are based on the 
following assumptions: 

1. The volume of water delivered to the furrow is 
equal to the average intake over the entire furrow 
length. 

2. The intake opportunity time a t  the last point 
covered is equal to the time required for the net 
irrigation to enter the soil. 

3. The longest intake opportunity time a t  any point 
along the furrow is such that deep percolation is not 
excessive. 



Fqufe 5-19 

Cutback-Inflow Furrow Design Chart 

Length (feet x 100) 
Furrow spacing (30 ~nche's) 

Substituting relationships for gross and net 
application yields an  equation for application 
efficiency: 

The intake opportunity time a t  the end of the 
furrow, to meet assumption 2, is equal to the net 
intake opportunity time T,. The average opportunity 
time for the furrow length is then the average 
opportunity time during advance time plus the net 
application time, or: 

After integration of equation 2 for advance time 
(TJ between the limits of 0 and L and dividing by L, 
the equation for average intake opportunity time 
becomes: 

r ,  

where T,, from equation 7, is: 

4. The ends of the furrows are blocked or diked to The inflow depth for level furrows may be approxi- 
prevent outflow and the depth of flow can be mated by the empirical equation: 
contained within the furrow. 

The gross application is determined by the inflow Inflow depth=0.1116 Q0.3419 
rate Q, inflow time Ti, furrow spacing W, and the where Q is inflow rate in gpm. 
length L as described by the equation: The hydraulic gradient then becomes: 

The gross application is also a function of the net 
application F, and application efficiency AE as The first assumption is met by equating the gross 
described by: application to the average intake: 



L n r z d  P Average intake opportunity time 

Solving for application efficiency yields the 
equation: 

Net opportunity time 

Advance time 
Combining the equations for efficiency, equations 23 

and 26, yields the following equation for inflow time, (5-2) L e ' d ~ s g i  
TI ; c 

Hydraulic gradient 

1 (5-25) S=- (0,1116 QO.3419) 
Deep percolation, expressed as an average for the L 

furrow length (L) and spacing (W) is the difference 
between the gross and net application, or Deep percolation 

Application efficiency is, as previously described: 
Gross application depth 

(5-5) F, = 
1.6041 Q Ti 

100 F, WL WL 
F n  - AE= 100 -- (5-13) 
F, 1.6041QTi Application efficiency 

F, - 100 F, WL Table 5-10 illustrates design tables prepared using (5-13) AE=100 --- 
the level furrow relationships. Similar tables for I?, 1.6041QTi 
selected net application depth (F,), furrow length (L), 
and roughness coefficient (n) can be developed to 
facilitate design and rnanagment of level furrows. 
Design charts also can be prepared. Design Example of Level Furrows 

Summary of Level Furrow Equations Information Available: 

Wetted perimeter plus constant 
Type: Level impoundment 

(5-1) P=0.2686 (Qn/So5) 0.4247+ 0.7462 Intake family: If= 0.3 

Inflow time Desired application depth: F, = 3.0 in 

Length: L=900 ft 
(5-27) Ti= 

1.6041 Q Spacing: W =2.5 ft 



TABLE 5-10.-Leuel furrows 

- "- 
n=0.04 W=30 inches 

F, L 11 Q AE Inflow Deep Advance Tn 
time perc. time 

(in) (feet) (mm) (pet) (rnin) (in) (min) Win) 



TABLE 5-10.-Level furrows (conk) 
--- 

" - -----"" n=O.Oil W=30 inches 
"-- 

Fn L If Q AE Inflow Deep Advance T, 
time perc. time 

(in) (feet) kpm) (pet) (mid (in) (minj (min) 



TABLE 5-10.-Level furrows (cont.) a- -- . --- d - " -- 

-- -- n=0.04 W=30 inches 
">-. - -- 

F. L I, Q AE Inflow Deep Advance T, 

(in) (feet) 
time perc. time 

(am) (pct) (rnin) (in) ( m i d  (rnin) 



Roughness coefficient: n=0.04 

Procedure: 

(1) Assume inflow rate is 20 gpm 
(2) Compute hydraulic gradient, using equation 25: 

1 
S=-(0.1116 Q"3419) 

L 

S=(O.1116 (20)0~3419)/900=0.000345 ft/ft 

(3) Compute wetted perimeter plus constant, using 
equation 1: 

(4) Find coefficients from table 5-9: 

Intake family 0.3 

(5) Compute net opportunity time, using equation 7: 

T, = 532 rnin 

(6)  Compute advance time, or the time water is 
predicted to reach the end of the furrow, using 
equation 2: 

(7) Compute average opportunity time, using equa- 
tion 24: 

TOnve=532+ 335- 7.26 (12.396)= 777 min 

(8) Compute inflow time, using equation 27: 

Ti = 
PL 

1.6041 Q 
(a (ToJb-t 0.275) 

Ti'1=271 min inflow time 

(9) Compute gross application, using equation 5: 

(10) Compute average deep percolation, using 
equation 28: 



(11) Compute application efficiency, using equa- 

(12) Summary 

Ti= 271 rnin 

F,= 3.9 in 

AE= 77% 

DP= 0.9 in 

Tt=335 min 

T, = 532 min 

(13) Assume different flow rate and repeat steps 
1-11 until an acceptable inflow time and/or efficien- 
cy is obtained. 

The solution of equations may be avoided by use of 
design tables. 

Preparation of design charts for selected values of 
intake family and net application depth, using hand 
calculators or computer facilities, is recommended to 
avoid the relatively laborious calculations involved. 
Figure 5-20 is a design chart for intake family 0.3 

Figura 5.20 

Level Impoundment Furrow Design Chart 

and a 3.0-inch net application depth. Length (feet x loo)  
Furrow spaclng (30 Inches) 

Distribution System 

The onfarm water conveyance portion of a furrow 
or corrugation irrigation system consists of all the 
ditches, conduits, structures, and outlets necessary to 
deliver the water from the supply source to the 
individual furrows where it is to be applied. The 
water conveyance system should be located so that 
all sections are convenient for operation and 
maintenance. A properly designed underground 
pipeline requires the least maintenance and labor. 
The distribution system should be designed to: 

1. Deliver the required quantity of water to each 
segment of the furrow or corrugation at an elevation 
that permits proper operation of the system. 

2. Be accessible for operation and maintenance. 
3. Be flexible in operation. 

4. Convey the water as economically, efficiently, 
and safely as possible. 

5. Not permit excess loss in transit, 
6. Include facilities for water measurement. 
The planned layout of the distribution system 

should be such that tailwater recovery can be readily 
incorporated when the system is installed. Other 
potential uses, such as distribution of livestock waste 
on the field, should also be considered when making 
the system layout. 

Cost is a major factor in determining the kind of 
distribution system to use. It is also important in the 
system layout. The system should be planned so that 



the minimum amount of ditch and/or pipeline 
services the entire area and so that the cost of 
supporting structures is minimal. The system 
includes either farm ditches or pipelines in 
conjunction with related structures for conveyance, 
grade control, water distribution, measurement, and 
applkatjon to the field. 

Farm Ditch 

Irrigation ditches are open channels used to carry 
irrigation water to or part way to its point of use. 
Small, inadequate ditches without proper control 
structures and maintenance probably cause more 
trouble in operating a furrow irrigation system than 
any other factor. In porous soils, unlined ditches lose 
considerable quantities of water by seepage. This loss 
frequently accounts for 25 percent or more of the 
water delivered to the conveyance system. 
Vegetation along a ditch contributes to water loss 
through transpiration. There is potential for damage 
to the distribution system if open ditches are located 
where they are accessible to livestock or to vehicular 
traffic. Open, unlined ditches in permeable soils can 
also cause waterlogged areas. 

Lining is an effective way to control seepage and 
prevent ditch erosion. Concrete linings have proved 
the most satisfactory type over a period of years. 
Permanent ditches may, however, obstruct the use of 
farm equipment. Since the quantity of water needed 
for most farm irrigation systems is small enough to 
be carried in a pipeline, surface or underground pipe 
generally is recommended instead of surface 
irrigation ditches. 

Pipelines 

Irrigation pipelines can be placed on the surface or 
underground. Portable surface pipe has an 
advantage over underground pipe in that it can be 
moved and used in more than one location. The 
disadvantages are that labor is required to move the 
pipe and it is more susceptible to damage. 

Pipeline delivery systems may consist of a 
combination of buried line and surface pipe. A buried 
main line may extend from the water source to 
individual fields and surface pipe may be used for the 
field main. This permits moving the surface pipe to 
other fields. The buried main can also extend into the 
fields as a field main and have risers and valves 
appropriately spaced to deliver water to surface 
ditches or gated pipe. The pipe size should limit the 
velocity to about 5 feet per second. 

Related Conveyance Structures 

If open ditch systems are used to deliver water to a 
furrow or corrugation system, frequently it is 
necessary to provide some type of structure to carry 
the water across depressions or drains and under 
roads or other obstructions. Flumes, inverted 
siphons, and culverts are the structures most 
commonly used. 

Flumes.-Flumes are artificial channels supported 
by substructures that carry water across areas where 
ditches are not practical. They must be large enough 
to carry the full discharge of the ditch and the 
substructures must be strong enough to support the 
channel when it is filled with water. 

Inverted siphons.-Inverted siphons are closed 
conduits that carry water under depressions, roads, 
or other obstructions. 

Culverts.-Culverts are closed conduits installed a t  
ditch grade and are commonly used to carry water 
under farm roads. They are usually corrugated 
metal, but they can also be concrete pipe. 

Where the ditch grade is so steep that the design 
flow would have an erosive velocity, some protective 
structure, such as a drop spillway or pipe drop, must 
be used. These structures control ditch velocity by 
abruptly lowering the water level. A pipe drop has an 
advantage in that it can also serve as a ditch 
crossing. 

Distribution Structures 

Distribution-control structures are required for 
easy and accurate distribution of irrigation water to 
the various fields on a farm or to various parts of a 
field. They may consist of division boxes to divide or 
direct the flow of water between two or more ditches, 
checks that form adjustable dams to control the 
elevation of the water surface upstream so that 
water can be diverted from the ditch, or turnout 
structures to divert part or all of the irrigation 
stream to a selected portion of the irrigated area. 

Application Control Structures 

Various devices are used for controlling the flow of 
water into each furrow or corrugation. Since it is 
generally desirable to deliver nearly equal flows into 
a number of rows a t  one time, control is based on the 
hydraulic concept that outlets of equal size operating 
under the same pressure head have equal flows. 
Rates of flow are changed during the irrigation by 
altering the size of the outlets, varying the number of 



outlets used, or changing the operating head over the 
outlets. The most common type of outlets used are 
siphon tubes or spiles for delivery from open ditches, 
and gates installed in sections of a pipe for delivery 
from surface or underground pipelines. 

Siphon tubes.-Siphon tubes are usually 
aluminum or plastic pipe preformed to fit a half cross 
section of an irrigation ditch. Normal diameters used 
for furrow or corrugation irrigation range from 0.5 to 
2.0 inches. Tubes are available in various lengths but 
normally are either 5.0 or 7.5 feet long. The discharge 
of a siphon tube depends on: (I) the inside diameter of 
the tube, (2) the length of the tube, (3) inside 
roughness, (4) number and degree of bends, and (5) 
the head under which the tube is operating. When 
the outlet end is submerged, the operating head is 
the difference in elevation between the water 
surfaces at  the entrance and outlet ends of the tube. 
When water in the tube is flowing freely, the 
operating head is the difference in elevation between 
the water surface a t  the entrance and the center of 
the outlet end of the tube. Figure 5-21 can be used to 
estimate the flow from standard aluminum or plastic 

siphon tubes. When the water supply decreases or is 
interrupted, standard siphon tubes lose their prime. 
A siphon tube that automatically resumes operation 
after interruptions in the water supply is a 
labor-saving device and provides more safety in 
furrow water application. 

Spilcs,-Spiles are pipes, 1.0 to 2.5 inches in 
diameter, used to distribute water from a ditch into 
corrugations or furrows. They are set permanently in 
the bank of the head ditch, and they must be long 
enough to extend through the bank and linings, if 
any. 

Care must be taken to install spiles at  the proper 
elevation so that the same amount of flow enters all 
the rows being irrigated at the same time. Spiles are 
used where the head ditch is nearly level. The water 
elevation in each ditch section can then be controlled 
by a check. It should be high enough above the center 
of the spile opening to deliver the maximum design 
furrow stream. The water can then be lowered to a 
point at  which the cutback stream flows through the 
spiles. Flow can also be controlled by gates at  the 
inlet end. 

Figure 5-21 

e Discharge of Aluminum Siphon Tubes at Various Heads 
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Automated Farm Systems 

Gated pipe.--Gated pipes are portable pipes with 
uniformly spaced outlets for releasing irrigation 
water into individual furrows or corrugations. Gated 
pipe can be used in place of a head ditch at the top of 
a field, or it can be used in conjunction with the head 
ditch. It is well suited to use in place of an 
intermediate head ditch on fields too long to be 
irrigated in one length of run. This permits 
cultivation through longer rows since the pipe can be 
moved readily. 

When connected to buried pipelines through 
hydrants, gated pipes allow the water to be conveyed 
in an enclosed system from the source to the head of 
the furrows or corrugations, thereby reducing 
seepage losses to a minimum. They also provide a 
convenient means of regulating flow. The gates 
provide positive control and are especially good if 
cutback streams are used. They may be slide gates 
covering either round or rectangular holes in the 
pipeline, or they may be round alfalfa-type valves or 
round butterfly valves in short sections of the 
properly sized tubing connected to the pipe. Flexible 
sleeves are frequently attached to the gates to aid in 
distribution and to minimize erosion at the inlet to 
the rows. Water flow can be regulated by the degree 
of gate opening. 

High labor costs have caused many farmers to seek 
labor-saving devices for their irrigation enterprises. 
These irrigators are interested in some method of 
making their systems automatic or, at  least, 
semiautomatic. The first requirement for automation 
of a furrow system is that it be properly designed, 
installed, and maintained. Systems can be 
completely automatic, with reset features and water 
sensors that detect the need for irrigation, turn on 
the water if from farm sources, correctly irrigate the 
field portion by portion, turn off the water when the 
irrigation is complete, and reset so that the system is 
prepared for the next irrigation. 

Most automated farm systems are semiautomatic, 
with the irrigator deciding when irrigation is needed 
and delivering the irrigation water to the field. 
Delivery to a field is by surface ditches or by surface 
or underground pipelines. Where surface ditches are 
used, the head ditches are lined and have check gates 
that are tripped by the weight of accumulated water 
from a controlled rate of flow that slowly fills a 
container. The ditch must have a predetermined 
grade so that water is applied uniformly to the 
correct number of furrows at a proper design rate. 
The furrows can be irrigated by use of spiles through 
the ditch or by use of the fail-safe siphon tubes. 

Automation is more commonly used with 
underground pipe in conjunction with surface gated 
pipe. Pneumatic valves in hydrants attached to the 
underground pipe control the flow to sections of 
gated pipe. These valves are usually controlled by a 
time clock that allows the irrigation to continue for a 
predetermined time, and diverts water to sequencing 
sets across the field or fields. 



Drainage Facilities 

If farm irrigation systems are Lo be automated, the 
following requirements should be met: 

1. The system should be such that failure of the 
automation does not result in excessive damage to 
the immediate farm, or to other property. 

2. The system should be simple, reliable, and 
easily maintained. 

3. It should be economically feasible. 
4. It  should operate a t  low cost. 
5. I t  should irrigate the field efficiently and 

distribute water uniformly. 
6. It should be capable of applying various depths 

of water according to seasonal plant needs. 
I t  is essential that any automatic or semiautomatic 

system include provisions for tailwater recovery. 
The irrigation water can also be controlled by 

using sensing or timing devices that change the 
irrigation from one set of furrows to the next by 
automatically controlling gates or valves in the 
distribution system. Moisture resistance blocks and 
tensiometers are used as sensing devices. 
Tensiometers can be used only where soil moisture 
tensions are less than one atmosphere. The 
resistance blocks can measure a greater range of soil 
moisture conditions and, therefore, are probably 

a more satisfactory for most uses. 

Provisions to remove water p~omptly and safely 
from the irrigated land should be an integral part of 
the design of a farm irrigation system. The excess 
water may be surface runoff from rainfall, tailwater 
from irrigation, or excess percolation of either 
irrigation or rainfall. It may also include leakage or 
seepage from parts of the conveyance system. 

Storm runoff must be diverted around or carried 
through the irrigation system to protect the land, the 
irrigation system, and the crop. Special erosion 
control measures may require modifications in the 
design or layout of the irrigation system. Tailwater 
from irrigation must be recovered or disposed of 
without damage to lower lands. Excess percolation of 
either irrigation water or rainfall may lead to a high 
water table that restricts root growth or promotes a 
saline or alkaline condition. Seepage from ditches, 
reservoirs, and sumps may waterlog adjacent land, 
requiring tile or open drains to control the water 
table. 

Outflow Control 

Rainfall Runoff 

Standard Soil Conservation Service procedures are 
available to determine the volume and rate of runoff 
from precipitation. Runoff can leave the land 
through natural water courses. Tailwater or waste 
ditches are needed a t  the lower end of irrigation runs 
to collect both this rainfall runoff and tailwater from 
irrigation. Storm runoff generally governs the 
capacity requirements. Where storage and tailwater 
recovery facilities are provided for irrigation, the 
storm runoff should bypass the storage reservoir to 
prevent rapid loss of storage capacity by silt carried 
in the storm runoff. 

Irrigation Runoff 
Provisions for storage, safe disposal, or recovery of 

tailwater must be included in any graded furrow or 
corrugation irrigation layout if efficient irrigation is 
to be achieved. To obtain good water distribution in a 
furrow or corrugation system, the advance time 
should be as rapid as is practical. This requires an 
initial furrow stream considerably larger than 
needed to meet the intake rate of the soil, which 
results in considerable outflow or tailwater. By use of 
an inflow-cutback procedure, the tailwater can be 



reduced. The irrigation tailwater must be collected 
and reused on the farms or disposed of safely in 
accordance with state requirements. Some states now 
require that irrigation water not be allowed to 
trespass on lands not under the control of the 
irrigator. It is then necessary to provide some means 
of collecting the tailwater, transporting it to a pit or 
reservoir, and either storing or providing recovery 
facilities as needed. 

Subsurface Drains 

Irrigation water applied plus effective precipitation 
usually exceeds crop evapotranspiration. Most of the 
excess water percolates below the root zone, and 
unless the underlying material is sufficiently 
permeable to allow penetration below drainage 
depth, a water table may form a few feet below the 
soil surface and require drainage facilities. If 
drainage facilities are needed, the water table must 
be held below the root zone to provide aeration and to 
control salinity. This control is accomplished by 
subsurface drains that intercept or accumulate the 
excess ground water and return it to the surface. 
Subsurface drains are normally designed to lower 
and maintain the water table at  a level ranging from 
4.0 to 8.0 feet below the ground surface. A subsurface- 
drainage system may consist of interceptor drains, 
relief drains, or pumped drains. 

Interceptor drains.-Interceptor drains are used on 
the more sloping areas with a high water-table 
gradient. They are aligned perpendicular to the 
direction of ground-water flow. Subsurface drains are 
commonly used because the drain must be located 
according to ground-water conditions, which 
generally do not correspond to field boundaries, 
fences, or property lines. 

Relief drains.-Relief drains are generally used on 
level to gently sloping areas with a low water-table 
gradient. They are usually aligned parallel to the 
direction of ground-water flow. Relief drains are 
usually planned as a series of lateral tile lines in a 
gridiron or herringbone pattern in which each line is 
connected to a main that leads to an open drain. 

Pumped drains.-Pumped drains are used in areas 
in which the soils are underlain by porous sand or 
gravel aquifers that can be lowered by pumping. 
Detailed subsurface and ground-water studies are 
required to determine the possibility of satisfactorily 
lowering the water table by pumping. 

Tailwater Recovery 

Recovery or recirculating facilities collect 
irrigation runoff and return it to the same or 
adjacent field for irrigation use. Such systems can be 
classified according to the method of handling runoff 
or tailwater. If the water is returned to a field lying 
at a higher elevation, it is usually referred to as a 
return-flow system; if the water is applied to a lower 
lying field, this is termed sequence use. The 
components consist of tailwater ditches to collect the 
runoff, drainageways or waterways to convey water 
to a central collection area, a sump or reservoir for 
water storage, a pump, a power unit, and a pipeline 
or ditch to convey water for redistribution. Under 
certain conditions where gravity flow can be used, 
neither pump nor pipeline may be necessary. 

A return-flow system provides for the temporary 
storage of a given amount of water and includes the 
pumping equipment and pipeline needed to deliver 
the wates back into the application system. The 
sequence system generally has a pump and only 
enough pipe to convey the water to the head ditch of 
the next field. The farm often can be planned so that 
there is enough elevation difference between fields to 
apply the runoff water to a lower field in sequence by 
gravity. Recovery systems can also be classified 
according to whether they accumulate and store 
runoff water. Systems storing collected runoff water 
are referred to as reservoir systems. Systems that 
immediately return the runoff water require little 
storage capacity. They have automatically cycled 
pumping systems and are called cycling-sump 
systems. One or more types of systems may be 
applicable to a given farm. A sump is used where 
land value is high, water cannot be retained in a 
reservoir, or water ponding is undesirable. Dugouts 
or reservoirs are more common and are easily 
adapted to storage and planned recovery of irrigation 
tailwater. 

A reservoir system collects enough wates to be 
used as an independent supply or as a supplement to 
the original supply. The reservoir size depends on 
whether collected water is handled as an 
independent supply and, if not, on the rate water is 
pumped for reuse. A smaller reservoir is required if 
the system is used for cutback irrigation. Reservoirs 
should be at  least 8.0 and preferably 10 feet deep to 
discourage growth of aquatic weeds. Side slopes 
should be 2 or 2.5 feet horizontal for each 1 foot 



vertical to prevent sloughing of the banks. Where 
dugouts may be a safety hazard, one end slope should 
be 5 to 1 or less to provide a way of escape in case of 
accidents. The reservoir should provide for an 
unused storage depth of at least 1.0 foot. 

The cycling-sump system consists of a sump and a 
pump large enough to handle the expected rate of 
runoff that enters the sump. The sump is generally a 
vertical concrete or steel tube with a concrete 
bottom. The tube is approximately 48 inches in 
diameter and installed to a depth of approximately 
10 feet. Pump operation is controlled automatically 
by a float-operated or electrode-operated switch. 
Some storage can be provided in the collecting ditch. 

The size, capacity, location, and selection of 
equipment for these systems are functions of the 
main irrigation system, the topographic layout of the 

Fioure 5-22 

field or fields, and the farmer's irrigation practice 
and desires (fig. 5-22). 

If a sump is used, the pump should be capable of 
pumping 40 percent of the initial water supply. This 
system has the disadvantage that water i s  applied 
intermittently, making efficient application rather 
difficult. 

When a dugout is used, it should have the capacity 
to store the tailwater from a complete irrigation set. 
The pump capacity depends on the method or 
schedule of reuse planned. The pump can be designed 
to empty the storage in approximately one-fourth to 
one-third the desired application time and, in this 
way, provide a cutback operation, or it can be 
designed for continuous operation after the first set 
is completed with additional furrows watered after 
the first set. 

Plan for a ReturnaFlow System Used in Conjunction With an Underground Pipeline 
Distribution 

ail 
icl 

eturn C;T 

\ \ I 
xovery pit or sump and pump 
Sediment trap and bypass 

i f pit is used \ 



Intake Evaluation 

There are two purposes for making a furrow intake 
evaluation. The first is to aid in placing a named soil 
or group of soils in the intake family for design 
purposes. The second is to determine the intake time 
relationship for the specific conditions on an 
individual farm. 

Identifying the furrow intake family associated 
with a soil series and placing it into an irrigation 
design group may require evaluations on only a few 
representative sites in an area. To determine a 
design criterion adequate for irrigation under the 
specific conditions on an individual farm, an 
evaluation must be made on a specific field under a 
given set of conditions. Recommendations can then 
be made as to management adjustments needed. 

In making an evaluation, inflow and outflow 
measurements representing an entire irrigation set 
are most desirable. An alternative is to measure 
inflow and outflow for the first one-fourth to one-half 
of the irrigation set. If all irrigations during the 
season cannot be measured, it is best to make the 
furrow-intake evaluations during the middle of the 
irrigation season when conditions are about average; 
intake rates are usually high in the early part of the 
irrigation season and lower toward the end of the 
season. 

Site Selection 

Furrow tests to determine the intake 
characteristics must be made on carefully selected 
sites representative of the soil being evaluated. The 
site should have no recognizable difference in soils 
throughout the length that is to be evaluated. The 
furrows should have a uniform cross section and a 
uniform grade'between the inflow and outflow 
measuring points. Individual wheel rows should not 
be evaluated, but they may be included when 
evaluating a group of furrows. 

At least thsee adjacent furrows or furrow groups 
should be measured on each test site. Adjacent 
furrows on each side of the test area should also be 
irrigated simultaneously. 

Soil Conditions 
Onsite estimates of soil moisture are essential and 

should be made when evaluating a specified field. 
Where feasible, studies should be made if moisture 
conditions indicate that a normal irrigation 

application is needed. The condition of the furrows 
(freshly cultivated, cloddy, dispersed soil, smoothed 
by previous irrigation, etc.) should be recorded 
because they influence furrow intake rates. The 
number of times the field has been irrigated during 
the season should also be recorded. 

Cropping History 
The present crop, stage of growth, and previous 

crop grown should be recorded. 

Flow Measurements 

The flow of water in furrows can be measured in 
several ways. If the flow is small (up to about 20 
gpm), inflow can be measured volumetrically with a 
calibrated container and stop-watch, or with other 
small measuring devices (e.g., orifice plates, V-notch 
weirs, or trapezoidal flumes). Outflow can be 
measured with any of the above small measuring 
devices. See NEH Section 15, Chapter 9, 
"Measurement of Irrigation Water," for additional 
information. Care should be taken in selecting and 
installing measuring devices so as not to block the 
furrow flow. The outflow measuring device should be 
located at a point where backwater does not affect 
the flow to the extent that false intake rates are 
measured. 

Flow Control 
The inflow rate should be constant throughout the 

test. Otherwise, the volume of water jn channel 
storage in the furrow also changes. The inflow rate 
throughout the test must be described by measured 
flow rates and the time of measurement. 

Procedures 

Measure, do not estimate, the furrow length 
between the inflow and outflow measuring stations, 
Evaluate the full furrow length. The minimum 
evaluation length should be 200 to 300 feet for 
high-intake-rate soils, and 500 to 600 feet for 
low-intake-sate soils. Determine the average furrow 
slope and cross section. Take readings to determine 
uniformity of grade. Adequate cross section 
measurements usually can be obtained by measuring 
down from a straight edge placed level across the 
ridges. Measure cross sections at  representative 
locations (usually two or three) in each test furrow or 



furrow group. Locate flow-measuring stations a t  
intervals of 50 to 100 feet along the furrow. The 
furrow stream introduced should not cause erosion. 
It is, however, desirable, as part of the evaluation, to 
use the same flow rate that  the farmer normally 
uses, even if it results in erosion. The minimum flow 
should be large enough to produce a fairly uniform 
rate of advance. As shown in figure 5-24, record the 
time water starts flowing into each furrow. Adjust 
streams so that flows into all furrows are 
approximately equal. Record the time a t  which the 
water in each furrow reaches each station. 
Periodically or when the inflow rate changes, 
measure the inflow stream and record the rate of 
flow and the time. Record the time a t  which water 
starts to flow through the outflow measuring device. 
Periodically measure and record the outflow. If 
ending the intake evaluation before completion of 
the full irrigation, record final inflow-outflow 
measurements and the maximum depth of flow. 

Although not needed for the intake evaluation, for 
the field evaluation it is desirable to measure the 
wetted bulb after the completed irrigation. A soil 
moisture probe will readily define the boundary line 
between the wet soil and the relatively dry soil. The 
intake opportunity time needed to obtain this wetted 
pattern should be included with the sketch of the 
bulbs. Another method that can be used is to exca- 
vate a trench across the furrow and observe the 
wetted area. Examples of data collected from a field 
trial are given on the furrow intake-data sheets (figs. 
5-23, 5-24, and 5-25). 

Computation and Evaluation 

Compute the inflow and outflow volumes. For each 
furrow or groups of furrows, determine the average 
inflow (Q1), the inflow time (TI), and the cumulated 
volumes of inflow (vd and outflow (vo) a t  the end of 
the irrigation and a t  selected intermediate times. 
The first intermediate time selected should be after 
flow has reached the outflow station, flow is reason- 
ably uniform, and surface storage in the furrow 
reach is stable. For each furrow, determine a mini- 
mum of three points on the cumulative intake vs. 
time line. Each point is described by the coordinates: 
(1) cumulative intake for the f~lrrow length (F,,,), and 
(2) the average opportunity time for intake in the 
furrow length (To). 

The average intake (F,,_,J is determined using the 
following equation: 

where 
vi,=volume of inflow, gal 

=Qt XTI 

Q1 =average inflow rate, gpm 

TI =inflow time, rnin 

vout=volume of outflow, gal 

=QxTz  

Q =average outflow rate, gpm 

Tz =outflow time, rnin 

v,=surface storage in gallons 
in evaluation length, L 

L=evaluation length, feet (distance between in- 
flow and outflow measuring stations) 

P=width over which intake occurs, equal to 
wetted perimeter plus a constant 

The intake width (P) can be determined using the 
following: 

where 
n = Manning coefficient of roughness 

S = furrow slopes, R/ft 

Surface storage (v,), in lieu of actual meas- 
urements, can be estimated by the following: 

The average opportunity time (T,), in minutes, 
may be determined as the average of the inflow time 
(TI) and the outflow time (T2l 

or: To = 0.5 (TI +Tz) 

When the advance is curvilinear, a more exact 
value of average opportunity time can be obtained by 
averaging the opportunity time a t  various points 



FURROW INTAKE 

owner J.NaIIer s t a t e  i d a L o  County P, qeife 
Legal Description SCGL 1 ,vv./ k'4U Date 7 /12 /7$  

soi l  se r ies  Moult=..\ sa-dy loam ~ y l  inder Family I. 0, 
(Attach Soi ls  232 Card) 

Ti l th  Goad compaction Made& 

Surface Condition firm 

Crop C o r n  Stage of Growth Y 8  i e A U  Previous Crop Co rr, , ,  

Ti 11 aoe Practices 

Date L a s t  I r r i qa  

Rainfall Since I r r iga ted :  Date - Amunt h o m e  

Th i s  i s  t h e  S c c ~ m d  (Pre: 1 s t -  2nd, e t c . )  I r r .  of Crop 

Norpal I r r iga t ing  Time (inflow) 8 Lour> 

Furrow Spacing 30 Inches Furrow Length 9 0 0  Feet 

Furrow P ro f i l e -  Furrow No. 

Furrow Cross Section: 

Station If00 

Sketch' o r  Rod Readings 

Sta t i on , ,  

Furrow Data Sunary:  

Q1 (gpm) T i n  Q2 (gpm) T2 (min . )  L ( f ee t )  S (ftlft) W ( f e e t )  

l4,09 480 8,$8 361 goo 0.003 2,s 

Trial  Furrow Intake Family ( I '  f) 0*,s,?- 

Figure 5-23.-Furrow-intake data sheet. 



along the furrow length or by integration of the 
advance curve. 

Computation of the opportunity time is facilitated 
by converting the 24-hour clock time used to record 
the time of measurements to decimal hours. For 
example, the 24-hour clock time of 1120 would be- 
come 11.33 (11+20/60). 

If simultaneous measurements of flow are not 
made, a plot of cumulative inflow and outflow in 
gallons vs. clock time from the start of irrigation 
makes it easier to determine the intake volume at 
any elapsed time. Subtracting the cumulative out- 
flow from the cumulative inflow yields the intake 
and storage. Subtracting the surface storage yields 
the volume of intake, in gallons, at  any time. This is 
illustrated in figure 5-26. 

The cumulative intake (F,,,_,J and associated op- 
portunity time (To) points, when plotted on log-log 
paper, define the measured intake line. This line is 
then compared to the intake-family lines (fig. 5-15) to 
determine the most representative intake family. 
This is illustrated on figure 5-26, examples 1 and 2. 

Example 1 
Determination of furrow-intake family from trial 

measurements where the total irrigation is measured 
(using example set of data as contained in furrow- 
intake data sheet). 

Soil: Moulten sandy loam 

S=0.003 ftlft QI = 14.09 gpm 

P=(0.2686)(14.09 x 0.04/0.003°.~0.4"47+ 0.7462 

P-1.47 ft 

v,= 900 [(O.O9731)(14.09 x 
0.04/0.003°~5)0~7w7-0.00574] 

v, = 500 gal 

Plotting points 

To=0.5x60 minlhr [inflow time (hr)-outflow 
time (hr)] 

Intake at 1701 hours 

T0=0.5x60 C(16.5-8.5)+(17.0-11.0)]=420 min 

Intake at 1430 hours (14.5) 

TO=0.5x60 [(14.5-8.5)+(14.5-11.0)]=285 min 

Intake at 1330 hours (13.5) 

T,=0.t5~60 C(13.5-8.5)+(13.5-11.0)]=225 rnin 

Intake at 1230 hours (12.5) 

To=0.5x60 [(12.5-8.5)+(12.5-11.0)]=165 min 

Plot cumulative intake vs. opportunity time 
(aTOb+c vs. To) as in figure 5-26 and find intake 
family (13 equals 0.5. Equivalent application depth is: 

aTOb -1 c = 
1.6041 [inflow vol (gal) - outflow 
Length x P 

volume (gal) - surface storage 
(gal)] 



Furrow Flow Data Sheet of  2 
Date y / ~ , / t @  

F a r m  J. Walker SCD o r  SWCD BY L 

Sw.f! T ? N ,  R 4LJ J 
Legal Descr ipt ion 

Furrow No. / S ta t i on  O f O O ,  Inflow X , o r  Outf low 

Clock* Elapsed AT Gage  low 
T i  me T ime ( m i n )  H Ra te  

( m i n )  ( 1 (gpm) 
Rate 

Vo 1 ume 

( m i n )  

*24 hour  c lock  time 

Fimre 5-24.-Furrow-intake evaluation-flow data example 1. 

Example 2 P-1-47 ft 

Determination of furrow-intake family from trial v, = 400 [(0.09731) 

measurements where only part of the irrigation is (14.12 X 0.04/0.003°*40~7527- O.O0574] 

measured (using example set of data as contained on v, = 222.9 gal 
furrow-intake data sheets, figs. 5-27, 5-28). 

Plotting points 

Soil: Moulten sandy loam To = 30 [inflow time (hr)- outflow time (hr)] 
L - 400 ft W=2.5 f t  

aTOb + c = 
1.6041 

S = 0.003 ft/ft QI = 14.12 gpm [inflow v01 (gall- outflow 
Length x P vol (gal) - surface storage 

P = (0.2686)(14.12~ 0.04/0.003°~5)0~~27+0.7462 (gall] 



Furrow Flow Data Sheet 2 o f  2 
Date 7 / 5 [ 7 8  

Farm a SCD or SWCD BY L 
J 

Legal Description ec, I J 7 d  /? 
Furrow NO. / S t a t i o n  % b 0  Inflow o r  ~ u t f l o w  x , 

Measuring Device 

*24 hour clock time 

Intake at 1330 hours 

T,=O.~X 60 [(13.5-8.5)-k(13.5-8.95)]=286.5 min 

Intake at 1230 hours 

T,=0 .5~60  [(12.5-&.6)+(12.5-8.95)]=286.5 min 



Estimated Mois tu re  Condi t ion  

Wetted Bul bs Sketch : 

S t a t i o n  O$ S O  

Bulb width - Inches 

S t a t i o n  3$50 

Bulb width - Inches 

Figure 5-25.-Furrow-intake evaluation-soil water. 



Cumulative Intake vs. Time-Evaluation Examples 

Example #2 
Part of irrigation 
measured 

200 

Time (T) (min.) 



Furrow Flow Data Sheet I o f  2 

Farm SCD or SWCD . . BY 

Furrow No. 1 , S ta t i on  0 t O O  Inf low X or Outflow 

Measuring Device 1.5" os;4- . LEc nod 

I I 1 1 
I 

( 9 )  (10) (11) 
Advance T' . 

* c lock  Elapsed- 
Time Time (ft) 

bin) 

oS$/ I /  2 t o 0  

*24 hour c l o c k  time 

Figure 5-27.-Furrow intake evaluation-flow data example 2. 

Intake at 11 00 hours 

T,=O.Sx 60 ~(11.0-8.5)+(11.0-8.95)]=136.5 min 

aT,btc= lV6O4'  (2096.6- 1022.9- 222.9) 
400 x 1.47 

=2.32 in 

Plot cumulative intake (aT,b+c) vs. opportunity 
time (To) as in figure 5-15 and find intake family 
equals 0.5. 



Furrow Flow Data Sheet o f  5 
Farm J. W a I k r C  SCD o r  SWCD , p * W e  BY 

d DatE 
Legal Descript ion S o l , ~ 7 d  R'kbJ 
Furrow No. [ Stat ion f O O  Inflow or outflow %, 

( m i  n  ) 

A d v a n c e  T i  nP 
Vol ume Clock Elapsed Stat ion 

T i  me 

*24 h o u r  c lock  t ime  



Flgure 5.28 

Cumulative Inflow, Outflow, and Intake-Evaluation Example 2 

11 

Time (T) hours 



Glossary 

Many terms used in irrigation work are frequently 
interpreted differently by personnel working in the 
irrigation field. The following definitions explain 
these terms as they apply to furrow irrigation. 

Adequacy Terms 

The following terms are useful for describing the 
adequacy of a given irrigation or series of irrigations. 

Adequate Irrigation. An irrigation that replaces 
the management-allowed deficiency (MAD). Where 
MAD is equal to soil water deficiency (SWD), an  
adequate irrigation is also a full irrigation. 

Full Irrigation. An irrigation that  brings the en- 
tire root zone to field capacity (FC). After a full 
irrigation, the soil water deficiency (SWD) will be 
equal to zero in all parts of the field, 

Efficiency Terms 

The following efficiency terms are useful in evalu- 
ating the potential and/or actual effectiveness of 
irrigation water applications by a given system. The 
definitions are usually expressed in equivalent 
depths of free water (volumes per unit area). 

Application Efficiency (AE). The ratio of the aver- 
age depth of the irrigation water stored in the root 
zone to the average depth of irrigation water applied. 

Average depth of water stored in root zone 
AE= 

Average depth of water applied 

AE gives no indication of the adequacy of the 
irrigation, and with underirrigation it can equal 100 
percent. AE merely shows the fraction of applied 
water stored within the root zone that is potentially 
accessible for evaporation and transpiration. 

Design Efficiency (DE). The ratio of planned 
depth or irrigation, usually equal to management 
allowed deficiency (MAD), in a large part of the area, 
usually 70 to 100 percent, to the average depth of 
water applied. The design efficiency can be ex- 
pressed: 

Planned depth of irrigation equal to 

DE= MAD in j part of the area 

Average depth applied 

DEb) is used for system design. For example, a 
DEao =75% implies that 80 percent of the area should 
receive a t  least 75 percent of the average depth of 
application. I t  is not always economical or advisable 
to use a design efficiency that would result in having 
100 percent of the area fully irrigated. There is 
always a certain amount of nonuniformity of distri- 
bution in any system. To fully irrigate the very driest 
part of the area may require excessive irrigations 
elsewhere. 

Distribution Uniformity (DU), The ratio of the 
minimum depth of irrigation water infiltrated to the 
average depth of the irrigation water infiltratedL 

Minimum depth of water infiltrated 
DU= 

Average depth of water infiltrated 

The minimum depth can be determined as the 
average of the lowest one-fourth of measured values 
of water stored, where each measured value repre- 
sents an  equal area. DU is a useful indicator of 
distribution problems. A low DU indicates that deep 
percolation losses are excessive if adequate irrigation 
is supplied to all areas. 

Irrigation Efficiency (IE). The ratio of the average 
depth of irrigation water that is used beneficially to 
the average depth of irrigation water applied. 

Average depth of water used beneficially 
IE = 

Average depth of water applied 

IE is a general term, useful for describing the 
effectiveness of irrigation on a single field, especially 
if irrigation is used for other than satisfying SWD, 
i.e., used for salt leaching, frost protection, crop 
cooling, pesticide, or fertilizer applications. For mul- 
tiple fields, IE can be used to take into account the 
beneficial reuse of runoff, deep percolation, and other 
return flows. 

Management Allowed Deficit (MAD). The desired 
soil moisture deficit a t  the time of irrigation. It can 
be expressed as the percentage of available soil water 
capacity or as the depth of water that  has been 
depleted from the root zone. In arid areas, the ideal 
irrigation is generally scheduled to just cancel MAD 
if no leaching is required. In humid areas, ideal 
supplemental irrigations are often scheduled only to 
partly cancel MAD, i.e., to leave some root-zone 
capacity for the storage of anticipated rainfall. 



Soil Water Deficit (SWD). The difference between 
field capacity and the actual moisture in the soil root 
zone a t  any given time. It is the amount of water 
required to bring the soil in the root zone to field 
capacity. 

Other Irrigation Terms 

Advance Time (Ti). The time it takes water to 
advance from the upper end to a selected station 
along the furrow, frequently called travel time. 

Alternate-Row Irrigation. The practice of applying 
water to every other furrow and then, at the next 
irrigation, applying a similar amount of water only 
to the alternate furrows. 

Application Rate. The rate a t  which water is ap- 
plied to a given area. Usually expressed in inches of 
depth per hour or in gallons per minute. 

Application Time (Ti). The amount of time that 
water is applied to an  irrigation set. 

Cumulative Intake. The depth of water absorbed 
by a soil from the time of initial water application to 
a specified elapsed time. 

Deep Percolation Loss. The water that penetrates 
below the root-zone depth. The depth of root zone is 
generally the depth from which the crop is currently 
capable of extracting soil water. However, it may also 
be expressed as the depth from which the crop can 
extract water when mature or the depth from which 
a crop to be planted in the future can extract soil 
water. 

Effective Precipitation (PE). That part of the total 
precipitation that is not lost to runoff, deep percola- 
tion, or evaporation before the crop can use it. 

Evapotranspiration (ET) (Consumptive use). The 
sum of the transpiration and evaporation from an 
area coverd by vegetation. It is composed of four 
factors: evaporation from water surfaces, soil-water 
evaporation, evaporation from the surface of plants, 
and transpiration. 

Every-Other-Row Irrigation (Skip row). The prac- 
tice of applying water to every other furrow and 
applying water to the same furrows every irrigation 
throughout the cropping season. 

Final Intake Rate. The rate a t  which the soil 
absorbs water when the infiltration velocity has be- 
come nearly constant. 

Gated Pipe. A portable pipe with small gates in- 
stalled along one side for distributing water to corru- 
gations or furrows. 

Head. The height of water surface above any plane 
or reference expressed in units of length. 

Hydraulic Radius. The cross-sectional area of a 
stream or conduit divided by the length of the pe- 
riphery that is in contact with the water, 

Initial Intake. The depth of water absorbed by a 
soil during the period of rapid or comparatively rapid 
intake following the initial application. 

Initial Intake Rate. The average rate a t  which 
water is absorbed by a soil during the period of rapid 
or comparatively rapid intake following the initial 
application of water. 

Intake Opportunity Time. The amount of time 
water is infiltrating at any given point along an 
irrigated corrugation or furrow. 

Moisture Replacement Depth. The depth of soil to 
be brought to field capacity. 

Permeability (as used in describing soils). The 
readiness with which water penetrates or passes 
through soil pores. 

Recession Curve, The descending part of a 
stream flow or the time lapse after water applica- 
tion has stopped until the water recedes or disap- 
pears from the surface at selected stations along the 
furrow. 

Runoff ~JOSS. The irrigation water that leaves the 
field as surface flow. Irrigation runoff can be re- 
turned for beneficial use by a tailwater recovery and 
return flow system. 

Saturate. To fill all the voids between soil particles 
with irrigation water. 

Soil Density. The mass per unit-bulk volume of soil 
that has been dried to constant weight a t  150°C. 

Soil Sealing. The orientation and packing of dis- 
persed soil particles in the intermediate surface layer 
of soil so that it becomes almost impermeable to 
water. 

Surface Soil. The upper part of the soil ordinarily 
moved in tillage, about 4 to 8 inches in thickness. 

Sail Water Terms 

The following terms are used to describe soil-water 
status or the soil's water-holding characteristics. The 
definitions are admittedly simplified descriptions of 
the actual physical conditions. Such simplification is 
necessary for practical use of the concepts. For pre- 
cise use, the method of measurement or estimation 
should be stated along with the numerical value of 



each term. The term soil moisture is assumed to be 
synonymous with the term soil water. Soil-water 
units can be expressed as percentages of dry weight 
of soil, percentages of volume of soil, or equivalent 
surface depth of water per unit depth of soil. Gener- 
ally, depth of water per depth of soil in the root zone 
is the most convenient measurement for irrigation 
evaluation and management. 

Available Soil Water Capacity (AWC). The water 
that can be held in the soil's root zone between field 
capacity and wilting point. 

Available Soil Water (ASW). The difference at any 
given time between the actual water content in the 
soil's root zone and the wilting point. 

Field Capacity (FC). Water remaining in a soil 
following wetting and natural drainage until free 
drainage has practically ceased. The time required 
for cessation of free drainage varies with soil texture 
and structure and the rate of water use by crops. 

Limited Irrigation. An irrigation that replaces less 
than SWD in the total depth and/or area of the 
entire root zone. High frequency limited irrigation 
may permit maximum yield if the evapotranspira- 
tion requirements of the crop are met. 

Wilting Point (WP). The water content in the soil's 
soot zone at which plants can no longer extract water 
a t  a sufficient rate for survival. 





Appendix-Programmable Calculator Programs for Texas Instruments 
Model 59 

Graded Furrow Design 
The program computes inflow time (T,), efficiency (E), runoff (RO), and deep percolation (DP) for selected 
values of intake family (IJ, furrow spacing (W), design application depth (F, = da), slope (S), inflow rate (Q), 
and furrow length (L). 

User's Instructions: 
Step 

1 

2 

3 

Procedure 

Enter card, or place 
in LRN mode and key 
in program 

Enter data Intake family 
Furrow spacing, ft 
Design applic., in. 
Furrow slope, ft/ft 
Inflow rate, gpm 
Furrow length, f t  

Initiate program 
Inflow time, min. 
Efficiency, 96 
Runoff, in. 
Deep perc. in. 

Enter 
1 
2 

ff 

W 
F,= da 
S 
Q 
L 

Press Display 

1 
2 

Program Limits: 
1. Maximum efficiency less than 100%. 
2. Average intake (F,,,) must be less than total inflow depth (FI,). 



Program Listing 
000 91 R/S 
001 76 LBL 
002 16 A' 
003 42 S T 0  
004 01 01 
005 9 1 R/S 
006 76 LBL 
007 11 A 
008 42 S T 0  
009 02 02 
010 91 R/S 
011 76 LBL 
012 12 B 
013 42 S T 0  
014 03 03 
015 9 1 R/S 
016 76 LBL 
017 1 3 C 
018 42 S T 0  
019 04 04 
020 9 1 R/S 
021 76 LBL 
022 14 D 
023 42 S T 0  
024 05 05 
025 9 1 R/S 
026 76 LBL 
027 17 B ' 
028 42 ST0 
029 23 23 
030 9 1 R/S 
031 76 LBL 
032 15 E 
033 53 ( 
034 53 ( 
035 53 
036 93 
037 02 2 
038 06 6 
039 08 8 
040 06 6 
041 65 X 
042 53 ( 
043 43 RCL 
044 04 04 
045 65 x 
046 93 
047 00 0 
048 04 4 
049 55 - 
050 43 RCL 

7 
4 
6 
2 
) 
- 
RCL 
23 
) 
S T 0  
06 
( 
RCL 
0 1 
X 

RCL 
0 1 

( 
RCL 



;';gram Listing (cont.) 

7 
8 
1 
ST0 
09 
1 
XIT 
RCL 
01 
GE 
D ' 
( 
( 
( 
RCL 
0 1 
A 

0 
2 
1 
- 
3 
3 

3 
6 
4 
5 
7 
3 
) 
YX 

0 
6 
8 
6 
2 
1 
ST0 
10 
GTO 
a 
LBL 
D ' 
( 
( 
( 
RCL 

0 1 
- 

6 
3 
9 
7 
3 
7 
1 
- 
3 
3 
3 
0 
4 

6 
7 
2 
9 
2 
1 
YX 

0 
2 
1 
1 
7 
1 
) 
ST0 
10 
LBL 
a 
( 
( 
RCL 
07 
- 

RCL 
04 
- 

RCL 
03 
\,% 
1 
ST0 
11 

X 

RCL 
05 
) 
ST0 
12 
INV 
LNX 
ST0 
13 
( 
RCL 
05 
X 

RCL 
13 
- 
RCL 
08 
1 
ST0 
14 
( 
( 
( 
RCL 
02 
- 

RCL 
06 
) 
+ 

2 
7 
5 
1 
- 
RCL 
09 
) 
YX 
RCL 
10 
1/x 
1 
ST0 
15 
4- 

RCL 

6-77 



Program Listing (cont.) 
301 14 14 351 43 
302 54 ) 352 09 
303 42 ST0 353 85 
304 16 16 354 93 
305 91 R/S 355 02 
306 53 ( 356 07 
307 53 ( 357 05 
308 53 ( 358 54 
309 53 ( 359 65 
310 43 RCL 360 43 
311 13 13 361 06 
312 65 x 362 54 
313 53 ( 363 42 
314 43 RCL 364 18 
315 12 12 365 53 
316 75 - 366 0 1 
317 01 1 367 93 
318 54 ) 368 06 
319 54 ) 369 00 
320 85 + 370 04 
32 1 0 1 1 371 0 1 
322 54 ) 372 65 
323 55 373 43 - 
324 43 RCL 374 04 
325 08 08 375 65 
326 55 - 376 43 
327 43 RCL 377 16 
328 05 05 378 55 
329 55 - 379 43 
330 43 RCL 380 05 
331 11 11 381 55 
332 33 X2 382 43 
333 54 ) 383 23 
334 94 +/- 384 54 
335 85 -e 385 42 
336 43 RCL 386 19 
337 16 16 387 35 
338 54 ) 388 65 
339 42 ST0 389 43 
340 17 17 390 02 
34 1 53 ( 391 65 
342 53 392 0 1 
343 53 ( 393 00 
344 43 RCL 394 00 
345 17 17 395 54 
346 45 Yx 396 42 
347 43 RCL 397 20 
348 10 10 398 0 1 
349 54 ) 399 00 
350 65 x 400 00 

RCL 
09 
+ 

2 
7 
5 
1 
X 
RCL 
06 
1 
ST0 
18 
( 
1 

6 
0 
4 
1 
X 

RCL 
04 
X 

RCL 
16 
- 

RCL 
05 
- 
RCL 
23 
1 
ST0 
19 
1/X 
X 

RCL 
02 
X 

1 
0 
0 
) 
ST0 
20 
1 
0 
0 

Labels Used 

XIT 
RCL 
20 
GE 
C ' 
RCL 
20 
R/S 
( 
RCL 
19 
+ 

RCL 
18 
1 
ST0 
2 1 
R/S 
( 
RCL 
18 
- 
RCL 
02 
1 

RTN 
LBL 
C ' 
RST 
RTN 
0 



J) 
Sample Problem: 

Input 

0.5 6 
2.5 W, f t  
3. F,, in. 
0.001 S, ft/ft 

10.00 Q7 

1000.00 L, ft. 

Output 

2361.066087 Ti, min. 
19.80257608 E, ?4 
6.510412807 RO, in. 
5.639131312 DP, in. 

Register Contents 
No. 

00 
0 1 
02 
03 
04 
05 
06 
07 
08 
09 
10 
11 
12 
13 
14 
15 
16 
17 
18 
19 
20 
2 1 
22 
23 



Level Furrow Design 
The program computes advance (TJ, inflow time (Ti), deep percolation (DP), and application efficiency (E). 
This program can also be used for computing plotting points for level furrow design charts, Use of a printer 
is optional. 

User's Instructions: 
Step Procedure 

1 Partition Registers 

2 Enter cards or place 
in LRN mode and key 
in  program 

3 Enter Data 
Furrow intake family 
Furrow spacing, f t  
Inflow rate, gpm 
Length, f t  
Design application, in 

4a Initiate program w/o printer Inflow 
time, min 

Advance time, rnin 
Deep percolation, in 
Application efficiency,% 

413 Initiate program w/printer Inflow 
time, rnin 

Advance time, min 
Deep percolation, in 
Application efficiency,% 

S Repeat for different values 

*Printed by printer 

Enter 

3 

1 
2 
3 

W 
Q 
L 
F n  

Any one or all input values may be changed for another solution. 

Press 

2nd OP17 

Display 

Ti" 
Tt* 
DP* 
E* 



Program Limits: 
- 

Error display will occur when: 
1. Inflow rate is greater than 60 gpm. 

a. Without printer blinking 60 (decrease Q). 

b. With printer-"DECREASE Q-60." 

2. Furrow width, W, is exceeded. 

a. Without printer blinking excess Q (decrease Q), 

b, With printer-"DECREASE Q-excess Q value printed." 

3. Inflow time is greater than 3000 min. 

a. Without printer blinking T, value shown. This will usually be a very large number (increase Q). 

b. With printer "INCREASE &-Large T, number printed." 

4. T,/T, (ratio advance time to net opportunity time) greater than or equal to 5. 

a. Without printer blinking 3737 (increase Q). 

b. With printer "INCREASE Q-TT." 



Program Listing 
000 98 ADV 05 1 42 
001 61 GTO 052 15 
002 98 ADV 053 00 
003 91 R/S 054 02 
004 76 LBL 055 07 
005 16 A' 056 00 
006 42 ST0 057 00 
007 10 10 058 69 
008 02 2 059 04 
009 04 4 060 43 
010 02 2 061 15 
011 01 1 062 69 
012 69 OP 063 06 
013 04 04 064 91 
014 43 RCL 065 76 
015 10 10 066 13 
016 69 OP 067 42 
017 06 06 068 16 
018 8 1 R/S 069 02 
019 76 LBL 070 01 
020 17 I3 ' 071 03 
021 42 ST0 072 0 1 
022 12 12 073 69 
023 04 4 074 04 
024 03 3 075 43 
025 00 0 076 16 
026 00 0 077 69 
027 69 OP 078 06 
028 04 04 079 91 
029 43 RCL 080 76 
030 12 12 081 15 
03 1 69 OP 082 02 
032 06 06 083 00 
033 9 1 R/S 084 69 
034 76 LBL 085 07 
035 11 A 086 69 
036 42 ST0 087 19 
037 13 13 088 25 
038 03 3 089 43 
039 04 4 090 10 
040 00 0 09 1 65 
041 00 0 092 05 
042 69 OP 093 93 
043 04 04 094 08 
044 43 RCL 095 06 
045 13 13 096 05 
046 69 OP 097 03 
047 06 06 098 85 
048 91 R/S 099 02 
049 76 LBL 100 03 
050 12 B 

ST0 
15 
0 
2 
7 
0 
0 
OP 
04 
RCL 
15 
DP 
06 
R/S 
LBL 
C 
ST0 
16 
2 
1 
3 
1 
OP 
04 
RCL 
16 
OP 
06 
R/S 
LBL 
E 
2 
0 
OP 
07 
OP 
19 
CLR 
RCL 
10 
X 

5 

8 
6 
5 
3 
+ 
2 
3 

2 
1 
1. 
- - 
5t0 
20 
RCL 
10 
X 

0 
0 
1 
5 
7 
6 
4 
4- 

0 
0 
0 
4 
4 
6 
8 
5 
- - 
5t0 
2 1 
RCL 
13 
Y" 

3 
4 
1 
9 
X 

1 
1 
1 
6 
- 
RCL 
15 
- - 
5t0 



Program Listing (cont.) a ;:; 11 
6 
1 
XIT 
RCL 
13 
GE 
a 
RCL 
12 
A 

3 
4 
5 
- 
- 

0 
2 
2 
- - 
ST0 
24 
XIT 
RCL 
13 
GE 
LNX 
RCL 
13 
X 

0 
4 
- 

RCL 
11 
fl - - 
YX 

4 
2 
4 
7 
X 

2 
6 

8 
6 
- - 
-t 

7 
4 
6 
2 
- - 
ST0 
22 
RCL 
10 
+ 

1 
6 
2 
2 
8 
1 
- - 

4 
7 

4 
6 
7 
9 
0 
4 
- - 
Y" 

7 
1 
6 
3 
7 
8 
- - 
ST0 
18 
1 
XlT 
RCL 
10 
GE 

IW 
( 
( 
RCL 
10 
- 

0 
2 
1 
- 
3 
3 

3 
6 
4 
5 
7 
3 
1 
Y" 

0 
6 
8 
6 
2 
- 7 

ST0 
19 
GTO 
RCL 
LBL 
INV 
( 
( 
RCL 
10 
- 

6 
3 
9 
7 
3 
7 
) 
- 
3 



Program Listing (cant.) 
301 03 3 
302 03 3 
303 00 0 
304 04 4 
305 93 
306 06 6 
307 07 7 
308 02 2 
309 09 9 
310 02 2 
311 54 1 
312 45 Y" 
313 93 
314 00 0 
315 02 2 
316 01 1 
317 01 1 
318 07 7 
319 01 1 
320 95 - 
321 42 ST0 
322 19 19 
323 76 LBL 
324 43 RCL 
325 43 RCL 
326 21 21 
327 55 - 
328 43 RCL 
329 13 13 
330 55 - 
331 43 RCL 
332 11 11 
333 34 Jr?; 
334 95 - - 
335 65 x 
336 43 RCL 
337 15 15 
338 95 - - 
339 42 ST0 
340 14 14 
341 22 INV 
342 23 LNX 
343 65 x 
344 43 RCL 
345 15 15 
346 55 - 
347 43 RCL 
348 20 20 
349 95 - - 
350 42 ST0 

07 
RCL 
15 
- 

RCL 
20 
- 

RCL 
14 
x2 
- - 
X 

( 

RCL 
14 
- 
1 
1 
X 

( 
RCL 
14 
1 
INV 
LNX 
d- 

l 
1 
- - 
+/- 
+ 
RCL 
07 
- - 
ST0 
08 
RCL 
16 
X 

RCL 
12 
- 
RCL 
22 

RCL 
18 
- - 
Y" 
RCL 
19 
1/X 
- - 
ST0 
09 
i- 

RCL 
08 
- - 
Y 
RCL 
19 
X 

RCL 
18 
- - 

X 

RCL 
22 
X 

RCL 
15 
- 
1 

6 
0 
4 
1 
- 
RCL 
13 
- - 
ST0 
17 
3 
0 



Program Listing (cont.) 
00 0 
01 1 
32 XIT 
43 RCL 
17 17 
77 GE 
35 l / X  
05 5 
32 XIT 
43 RCL 
07 07 
55 - 
43 RCL 
09 09 
95 - - 
77 GE 
50 Id 
43 RCL 
17 17 
65 x 
43 RCL 
13 13 
65 x 
01 1 

1 
- - 
1/X 
X 

RCL 
15 
X 

RCL 
12 
x 
RCL 
16 
X 

1 
0 
0 
- - 
ST0 
06 
1/X 
X 

RCL 

- 
RCL 
16 
- - 
ST0 
05 
IFF 
07 
CE 
FIX 
00 
RCL 
17 
R/S 
RCL 
07 
R/S 
FIX 
02 
RCL 
05 
R/S 
RCL 
06 
FIX 
01 
DEL 
INV 
EE 
INV 
FIX 
R/S 
LBL 
CE 
ADV 
FIX 
00 
3 
7 
2 
4 
DP 
04 
RCL 

17 
OP 
06 
3 
7 
3 
7 
OP 
04 
RCL 
07 
OP 
06 
1 
6 
3 
3 
OP 
04 
FIX 
02 
RCL 
05 
OP 
06 
1 
7 
2 
1 
2 
1 
OP 
04 
RCL 
06 
FIX 
01 
EE 
INV 
EE 
INV 
FIX 
OP 
06 
ADV 
R/S 
LBL 
\m 
STF 
0 1 



Program Listing (cont.) 
GTO 
Y" 
LBL 
LNX 
STF 
02 
LBL 
Y 
OP 
00 
3 
5 
1 
7 
1 
6 
4 
1 
1 
5 
OP 
02 
1 
7 
0 
0 
3 
4 
0 
0 
0 
0 
OP 
03 
OP 
05 
IFF 
01 
COS 
IFF 
02 
TAN 
LBL 
COS 
6 
0 
PRT 
RST 
LBL 
TAN 

RCL 
24 
PRT 
RST 
LBL 
1/X 
STF 
00 
LBL 
1x1 
OP 
00 
2 
4 
3 
1 
1 
5 
3 
5 
1 
7 
OP 
02 
1 
3 
3 
6 
1 
7 
0 
0 
3 
4 
OP 
03 
OP 
05 
IFF 
00 
SUM 
OP 
00 
3 
7 
3 
7 
OP 
02 
OP 

Labels Used 

05 
RST 
LBL 
SUM 
3 
7 
2 
4 
OP 
04 
RCL 
17 
OP 
06 
RST 
0 
0 
0 
0 

A' 
B ' 
A 
B 
C 
E 

INV 
RCL 
CE 
Jrr 
LNX 
Y" 
COS 
TAN 
l /X 
1x1 
SUM 



Sample Problem (with printer) 

2. 
2.5 
5. 

600. 
3. 

INCREASE Q 

t Input Data 

Error Condition, Ti>3000 

10" Q 
INCREASE Q Error Condition, Ti>3000 

358954.039 TI 
20. Q 

INCREASE Q Error Condition, T',/Tn 2 5 
'IT 

30. Q 
INCREASE Q Error Condition, TJT, 2 5 

'rr 

149. 
141. 

3.39 DP Output data 
47. EFF ] 

Try a Q of 70 gpm as a sample. 

70. Q 
REDUCE Q Error Condition, & > 60 

60, 



Sample Problem (w/o printer) 

Input Data 

Enor Condition, (blinking value) 
shows that Ti>3000 minutes 

Try 10 g'pm 

Error Condition, (blinking value) 
shows that Ti>3000 minutes 

RY 20 gpm 
Error Condition, (blinking value) 
the number 3737 indicates that 
T, is too great 

Try 30 gPm 

Error Condition, (blinking value) 
the number 3737 indicates that 
T, is too great 

Try 40 gpm 

Output Data 

Try a Q of 70 gpm as a sample 

Q Try 70 ppm 

Emor Cmditim, (blinking 60) 
Q>60 



Sample Problem: 

Register Content 

Register 
00 
01 
02 
03 
04 
05 
06 
07 
08 
09 
10 
11 
12 
13 
14 
15 
16 
17 
18 
19 
20 
21 
22 
23 
24 
25 
26 
27 
28 
29 



Cutback Furrow Design 
The program computes total inflow time (TJ, time at which the inflow rate is reduced to onehalf (T,), ~urface 
runoff (RO), deep percolation (DP), and application efficiency (E). The program can also be used for computing 
plotting points for cutback furrow design charts. Use of a printer is optional. 

Step 

1 

2 

Procedure 

Partition Registers 

Enter cards or place in 
LRN mode and key program 

Enter data 
Furrow intake family 
Furrow slope, ft/ft 
Furrow spacing, ft 
Inflow rate, gpm 
Length, ft 
Design application, in 

User's Instructions: 

Program Limits: 

Initiate program w/o printer Inflow 
time, min 

Advance (cutoff) time, min 
Runoff, in 
Deep percolation, in 
Application efficiency,% 

hitiate program w/printer 
Inflow time, min 
Advance (cutoff) time, rnin 
Runoff, in 
Deep percolation, in 
Application efficiency,% 

Repeat for different input values 
Any one or all input values may be 
changed for another solution. 

"Printed by printer 

Enter 

3 
1 
2 
3 

Press 

2nd OP 17 

Display 

719.29 

1. 
2. 
3. 

I? 
S" 
W* 
Q* 
L* 
9* 

Ti" 
Tt* 
RO* 
DP" 
E* 

Inflow rate is limited to 50 gpm. Error display will occur when inflow time is greater than 3000 min: 

1. Without printer blinking Ti value shown. Increase Q or reduce length. 

2. With printer increase Q and large T, number printed. Increase Q, or reduce length. 



Program Listing 

98 
61 

ADV 
GTO 
ADV 
R/S 
LBL 
A 
ST0 
10 
2 
4 
2 
1 
OP 
04 
RCL 
10 
OP 
06 
R/S 
LBL 
B' 
ST0 
11 
3 
6 
0 
0 
OP 
04 
RCL 
11 
OP 
06 
R/S 
LBL 
C' 
ST0 
12 
4 
3 
0 
0 
OP 
04 
RCL 
12 
DP 
06 
R/S 
LBL 
A 

ST0 
13 
3 
4 
0 
0 
OP 
04 
RCL 
13 
OP 
06 
R/S 
LBL 
B 
ST0 
15 
0 
2 
7 
0 
0 
OP 
04 
RCL 
15 
DP 
06 
R/S 
LBL 
C 
ST0 
16 
2 
1 
3 
1 
OP 
04 
RCL 
16 
OP 
06 
R/S 
LBL 
E 
2 
0 
OP 
07 

69 OP 
19 19 
25 C L R  
43 RCL 
10 10 
65 x 
05 5 
93 
08 8 
06 6 
05 5 
03 3 
85 + 
02 2 
03 3 
93 
02 2 
01 1 
01 1 
95 - 
42 ST0 
20 20 
43 RCL 
10 10 
65 x 
93 
00 0 
00 0 
01 1 
05 5 
07 7 
06 6 
04 4 
85 i- 

93 
00 0 
00 0 
00 0 
04 4 
04 4 
06 6 
08 8 
05 5 
95 - - 
42 ST0 
21 21 
53 ( 
43 RCL 
13 13 
65 x 



Pxogsam Listing (cont.) 

0 
4 
- 
RCL 
11 
fl 
) 
Y" 

7 
4 
6 
2 
- - 
- 
RCL 
12 - - 
ST0 
22 
( 
RCL 
13 
X 

0 
4 
- 
RCL 
11 
6 
) 
Y" 

7 
4 
6 
2 
- - 
- 
RCL 
12 
- - 
ST0 
28 
RCL 
10 
4" 

6 
3 
7 
8 
- - 
ST0 
18 
1 
XIT 
RCL 
10 
GE 
INV 
( 
( 
RCL 
10 

0 
6 
8 
6 
2 
- - 
ST0 
19 
GTO 
RCL 
LBL 
INV 
( 
( 
RCL 



Program Listing (cont.) 

301 10 10 
302 75 - 
303 93 
304 06 6 
305 03 3 
306 09 9 
307 07 7 
308 03 3 
309 07 7 
310 54 1 
311 55 A 

312 03 3 
313 03 3 
314 03 3 
315 00 0 
316 04 4 
317 93 
318 06 6 
319 07 7 
320 02 2 
321 09 9 
322 02 2 
323 54 1 
324 45 Y" 
325 93 
326 00 0 
327 02 2 
328 01 1 
329 01 1 
330 07 7 
331 01 1 
332 95 - - 
333 42 ST0 
334 19 19 
335 76 LBL 
336 43 RCL 
337 53 ( 
338 43 RCL 
339 21 23. 
340 55 - 
341 53 ( 
342 43 RCL 
343 13 13 
344 65 x 
345 43 RCL 
346 11 11 
347 34 a 
348 54 1 
349 54 1 
350 42 ST0 

351. + 29 29 
352 65 x 
353 43 RCL 
354 15 15 
355 54 . )  
356 22 INV 
357 23 LNX 
358 65 x 
359 43 RCL 
360 15 15 
361 55 
362 43 RCL 
363 20 20 
364 95 - - 
365 42 ST0 
366 07 07 
367 53 ( 
368 53 
369 53 ( 
370 43 RCL 
371 16 16 
372 65 x 
373 43 RCL 
374 28 28 
375 35 1/X 
376 75 - 
377 93 
378 02 2 
379 07 7 
380 05 5 
381 54 1 
382 55 - 
383 43 RCL 
384 18 18 
385 54 1 
386 45 F 
387 43 RCL 
388 19 19 
389 35 1/x 
390 54 1 
391 42 ST0 
392 09 09 
393 85 + 
394 43 RCL 
395 07 07 
396 95 - - 
397 42 ST0 
398 14 14 
399 03 3 
400 00 0 

0 
1 
XIT 
RCL 
14 
GE 
l /X 
( 
RCL 
20 
X 

RCL 
15 
X 

RCL 
29 
xz 
1 
1/X 
X 

( 
( 
RCL 
29 
X 

RCL 
15 
- 
1 
1 
X 

( 
RCL 
29 
X 

RCL 
15 
1 
INV 
LNX 
+ 
1 
1 
1 
ST0 
08 
1 



Program Listing (cont.) 

451 04 4 
452 0 1 1 
453 65 x 
454 53 ( 
455 53 ( 
456 43 RCL 
457 13 13 
458 65 x 
459 43 RCL 
460 07 07 
461 54 1 
462 85 
463 53 ( 
464 43 RCL 
465 13 13 
466 65 x 
467 93 
468 05 5 
469 65 x 
470 43 RCL 
471 09 09 
472 54 ) 
473 54 ) 
474 55 - 
475 43 RCL 
476 12 12 
477 55 - 

478 43 RCL 
479 15 15 
480 95 - - 
48 1 42 ST0 
482 24 24 
483 53 
484 43 RCL 
485 14 14 
486 75 - 
487 43 RCL 
488 08 08 
489 54 ) 
490 45 Y" 
49 1 43 RCL 
492 19 19 
493 65 x 
494 43 RCL 
495 18 18 
496 95 - - 
497 85 + 
498 93 
499 02 2 
500 07 7 

501 05 5 
502 95 - 

503 65 x 
504 43 RCL 
505 28 28 
506 95 - - 
507 42 ST0 
508 06 06 
509 43 RCL 
510 08 08 
511 45 Y" 
512 43 RCL 
513 19 19 
514 65 x 
515 43 RCL 
516 18 18 
517 95 - - 
518 85 -C 

519 93 
520 02 2 
521 07 7 
522 05 5 
523 95 - - 
524 65 x 
525 53 ( 
526 43 RCL 
527 22 22 
528 75 - 
529 43 RCL 
530 28 28 
531 54 ) 
532 95 - - 
533 85 + 
534 43 RCL 
535 06 06 
536 95 - - 
537 42 ST0 
538 06 06 
539 94 -1-1- 
540 85 + 
541 43 RCL 
542 24 24 
543 95 - - 
544 42 ST0 
545 17 17 
546 53 ( 
547 43 RCL 
548 06 06 
549 75 - 
550 43 RCL 

42 ST0 
23 23 
53 ( 
43 RCL 
16 16 
55 - 
43 RCL 
24 24 
65 x 
0 1 1 
00 0 
00 0 
54 ) 
42 ST0 
25 25 
87 IFF 
07 07 
24 CE 
58 FIX 
00 00 
43 RCL 
14 14 
91 R/S 
43 RCL 
07 07 
91 R/S 
58 FIX 
02 02 
43 RCL 
17 17 
9 1 R/S 
43 RCL 
23 23 
9 1 R/S 
43 RCL 
25 25 
58 FIX 
0 1 0 1 
52 EE 
22 INV 
52 EE 
22 INV 
58 FIX 
91 R/S 
76 LBL 
24 CE 
98 ADV 
58 FIX 



Program Listing (cont.) 

2 
4 
OP 
4 
RCL 
14 
OF 
06 
3 
7 
3 
7 
OP 
04 
RCL 
07 
OP 
06 
3 
5 
3 
2 

626 69 op 
627 04 04 
628 58 FIX 

02 
RCL 
17 
OP 
06 
1 
6 
3 
3 
OP 
04 
RCL 
23 
OP 
06 
1 
7 
2 
1 
2 
1 
OP 

04 04 
43 RCL 
25 25 
58 FIX 
01 01 
52 EE 
22 INV 
52 El3 
22 INV 
58 FIX 
69 OP 
06 06 
98 AD'V 
91 R/S 
81 RST 
76 LBL 
35 l / X  
86 STF 
00 00 
76 LBL 
50 I d  
69 OP 
00 00 
02 2 
04 4 
03 3 
01 1 
01 L 
05 5 
03 3 
05 5 
01 1 
07 7 
69 OP 
02 02 
01 1 
03 3 
03 3 
06 6 
01 1 
07 7 
00 0 
00 0 
03 3 
04 4 
69 OF 
03 03 
69 OP 
05 05 
03 3 

701 07 7 
702 02 2 
703 04 4 
704 69 OP 
705 04 04 
706 43 RCL 
707 14 14 
708 69 OF 
709 06 06 
710 81 RST 
71 1 00 0 
712 00 0 

Labels Used 

A' 
B' 
C' 
A 
B 
C 
E 
INV 
RCL 
CE 
1/X 
I d  



Sample Problem 

Sample Problem (with printer) 

Input 

1344. TI 
133. m 

Output 2.07 RO 
0.20 DP 

57. EFF 

Register Content 

To 
Tnc 
4 
S 
W 
Q 
Ti 
L 
Fn 
RO 
a 
b 
C 

d 
P/W 
DP 
F€! 
E 

1. 
0.002 
2.5 

10. Q 
1200. L 

3. FN 
INCREASE Q Error 

9676.736769 TI T,>30DO 

15. Q Try Q=15 gpm 

1785. TI 
1540. 
0.99 Output 
9.35 DP 

22.5 EFF 

30. Q Try Q=30 gpm 

455. TI 
252. 
0.61 Output 
2.06 DP 
52.9 EFF 
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