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Natural resources conservation service
conservation practice sPECIFICATION

313c - waste storage facility - concrete structure

I.  Scope

The work shall consist of furnishing material for/and constructing a waste storage structure to the lines, grades, elevations, and dimensions as shown on the drawings.  

II.  Foundation Preparation

The entire pond or tank area shall be cleared of all trees, brush, roots, sod, and soil containing excess amounts of organic matter, and other objectionable materials and disposed of at sites away from the area of work.  

Clearing and disposal methods shall be in accordance with applicable state and county laws with due regard to the safety of persons and property.  

III.  Excavation

Excavated materials may be used in embankments or other fill areas.  Excess material shall be wasted at locations noted on the drawings or as staked in the field.  

IV.  Embankments

Construction of embankments required for this practice shall conform to the requirements of Practice Specification No. 378 Pond unless specifically excepted.  

V.  CONTROL OF WATER
The site shall be adequately dewatered before placement of any materials.  Dewatering shall conform to the requirements of Construction Specification 909 Control of Water.
VI.  CONCRETE
Construction of reinforced concrete shall conform to the requirements of Construction Specification, 900 Concrete (3000 psi) with the following exception.  Concrete for waste storage tanks shall conform to the requirements of Construction Specification 901 – Concrete (4000 psi).
VII.  CONCRETE BLOCK
Construction of concrete block installations shall conform to the requirements of Construction Specification, 902 - Concrete Block Structure. 

VIII.  BACKFILL
Backfill shall conform to the requirements of Construction Specification 903 - Earthfill.
IX.  Inlet and Outlet Structures

The inlet and outlet structures shall conform to materials, sizes and installation as shown on the drawings.  Bedding conditions and depths of cover shall be as shown on the drawings.  

Pump wells shall be constructed as shown on the drawings.  Placement and compaction of the backfill around the pump well shall be accomplished in such a manner that the structure will not be damaged.  The backfill will be compacted to approximately the same density required of the embankments.  

X.  Warning Sign and Fencing

A warning sign shall be posted in a clean visible location to warn that the structure may contain poisonous gas.  When shown on the drawings fencing shall conform to the requirements of Practice Specification 382 - Fence.

XI.  Vegetative Cover

Unless otherwise specified, a protective cover of vegetation shall be established on the disturbed area.  The planting of vegetative materials shall conform to the requirements of Practice Specification 342 - Critical Area Planting.  

XII.  Special Measures

Measures and construction methods shall be incorporated as needed and practical that enhance fish and wildlife values.  Special attention shall be given to protecting visual resources and maintaining key shade, food and den trees.  

XIII.  Construction Operations

Construction operations shall be done in such a manner that erosion and air water pollution are minimized and held within legal limits.  The owner, operator, Contractor or other persons will conduct all work and operations in accordance with proper safety codes for the type of construction being performed with due regards to the safety of all persons and property.
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