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	Producer:
	     
	Date:
	     

	Location:
	     
	Field Office:
	     

	County:
	          
	Planner:
	     

	Tract/Field:
	
	Contract Number:
	     




Practice Purposes: (check all that apply)
	☐ Reduce sheet, rill, and wind erosion			☐ Reduce energy use
☐ Reduce tillage-induced particulate matter emissions	☐ Increase plant-available moisture
☐ Maintain or increase soil quality / organic matter content	☐ Provide food and escape cover for wildlife
			    
Soil Erosion Information:  Follow the attached RUSLE2 and/or WEPS profile summary printout that displays:
1. Planned crop(s)
2. Specific equipment utilized for no-till for each crop
3. Planned residue cover amounts (percent coverage of the field or lbs/acre of residue):
a. After harvest of the prior crop, and
b. After seeding the planned crop
4. The Soil Tillage Intensity Rating (STIR). Do not exceed a STIR value of 20. 

Maintain or increase soil quality / organic matter:  Ensure that the Soil Condition Rating (SCI) ≥ 0.

Increase plant-available moisture:
Reduce evaporative losses: Maintain at least 60% surface residue cover (2000 lbs/ac) throughout the year.
	Crop stubble height during time of expected evaporative loss will be:
	☐  At least 10 inches for crops with a row spacing of less than 15 inches
	☐  At least 15 inches for crops with a row spacing of 15 inches or greater
      Maintain these stubble heights on at least 60% of the field.

Trapping snow: Crop stubble height during expected time of significant snowfall will be:
	☐  At least 10 inches for crops with a row spacing of less than 15 inches
	☐  At least 15 inches for crops with a row spacing of 15 inches or greater
      Maintain these stubble heights on at least 50% of the field.

Additional Requirements:
Examples:  Specify the amount, orientation, and stubble height needed to provide adequate food and cover for target species.       Specify how the total energy consumption associated with field operations will be reduced by at least 25%.
Operation and Maintenance:
Evaluate / measure the crop residue cover and orientation after each crop to ensure the planned amounts and orientation are achieved.  Adjust management as needed to maintain residue amount and orientation or adjust the planting and/or harvest equipment.

Attachments:
	Location map indicating fields and acres of implementation.
	RUSLE2 and/or WEPS profile summary printout.
	Specifications for this practice.

PRACTICE APPROVAL	
This job is classified as:  All Classes   (Limiting elements: None;  Units: Acres)

Approved by: 					 		 Date: 				



LANDOWNER's/OPERATOR'S ACKNOWLEDGEMENT:
The landowner/operator acknowledges that:
a. He/she has received a copy of the maps, specifications, implementation requirements, and RUSLE2 and/or WEPS profile summary reports.
b. He/she has an understanding of the contents, and the requirements.
c. He/she has obtained all the necessary permits.
d. No changes will be made in the installation of the job without prior concurrence of the NRCS technician.
e. Maintenance of the installed work is necessary for proper performance during the project life.


Accepted by: 							 Date: 				



practice completion:
I have made an on site inspection of the site (or I am accepting owner/contractor documentation), and have determined that the job as installed does conform to the drawings and practice specifications.

Completion Certification by:


/s/								 Date 				

NRCS, CA
November 2014
NRCS, CA
November 2014
	NRCS, CA
July 1996
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