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U.S. DEPARTMENT OF AGRICULTURE	         CA-CPS-382
NATURAL RESOURCES CONSERVATION SERVICE      	   August 2015 
FENCE (382A)
IMPLEMENTATION REQUIREMENTS
PERMANENT SMOOTH, BARBED, WOVEN FENCE 
	
	Client
	
	Date
	

	Farm/Tract
	
	Field(s)
	

	Location
	
	Length(s)
	

	Planner
	
	County
	



1.   Management Objectives/Resource Concerns:

Resource Concerns being addressed:


2. Fence Specifications (check all that apply or fill in blank with information):

	
	Livestock Type:
	
	Cattle (cow/calf, stockers, bulls)
	
	Sheep
	
	Goats
	
	Horses

	

	
	Barbed Wire
	
	High Tensile Wire
	
	3-Wire
	
	4-Wire
	
	5-Wire

	
	Woven Wire
	
	26 inch
	
	32 inch
	
	Other (Describe)

	

	
	Line Post Type
	
	Steel
	
	Wood
	
	Other (Describe)

	

	
	Wire Spacing
(from ground up, in inches)
	e.g., 16, 6, 8, 12

	
	Post Spacing (feet)
	
	Stays
(yes/no)
	
	Stay Type if used:
	

	

	
	Total Fence Length (feet)
	
	Other information:

	
	
	
	
	
	
	
	
	
	
	




3. Additional Specifications or Special Provisions Specific to the Site:

Narrative:  The Producer/contractor is responsible for calling 811 for DigAlert information. 
If wildlife crossing is a concern, fence should be no higher than 42” with spacing of the top 2 wires at 10 inches apart. This reduces the instance of deer getting caught in the fence. Bottom wire should be smooth set at 14”. 
Assure that H-Braces are placed at all changes in fence angle, at fence ends, at gates and at top and bottom of steep slopes. 

                
  See attached map(s) for location of fence.
  
            See attached if any additional design criteria is required.

DESIGN APPROVAL:
	Practice code
	Practice
	Lead
Discipline
	Controlling factor
	Units
	Job class

	
	
	
	
	
	I
	II
	III
	IV
	V

	382
	Fence
	Range Specialist
	  Type of Fence
	Material
	Barbed/ Smooth
	Woven
	Electric/ Suspension
	All
	All

	
	
	
	No. of Limitations1/
	No.
	1
	2
	3
	4
	All

	This practice is classified as Job Class (check one):  
	
	
	
	
	



Design Approved by: 						 	 Date: 					
														
CLIENT’s ACKNOWLEDGEMENT:
The Client acknowledges that:
a. Specifications for materials and fence construction have been reviewed and agreed to.
b. They have received a copy of the maps, drawings, specification, and implementation requirements, and that they understand the contents.
b.	They have obtained all the necessary permits.
c.	No changes will be made in the installation of the job without prior concurrence of the NRCS technician.
d.	Maintenance of the installed work is necessary for proper performance during the practice life; at least 15 years.

Accepted by: 								 Date: 					


[bookmark: _GoBack]PRACTICE COMPLETION:
I have made an on-site inspection of the site (or I am accepting owner/contractor documentation), and have deter-
mined that the job, as installed, conforms to the drawings/maps, specifications, and implementation requirements.
Completion Certification by:							 Date 		         	

		



Insert Project photos after completion:
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