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A properly operated and maintained mine shaft and adit closing project is an asset to your farm. This project was designed and installed to fill or seal mine shafts and other openings to reduce subsidence problems, hazards to humans and animals, the emission of hazardous gases, and the pollution of surface and ground water, to close openings for human safety while maintaining access for wildlife species and/or to close openings for the protection of cultural resources.

The estimated life span of this installation is at least 15 years. The life of this installation can be assured and usually increased by developing and carrying out a good operation and maintenance program.

This practice will require you to perform periodic operation and maintenance to maintain satisfactory performance. Here are some recommendations to help you develop a good operation and maintenance program.

GENERAL RECOMMENDATIONS

· Maintain appropriate warning signs.  
· All fences, railings, barriers fences and/or warning signs shall be maintained to prevent unauthorized human, vehicle or livestock entry.  Repair and replace as necessary.
· Inspect project site yearly and fill areas where settlement is adversely affecting drainage and land use.  Re-vegetate as necessary.
· Add soil amendments to soils that cannot support adequate vegetation or replace them with suitable soil material.
· Inspect haul roads and approaches to and from the project frequently to determine the need for stabilizing materials.  Repair as needed.

· Inspect project area after heavy rains.  Promptly repair any damage.  Fill rills and gullies that occur and re-vegetate.

·  Maintain vigorous growth of vegetative coverings.  This includes reseeding, fertilization, and application of herbicides when necessary.  Periodic mowing may also be needed to control height.

· Repair spells, cracks and weathered areas in concrete surfaces.

· Repair or replace rusted or damaged metal and apply paint as a protective coating.

· Immediately repair any vandalism, vehicular, or livestock damage.
· Inspect for damage from rodents or burrowing animals.   Repair any damage.  Take appropriate corrective actions to alleviate further damage.

· Avoid excessive travel on any portion of the system that will harm or destroy the vegetative cover.

SPECIFIC RECOMMENDATIONS FOR YOUR PROJECT

CONTACT YOUR LOCAL NATURAL RESOURCES CONSERVATION SERVICE OFFICE FOR ANY ADDITIONAL TECHNICAL ASSISTANCE YOU MIGHT NEED FOR IMPLEMENTATION OF THIS OPERATION AND MAINTENANCE PLAN FOR YOUR MINE SHAFT AND ADIT CLOSING  Project. 
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