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Land that is smoothed and maintained is an asset to the farm.  Land smoothing was designed and installed to remove surface irregularities that interfered with the planned land use.    The estimated life span of this installation is at least 10 years.  The life of this installation can be assured and usually increased by developing and carrying out a good operation and maintenance program.

This practice will require you to perform periodic operation to maintain satisfactory performance.  Here are some recommendations to help you develop a good operation and maintenance program:

GENERAL RECOMMENDATIONS

· Avoid use of tillage equipment that leaves ridges or depressions that cannot be removed by subsequent tillage operations.

· On cultivated land, periodically smooth land areas to reestablish the installed field condition.  Maintain good vegetative cover in all other areas.
· Inspect for damage from rodents or burrowing animals.   Repair any damage.  Take appropriate corrective actions to alleviate further damage.

· Immediately repair any vandalism, vehicular, or livestock damage.

SPECIFIC RECOMMENDATIONS FOR YOUR LAND SMOOTHING PROJECT

CONTACT YOUR LOCAL NATURAL RESOURCES CONSERVATION SERVICE OFFICE FOR ANY ADDITIONAL TECHNICAL ASSISTANCE YOU MIGHT NEED FOR IMPLEMENTATION OF THIS LAND SMOOTHING PROJECT. 
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