574-

574-

574-


Natural resources conservation service
conservation practice sPECIFICATION

574 - spring development

I.  Scope

The work shall consist of constructing a water collection system from a spring as shown on the drawings or as staked in the field. 

II.  PERMITS 

Water rights and any other permits required to develop and maintain the spring shall be obtained prior to construction and documented in NRCS records.
iii.  Site Preparation

Remove all loose rock, sediment, logs, and vegetation that unnecessarily obstruct spring discharge.  Material that is removed shall be disposed of in a manner that will neither interfere with the proper functioning or utilization of the spring, nor degrade water quality or otherwise negatively impact natural resources locally.
Explosives shall not be used to excavate rock or other material from the spring.

Iv.  materials 
All construction materials shall meet the requirements specified and/or detailed on the drawings.  For gravity flow systems, well pipe shall be minimum 1 ¼-inch diameter unless otherwise specified on the drawings. 

Crushed rock or gravel for collection systems, and sand-gravel material for filters, shall be composed of clean, hard particles and graded as indicated on the drawings. 

V.  CONSTRUCTION OPERATIONS

A. Springflow Collection Systems

The spring water collection system, (including trenches, drain tiles, perforated pipelines, sumps, and spring boxes) shall be constructed to the lines, grades, dimensions and of the materials shown on the drawings. 

B. Appurtenant Systems

Storage tanks, water troughs, or other facilities for beneficial use of the water shall be constructed as shown on the drawings or as staked in the field. 

C. general
The owner, operator, Contractor or other persons will conduct all work and operations in accordance with proper safety codes for the type of construction being performed with due regards to the safety of all persons and property. 

Construction operations shall be done in such a manner that erosion and air and water pollution are minimized and held within legal limits.  Chemical pollutants such as oil, transmission fluid, lubricant, and grease spills shall be cleaned up, removed from the site, and disposed of in accordance with all applicable regulations.

The completed job shall be workmanlike and present a good appearance.  

D. Protective Measures
All works shall be adequately protected from physical damage by freezing, surface runoff and flooding, sedimentation, vandalism, vehicle traffic, and animals including livestock. 

Unless otherwise specified, a protective cover of vegetation shall be established on the disturbed area where growth will not obstruct the spring outlet.  The planting of vegetative materials shall conform to the requirements of the appropriate Practice Specification 342, Critical Area Planting, as indicated in the Practice Requirements Worksheet.  Fertilizer shall not be applied unless specified in the Practice Requirement Worksheet.  
To the degree practicable, measures and construction methods that enhance fish and wildlife habitat shall be included.  Special attention shall be given to protecting visual resources and maintaining key shade, food and den trees. 

Other items specific to your project are listed on the "Practice Requirement" sheet.
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