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A properly operated and maintained terrace is an asset to the farm.  The terrace system was designed and installed to adequately protect the field(s) from excessive erosion.   The estimated life span of this installation is at least 10 years.  The life of this installation can be assured and usually increased by developing and carrying out a good operation and maintenance program.

This practice will require you to perform periodic operation to maintain satisfactory performance.  Here are some recommendations to help you develop a good operation and maintenance program:

GENERAL RECOMMENDATIONS

· Maintain terrace capacity, storage, ridge height and outlets.  Remove sediment build-up in terraces to maintain terrace capacity.  

· Each inlet for underground outlets must be kept clean and sediment build-up redistributed so the outlet is the lowest elevation.  Inlets damaged or cutoff by farm machinery must be replaced or repaired immediately.  

· Terrace ridges, especially those with steep back slopes, can be very hazardous.  For this reason, some farmers prefer steep front slopes, thus keeping machinery away from the steep back slopes.  All cut and fill slopes that are to be farmed must be no steeper than those on which farm machinery can operate safely.  Any potential hazard must be brought to the attention of the responsible person in charge of equipment operation.

· Remove all foreign debris that hinders system operation.

· Inspect for damage from rodents or burrowing animals.   Repair any damage.  Take appropriate corrective actions to alleviate further damage.

· Maintain all vegetation by reseeding if necessary and remove all brush and trees by approved herbicides or mechanical means.

· Perform periodic inspections, especially after significant storm events and promptly repair any damage to the system.
· Avoid farm tillage operations such as cultivators that reduce the ridge height, resulting in reduced capacity of the terrace.

· Periodic plowing operations may be needed to maintain the constructed ridge height and capacity of terrace.

· Restrict livestock use of field with a terrace system when the ground is wet.

SPECIFIC RECOMMENDATIONS FOR YOUR terrace
CONTACT YOUR LOCAL NATURAL RESOURCES CONSERVATION SERVICE OFFICE FOR ANY ADDITIONAL TECHNICAL ASSISTANCE YOU MIGHT NEED FOR IMPLEMENTATION OF THIS OPERATION AND MAINTENANCE PLAN FOR YOUR terrace.
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