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Natural resources conservation service
conservation practice sPECIFICATION

607 - surface drain, field ditch

1.  Scope

The work shall consist of construction a graded ditch in a field to the depths, grades, and cross sections as shown on the drawings or as staked in the field. 

II. Excavation

Unless otherwise specified, excavation shall begin at the outlet and progress upstream. 

There shall be no reversals in slope that will create ponding. 

Excavated material shall be deposited along one or both sides of the ditch, spread and leveled so that the surface can flow into the ditch, or disposed of in the manner and location shown on the drawings.  

III.  Structures

Structures shall be constructed at the locations, grades, elevations and of the materials shown on the materials shown on the drawings and as specified in the specifications as listed on the "Implementation Requirements" sheet.


IV.  Vegetative Cover

Unless otherwise specified, a protective cover of vegetation shall be established on the disturbed area.  The planting of vegetative materials shall conform to the requirements of Practice Specification 342, Critical Area Planting. 

V.  Special Measures

Measures and construction methods shall be incorporated as needed and practical that enhance fish and wildlife values.  Special attention shall be given to protecting visual resources and maintaining key shade, food and den trees.  

VI.  Construction Operations

Construction operations shall be done in such a manner that erosion and air and water pollution are minimized and held within legal limits.  The owner, opera​tor, Contractor or other persons will conduct all work and operations in accordance with proper safety codes for the type of construction being performed with due regards to the safety of all persons and property.  

The completed job shall be workmanlike and present a good appearance. 
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