722-

209-

209-


Natural resources conservation service
conservation practice sPECIFICATION

722 - road / landing removal

i.  scope

This work consists of the removal by excavation of old logging road and landing fills from stream channels to the lines and grades as shown on the drawings or staked in the field.  It also includes the safe disposal of all fills and the stabilization of all excavated and filled areas as a result of these operations.

ii.  site preparation

The areas specified for excavation and placement of spoil shall be cleared of all vegetation and organics including trees, stumps, roots, brush and other debris.  These materials shall be stockpiled for later use as mulch or hauled away as required by the plans and specifications.

Excess or unused organics shall not be buried in fill areas on site.  Disposal methods shall be in accordance with state and county laws with regard to the safety of persons and property.

Site disturbance should be kept to the minimum possible.  Protect all trees in place unless flagged or marked for removal.

iii.  excavation

Excavation shall be based on the lines and grades as shown on the drawings or staked in the field.  The limits of excavation as staked in the field or shown on the drawings are a guide to the final excavation.  The final limits of excavation shall be as approved by the Engineer or Responsible Design Person (RDP).

iv.  earthfill

Fill material shall come from required excavations and be free of organics, other perishable or otherwise unsuitable materials.

The fill material shall be placed on the prepared surfaces of areas designated for fill placement in approximately horizontal layers beginning at the lowest elevation for fill placement.

Earthfill placement (lift thickness), compaction and moisture content shall be in accordance with the required class of compaction identified in the Practice Requirements summary sheet and described below:

Class I Compaction, Compacted Fill or Slopes

a.
Maximum lift thickness shall not exceed 12 inches prior to compaction.

b.
Compaction requirement per lift is a minimum of 3 passes of the dozer tracks (D8) or equivalent over 80 percent of the entire area or an approved method of compaction.

c.
Moisture content of the fill shall be such that a ball of soil squeezed by hand maintains it shape.

Class II Compaction, Uncompacted Fill or Slopes.

a.
Fill shall be spread in 18 inch maximum lift thickness

b.
Minimal compaction of 1 pass of the dozer equipment over 80 percent of the area is required.

c.
No special moisture control is required.

v.  Additional stabilizing measures

Any required stabilizing measures such as rock riprap, grade stabilizers, drop structures or other measures shall be constructed to conform to the specifications listed on the Practice Requirements sheet and the drawings.

vi.  vegetative requirements

All disturbed areas will be re-vegetated in accordance with the requirements of Practice Specification 342, Critical Area Planting, any other applicable specifications and the construction drawings.

vii.  Special measures

Stockpile all original topsoil, stumps and organics during clearing and excavation operations.  Spread stockpiled soil and organics evenly over finished grades of disturbed areas.
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