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	Producer Name:
	Date:

	In-Use Engine Emissions Calculations

	In-Use Engine:
	Manufacturer:
	
	

	
	Model Year Engine:
	
	Fuel Type:
	
	

	
	Equipment Type:
	
	

	
	Serial Number:
	
	

	Baseline Emissions
	NOx
	
	ROG
	
	PM10
	

	Rated Brake Horsepower:
	
	
	
	
	
	
	bhp

	Annual Hours of Operation:
	x
	
	
	
	
	
	Hours/Year

	Emission Factors:
	x
	
	
	
	
	
	g/bhp-hr

	Load Factor:
	x
	
	
	
	
	
	

	Conversion to Tons:
	÷
	907,200
	
	907,200
	
	907,200
	Grams/Ton

	Annual Emissions (EE)
	=
	
	
	
	
	
	Tons/Year

	

	New Engine Emissions Calculations  (Report as zero emissions if electric)

	New Engine:
	Manufacturer:
	
	

	
	Model Year Engine:
	
	Fuel Type:
	
	

	
	Equipment Type:
	
	

	Serial Number (if available):
	
	

	New Engine Emissions
	NOx
	
	ROG
	
	PM10
	

	Rated Brake Horsepower:
	
	
	
	
	
	
	bhp

	Annual Hours of Operation:
	x
	
	
	
	
	
	Hours/Year

	Emission Factors:
	x
	
	
	
	
	
	g/bhp-hr

	Load Factor:
	x
	
	
	
	
	
	

	Conversion to Tons:
	÷
	907,200
	
	907,200
	
	907,200
	Grams/Ton

	Annual Emissions (NE)
	=
	
	
	
	
	
	Tons/Year

	

	Calculation Results

	
	NOx
	
	ROG
	
	PM10
	

	Annual Emission Reductions: 
(EE) – (NE) = 
	
	
	
	
	
	Tons/Year

	Percent Emission Reductions: 
[(EE – NE) / (EE)] x 100 =
	
	
	
	
	
	%
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