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1.  Scope
The work shall consist of construction a graded ditch in a field to the depths, grades, and cross sections as shown on the drawings or as staked in the field. 
II.  Foundation preparation
The foundation area for all ditch embankments and ditch pads shall be cleared of all trees, weeds, sods, loose rock, or other material not suitable for the subgrade. 
IIi.  Excavation
Excavation shall be to the neat lines and grades shown on the plans and established at the field location.  Excavated materials shall be used in designated fill locations or spoil areas.  
Overexcavation in the channel area or overfill on the ditch banks shall be permissible if it does not interfere with the function of the ditch or the related structures and if the finished section generally is smooth.
IV.  Placement of earthfill
Earthfill embankments shall be constructed to the neat lines and grades shown on the plans and established at the field location.  Embankment materials shall be free of brush, roots, sod, large rocks, or other material not suitable for making compacted fills.  The moisture content and methods of placing and compacting fill material shall be of such that a firm, stable embankment results.  The fill material shall be placed in horizontal lifts of such thickness that proper compaction and prescribed densities are obtained.
V.  STRUCTURES
Structures shall be constructed at the locations, grades, elevations, and of the materials shown on the drawings and or as specified in the construction specifications.
VI.  Vegetative Cover
Unless otherwise specified, a protective cover of vegetation shall be established on the disturbed area.  The planting of vegetative materials shall conform to the requirements of Conservation Practice Standard 342, Critical Area Planting. 
Vii.  Construction Operations
 
 
Construction operations shall be done in such a manner that erosion and air and water pollution are minimized and held within legal limits.  The owner, operator, contractor or other persons will conduct all work and operations in accordance with proper safety codes for the type of construction being performed with due regards to the safety of all persons and property.  
 
 

