OPERATION AND MAINTENANCE PLAN
ACCESS ROAD
CPS No. 560

Landowner/Operator	Click here to enter text.								
Practice Location		Click here to enter text.								
County	Click here to enter text.			Farm/Tract/Field No.	Click here to enter text.		
Prepared By	Click here to enter text.		 			Date	Click here to enter text.	
Title ___Click here to enter text._________________________________
 (
Inspections and maintenance are required to achieve the intended function, benefits, and life of the practice.  The landowner/operator is responsible to establish and implement an 
operation
 and maintenance program.  By signing this document, I acknowledge that I have read and understand the items in the O&M plan.
Signature
Landowner/Operator: __________________________________________________ Date: __________
)




Items to inspect and maintain during the 10-year design life of the practice include, but are not limited to, the following:
1. Inspect annually and after significant storm events to identify repair and maintenance needs.  Inspect culverts, roadside ditches, water bars and outlets and restore flow capacity as needed.  Landowner is responsible for ensuring materials are repaired or replaced after storm events.
2. Periodically grade or re-shape access road to maintain the designed grade and dimensions.
3. Periodically add surfacing materials where needed (where rills or gullies have formed, ponding or other degradation has occurred) to maintain the roadway surface.
4. Re-seed any areas in which the vegetation has been damaged or destroyed to prevent erosion.
5. Mend fences and replace gates, as needed.
6. Post and maintain fence warning signs as necessary (e.g. electric fence, traffic or animals).
7. Manure accumulations shall be removed periodically, if applicable.  Manure will be removed to a waste storage facility or applied to fields according to the Comprehensive Nutrient Management Plan, or best management practices.
8. Maintain vegetated areas with adequate cover to meet the intended purpose(s) of soil or structural protection.
9. Inspect roads with water bars periodically to insure proper cross section is maintained and water outlets are stable.
SPECIFIC O&M REQUIREMENTS FOR THIS PRACTICE INSTALLATION:
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