QUALITY ASSURANCE PLAN
FOR
Mr. Farmer
AMENDMENTS FOR TREATMENT OF AGRICULTURAL WASTE, CODE 591
ANY COUNTY, FLORIDA
I. GENERAL DESCRIPTION OF THE WORK
The application of the amendments for treatment of agricultural waste based on the approved plans and specifications. 
Before the implementation of the practice, a pre-construction conference will be held with the landowner, District Conservationist (DC) and the NRCS person responsible for quality assurance (QA) to discuss the plans and specifications with the landowner and/or contractor.  The DC will schedule the pre-construction conference.
The landowner and DC will sign the Pre-Construction Verification Form, FL-ENG-40.
II. ITEMS OF WORK REQUIRING INSPECTION
This quality assurance plan (QAP) outlines the necessary quality assurance (QA) inspection that NRCS will make to provide adequate confidence that application of the amendments meet the requirements of the approved NRCS plans and specifications.  
The engineering practices to be installed consist of the following items:
Amendments for Treatment of Agricultural Waste, Code 591, Engineering Job Class XX
The application of the amendments to treat agricultural waste is listed in the specification or shown on the plans for Mr. Farmer.  The QA inspection will be to verify the type, amount and timing of the treatment is in accordance with the plans and specifications.  The QA inspection is shown in Table 1.  
Application of Amendments
Inspect the type of amendment used for to treat the agricultural waste to determine if the type, amount, method of application, and timing is in accordance with the label directions and other instructions from the provider of the amendments.
Verify that safety precautions and storage requirements are followed in the handling and storage of the amendment.
Ensure that records of the type, quality, and quantity of amendment are maintained.
III. TIMING OF QUALITY ASSURANCE ACTIVITIES AND STAFFING
QA inspections must be performed in a timely manner to ensure the application of the amendments are in accordance to the instructions of the provider.  Inspection will need to be coordinated between the landowner, contractor and NRCS.  QA inspection will be during or at the completion of the treatment of agricultural waste as shown in Table 1 and discussed in section II.
<Name>, Area Engineer (AE), located in <City, Florida>, will coordinate the timely scheduling of qualified personnel to provide construction QA inspection for the application of the amendments for treatment of agricultural waste.  This will require the designer and the DC to communicate when the practices will be applied.  
<Name1>, <Title> will provide the QA inspections for this project.  The items needed to inspect and the intensity of QA inspection is shown in Table 1. < Name2>, <Title>, will be on call to fill in if <Name1> is absent from work and/or to provide survey help in the construction layout or checkout of the works of improvement.  
Table 1 – QA Inspection Intensity
	Item
	QA Inspection Intensity 1/

	Application of amendments
	F

	
	

	Add other items as needed
	


Legend:  C - Continuous  P - Periodic  - Final
1/ - The inspector shall immediately notify the engineer if continuous inspection is required and cannot be performed with available staff.  
IV. KNOWLEDGE, SKILLS AND ABILITIES NEEDED TO PERFORM QUALITY ASSURANCE INSPECTIONS 
A. Must be knowledgeable of the QA required for proper application and timing of amendments to treat of agricultural waste, as shown on the plans and specifications.
B. Must understand the concepts of the treatment applied.
C. Ability to read and interpret plans and specifications to determine if the treatment is applied properly.
D. [bookmark: _GoBack]Ability to check the application of amendments as identified in Section II.
E. Ability to establish and maintain effective working relationships and clear communications with the contractor, landowner, and DC. 
F. Ability to recognize potential safety hazards and inform the landowner or contractor of potential safety hazards.
G. Ability to develop and maintain required records and reports.
H. Ability to recognize needed changes in the plans and specifications and obtains concurrence of the engineer prior to making the needed changes.
I. Ability to anticipate necessary changes and immediately notify the DC and engineer of required changes.  
V. STAFF QA RESPONSIBILITIES
A. The person assigned to provide QA for the project shall thoroughly review the engineering plans and specifications prior to the start of construction.  
B. A design folder will be provided to the field office for use by the responsible person.  The person responsible for QA shall review the design folder in order to become familiar with the design concepts utilized in the design of the practices listed in Section II.  
C. The person responsible for QA shall not make any changes in the engineering plans and specifications without prior approval of the individual approving the design or someone with the appropriate engineering job approval authority.  
D. Any changes required by site conditions or requested by the landowner or contractor shall be approved in writing by NRCS prior to the change.  The person responsible for QA shall keep the DC and engineer informed of all construction progress.  
E. The engineer shall be available to review and provide QA at critical points during construction as shown in Table 1.  The engineer will be available to make a final on-site QA review to ensure overall compliance with plans and specifications. 
F. The DC shall coordinate a pre-construction meeting between the landowner and/or contractor and NRCS staff prior to the start of treatment of agricultural waste.  The meeting will cover the responsibilities of all parties.  The landowner will be provided a copy of the brochure, "Landowners Responsibilities Conservation Systems Constructed with USDA Assistance." 
VI. TESTING EQUIPMENT AND FACILITIES NEEDED
None required.
VII. DOCUMENTATION
Certification of practices installed will be performed by individuals with the appropriate engineering job approval authority.  Documentation of all practices shall be in accordance with 450-General Manual, Part 407, Subpart B, Documentation and Certification.  
All checks shall be recorded.  QA checks shall follow the format in the Florida Supplement of the Engineering Field Handbook Part 650, Chapter 1.  Certification for all materials applied shall be recorded in the engineering field book, job diary, or on standard NRCS forms or computation paper (NRCS-ENG-523A).  
Photographs shall be taken of the job and logged for the duration of the construction.  The camera, when possible, be set to automatically imprint the date and time of the photo.
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