

NATURAL RESOURCES CONSERVATION SERVICE
Florida
CONSERVATION PRACTICE CONSTRUCTION specification
Monitoring well, CODE 353
1. SCOPE 
[bookmark: _GoBack]This item consists of all materials, equipment, and labor necessary for the installation of a monotoring well.  The construction operations shall be accomplished in such a manner that erosion, air, water, and noise pollution will be minimized and held within legal limits as specified by state regulations.
2. SAFETY 
It is the responsibility of the installer to determine if there are buried or overhead utilities in the vicinity of the proposed work.  The installer is required to call Sunshine State One Call of Florida (811).  They shall follow proper procedures to ensure that the utilities are not jeopardized and that equipment operators and others will not be injured during construction operations.  They will conduct all work and operations in accordance with the proper safety codes for the types of construction being performed with due regard to the safety of all persons and property.
The Natural Resources Conservation Service (NRCS) makes no representation on the existence or non-existence of any utilities.  Absence of utilities on the drawings is not assurance that no utilities are present at the site.  
The owner, operator, contractor or other persons will conduct all work and operations in accordance with proper safety codes for the type of construction being performed with due regards to the safety of all persons and property.
3. CONSTRUCTION OPERATIONS
NRCS should be notified at least 72 hours before the start of construction operations.
4. PERMITS
The owner will be responsible to obtain all required permits.  All required permits must be obtained prior to the start of construction. 
5. SEALING
Seal the annular spaces adjacent to non-productive zones to prevent cross contamination and comingling of chemically or biologically different zones of underground or surface waters in accordance with the plans and specifications and/or as described in Section 9.
6. MATERIALS
Materials used for the construction of monitoring wells must not chemically react with the groundwater and must not leach substances into the groundwater.  Avoid quick-setting cements containing additives that may leach from the cement and influence the chemistry of water samples collected from the monitoring well.
For conventionally screened and filter-packed groundwater monitoring wells located in sand and gravel aquifers and other granular materials, ensure the grain size distribution contains less than 50% finer than the 200 sieve and less than 20% clay sized material.
Ensure all materials used in construction, development, and sealing are free of contaminants prior to installation.
Use only commercial well screens or slotted pipe.
Use only threaded jointed pipe or casing.  Do not use glued or solvent-welded joints.
Use only materials of adequate strength to withstand the forces of installation and well development.
7. MONITORING WELL DEVELOPMENT
Conduct the development process only after completion of well installation, fill and sealing operations, and wellhead protection measures.  The method of monitoring well development used shall be selected based on geologic character of the aquifer, type of drilling rig, and type of screen.
8. BASIS OF ACCEPTANCE
The acceptability of the well shall be determined by inspections to check compliance with the  plans and specifications with respect to design, materials, material markings, testing, and minimum installation requirements.
The contractor will provide a copy of the well driller’s log.
9. ITEMS OF WORK AND CONSTRUCTION DETAILS
Items of work to be performed in conformance with this specification and the construction details therefor are:
Add items of work specific to the site as per the instructions for constrctuction specifications for Monitoring Well, Code 353.  (This red text does not print).
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