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ROOFS AND COVERS, CODE 316 

1. Applicability 

This specification is applicable for the construction of the roofs and covers system to 
divert clean water from animal management areas and/or waste storage facilities, improve 
air and water quality, or facilitate the capture biogas for energy production.   

2. Items to be included in the "ITEMS OF WORK AND CONSTRUCTION DETAILS" or 
on the Construction Drawings. 

a. Include information about the location and sequence of the phases of construction. 
b. Specify layout and location of agricultural waste storage and handling facility, or 

agrichemical handling facility.   

c. Include roof or cover footprint and any waste collection points and all planned access 
features. 

d. Grading plan showing excavation and fill.  Include appropriate drainage features and 
revegetation plan as needed. 

e. Materials and structural details of the roof or cover including all necessary 
appurtenances as appropriate for the complete system. 

f. For flexible geomembrane cover systems with biogas combustion, include a listing of 
associated biogas collection and transfer equipment, and necessary appurtenances. 

g. Specify that the manufacturer or installer of the geomembrane cover system must 
certify the installation of the cover.  Require the same manufacturer or installer to 
provide the project owner with maintenance instructions for the cover material. 

h. Biosecurity measures during installation. 

i. Safety features, fencing, and warning and safety signage placement. 

j. Temporary erosion control measures during construction. 

k. Location of utilities and notification requirements. 


