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	Operation & Maintenance Plan
Roofs and Covers, Code 367
	



Operation and Maintenance Plan Sediment Basin, Code 350
	Landowner/Operator:
	
	Date:
	

	NRCS Service Center:
	
	 Conservation District:
	

	Practice Location:
	
	 Tract/Field ID:
	

	(Lat/Long or UTM Coord. or Sec/TS/R)


Operation & Maintenance Requirements
This system was designed and installed to divert clean water from animal management areas and/or waste storage facilities, improve air and water quality, or facilitate the capture biogas for energy production.  The estimated life span of this installation is at least 10 years.  The life span of this practice can be assured and usually increased by developing and carrying out an operation and maintenance (O&M) program.  
You are required to perform inspections and O&M activities in order for this practice to achieve the intended function, benefits, and design life.  Items to inspect, operate, and maintain during the estimated design life of this practice include, but are not limited to, the following:
Add or delete bullets below as necessary to create a site specific O&M Plan.  This line does not print.
· [bookmark: _GoBack]Maintain the roof and cover in accordance with manufacturer’s recommendations.
· Inspect the roof and cover after a major rain and/or wind event.
· Repair immediately any tear or holes in accordance with the manufacturer’s recommendations.
· Maintain all safety equipment and provisions for the facilities with roof and cover.
· Maintain all fences to prevent livestock and other unauthorized entry.
· Immediately repair any vandalism, vehicular or livestock damage to the structure, earthen areas surrounding the structure, or any appurtenances.  
· Address biosecurity concerns in all aspects of operation and maintenance.  
· For enclosed waste facilities, exercise caution and care during cover removal or access.  If opening of the cover is required for facility management, include provisions to prevent exposure of workers to hazardous gases
· If personnel are or may be required to enter an enclosed waste facility, include safety provisions recommended by the National Institute for Occupational Safety and Health (NIOSH) for working in confined spaces including, but not limited to, using a positive-pressure self-contained breathing apparatus, safety line, and standby personnel.
· Develop and maintain an emergency action plan for covered systems associated with biogas production.  Include instructions as to limits of cover performance and emergency procedures if control equipment fails.  Provide contact(s) and phone numbers of person(s) to contact for the event of an emergency
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